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1. Introduction

1.1 Prevention and control of healthcare associated infection

The Health Information and Quality Authority (HIQA) has developed the National
Standards for Safer, Better Care to describe what a high quality, safe service
lookslike. Improving the quality of care and providing a safe working
environment are thus fundamental activities for the Health Service Executive.
Prevention and control dfiealthcare associated infection (HCAI) is central to
these activities. Senior manageraist ensure that they have effective systems in
place in their healthcare facilities to minimise the risks of infection to patients
and staff.

1.2 Decontamination process

Decontamination is the combination of processes (including cleaning,
disinfection and sterilisation) used to render RIMD safe for handling by staff and
for use on service users. Effective decontamination of RIMD is an essential
component in the preventionf healthcare associated infection.

Cleanings the process that physically removes soiling including large numbers of

Part 1
Introduction

microorganisms and the organic material on which they thrive.

Disinfectiordescribes a process that destroys, inactivates, or signific
reduces the concentration of pathogens (such as bacteria, viruses, and fungi).

Sterilisatiorrefers to a physical or chemical process that completely kills or
destroys all forms of viable microorganisms from an object, including spores.
Sterility isan absolute conditionan item is either sterile or not sterile.

When describing a sterilisation process, it is impossible to say that the chance of
an organism surviving a process is zero. For medical equipment, it is acceptable
to achieve a sterility ssurance level of one in a million chances of a single
organism surviving the process.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1.3 Effectiveness of decontamination

The effectiveness of decontamination is determined by all elements of the RIMD
life cycle, which includes selection, specification, purchase, transport, storage
and eventual disposal of RIMD and purchase, validation, maintenance and
testing of associatedetontamination equipment and processes. All aspects of
the life cycle need to be controlled and managed if decontamination is to be fully
effective.

This involves a multidisciplinary approach to the prevention and control of infection,
including (in no paicular order of priority):

i Standards, policies, procedures, protocols and guidelines in relation to
decontamination

Maintaining a controlled environment

Investigation of incidents

Education and training of staff

= =4 -4 -

Validation, maintenance and periodicsting of decontamination equipment
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2. Development of standards and recommended practices for
decontamination of RIMD

2.1 Introduction
The standards and recommended practices for decontamination were developed as follows:

1 Extensive literature search.

I Consideration of the opinion of experts knowledgeable in the subject.

1 Consideration of the available current best practice, both in Ireland and
internationally, that may impact on decontamination of RIMD.

1 Development of drafStandards and recommended practices for distribution to key
stakeholders for consultation.

1 Feedback considered and where appropriate, incorporated into the current version

of the standards and recommended practices.

2.2 Definition

Standards= Organisational structures and processefded to identify, assess and
manage specified risks in relation to the decontamination process.

=
=]
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f Each Standard has a title, which summarises the area on which that Standard
focuses.

1 This is followed by the Standard statement, which explains the level of performance

to be achieved.

1 The rationale section provides the reasons why the Standard is considered to be
important.

1 The Standard statement is expanded in the section headed ieritehere it states
what needs to be achieved for the Standard to be reached.

1 The Standards reflect the values and priorities of the Health Service Executive and

will be used to direct and evaluate decontamination services in healthcare facilities.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Recommended Practices recommendationsoncerning best practice in relation to the

decontamination process.

The recommended practices are intended to define correct decontamination practice

and to promote service user safety. They are also intendedriesas the basis for

policy and procedure development in decontamination services in the Health Service

Executive.

1 Each recommended practice hasiatroduction, which summarises the area on
which the recommended practice focuses.

1 This is followed by #arecommended practicecope which explains the objective
of the recommended practice and why it is considered to be important.

1  Thecontentssection outlines the contents of the recommended practice.

1 This is expanded in the section heagedcedure where it states how each

recommended practice can be achieved.

uup:!npu.uu]
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3. Medical Devices Regulation (EU) 2017/745

3.1 Medical Devices Regulations

The Medical Devices Regulation (EU) 2017/745 is known as the MDR. This replaces the
Medical Device Directives (90/385/EEC) for Active Implantable Medical Devices and
General Medical Devices Directive 93/42/EEC. The in vitro Diagnostics Medical Devices
Reguation (EU) 2017/746 is known as IVDR and replaces the previous Directive
98/79/EEC.

The Medical Devices Regulation (EU) 2017/745 applies to Manufacturers placing medical
devices on the market, in doing so, it specifies the General Requirements (Artoebel)
met by Manuécturer for any medical device.

These general requirements should be regarded as the minimum acceptable Standard
GKSUKSNI 2N y2i GKS RSO2y 0l YAYLFGA2Y dzyAd | dz €
terms of the Directive.

A Medical Devicas defined in the Medical Device Regulation (EU) 2017/745 (Article 2)
(1) (2) means

=]
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Any instrument, apparatus, appliance, software, implant, reagent, material, or other
article intended by the manufacturer to be used, alone or in combination, for human
beings for one or more of the following specified medical purposes:

1 Diagnosis, prevention, monitoring, prediction, prognosis, treatment, or alleviation
of disease.

9 Diagnosis, monitoring, treatment, alleviation of, or compensation for injury or
disability.

1 Investigation, replacement, or modification of the anatomy or of a physiological or
pathological process or state

1 Providing information by means of in vitro examination of specimens derived from
the human body, including organ, blood, and tissue donations

The following products shall also be deemed to be Medical Devices:

91 Devices for the control or support of conception.

1 Products specifically intended for the cleaning, disinfection, or sterilisation of
devices as referred to in Article 1(4) (and of thosterred to in the paragraph of
this point)

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Accessonffor a medical device means an article which, whilst not being itself a medical
device, is intended by its manufacturer to be used together with one or several
particular medical device(s) to specifigeenable the medical devices(s) to be used in
accordance with its/their intended purpose(s) or to specifically and directly assist the
medical functionality of the medical device(s) in terms of its/their intended purpose(s).

Article 2 of the Medical Destes Regulation (EU) 2017/745 definesrarasive deviceas

a device which, in whole or in part, penetrates inside the body, either through a body
orifice or through the surface of the body. A body orifice is defined as any natural
opening in the body, as well as the external surface of the eyeball, or anyapenn
artificial opening, such as a stoma. (Annex VIII).

The Regulation distinguishesargically invasivelevice as an invasive device which
penetrates inside the body through the surface of the body, including through mucou:
membranes of body orificesith the aid or in the context of a surgical operation and a
device which produces penetration other than through a body orifice.

Implantable device meanany device, including those that are partially or wholly

uono np oauy

absorbed, which is intended:

1 To be totallyintroduced into the human body, or

1 To be replace an epithelial surface or the surface of the eye.

1 Any device intended to be partially introduced into the human body by clinical
intervention and which is intended to remain in place after the procedureafor
least 30 days shall also be deemed to an implantable device.

Annex VIII of the Medical Devices Regulation (EU) 2017/3dfs out the classification

rules which manufacturers should use to determine which class a general medical device
belongs to accordig to its properties, function and intended purpose. The level of

control applied to the device is designed to reflect the perceived risk associated with the
device. Thus the strictest controls are applied to those devices that present the greatest
risk tohealth or safety.

There are four classes of general medical devices as follows

Class 1 Generally regarded as low risk.
Class llaGenerally regarded as medium risk.
Class llb Generally regarded as medium risk.

= =4 -4 -

Class IH Generally regarded dsgh risk.

The Medical Devices Regulati@iso applies to accessories necessary for the correct
functioning of the medical device. Washdisinfectors and sterilisers for use in

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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healthcare facilities are classified as medical devices. Packaging matsedle/hen re
sterilising RIMD have been also cited as accessories

3.2 General requirements of the Medical Devices Regulation (EU) 2017/745

The Medical Devices Regulation specifies the minimum standards in relation to
decontamination of medical devices in (fex 1Chapter Il) general requirements of the
Regulation which are of particular relevance to sterile products include:

1 Devices shall be designed, manufactured and packaged in such a way as to
minimise the risk posed by contaminants and residues to pgttaking account of
the intended purpose of the device, and to the persons involved in the transport,
storage and use of the devices. Particular attention shall be paid to tissues exposed
to those contaminants and residues and to the duration and frequeri@xposure.

T Devices and their manufacturing processes shall be designed in such a way as to
eliminate or to reduce as far as possible the risk of infection to patients, users and
where applicable, other persons.

T  Devices delivered in a sterile state shall be designed, manufactured and packaged
in accordance with appropriate procedures, to ensure that they are sterile when
placed on the market and that, unless the packaging which is intended to maintain
their sterie condition is damaged, they remain sterile, under the transport and
storage conditions specified by the manufacturer, until that packaging is opened at
the point of use. It shall be ensured that the integrity of that packaging is clearly
evident to the inal user.

1 Devices labelled as sterile shall be processed, manufactured, packaged and,
sterilised by means of appropriate, validated methods. (The label shall give
indication of sterile state and the sterilisation methoshnex 1, Chapter 3, 23.2(L))

1 Devies intended to be sterilised shall be manufactured and packaged in
appropriate and controlled conditions and facilities.

1 Packaging systems for naterile devices shall maintain the integrity and
cleanliness of the product and, where the devices are tstbdlised prior to use,
minimise the risk of microbial contamination; the packaging system shall be
suitable taking account of the method of sterilisation indicated by the
manufacturer.

1 The labelling of the device shall distinguish between identicalhaitas devices
placed on the market in both a sterile and a rgigrile condition additional to the
symbol used to indicate that the device is sterile.

All devices placed on the market must meet the requirements of the medical devices
regulation and in ding so must not compromise the clinical condition or safety of

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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service users, or the safety and health or users or where applicable other persons. The
devices must also perform as intended by the manufacturer

3.3 Placing on the market

Wil OAy3d 2 ymplektbe trahsfétdfSvinership from one legal entity to

another of a device, either in return for payment or free of charge. This type of

transaction is covered by the Medical Devices Regulation (EU) 2017/745 Article V. Thus if
a central decontaminatio unit supplies a separate legal entity, this would constitute

placing goods on the market and so the Medical Device Regulation would apply.

3.4 In-house manufacture

If a central decontamination unit supplies another healthcare facility within the Health
Sevice Executive (i.e. for use by one legal entity for use within the same legal entity).
this does not constitute placing goods on the market (Article 5, Annex ). However, th
should not be one Standard for industry (ISO 13485) to meet and a differget |
Standard for healthcare facilities. Accordingly, although activities undertaken solely
within a legal entity are not covered by the regulations, the Health Service Executive

uononpoau]
I Meg

requires all reprocessing units to meet the general requirements of the Rigul

3.5 System and Procedure Packs Article 12

Procedure pack means a combination of products packaged together and placed on the
market with the purpose of being used for a specific medical purposes (Article 2 (10).
The decontamination of RIMD in central decontamination units almost invariably
requires the assembly of devices into sets or packs intended for a specific purpose.

The provisions of Article 12 of the Medical Device Regulation apply to these
circumstances. This includes the requirement that a system or procedure pack made up
of devices bedng the CE marking shall not bear an additional CE marking. Article 12
provides exemption from a number of the regulatiéimssessment requirements. It

imposes obligations on the manufacturer to declare the following:

1 They have confirmed mutual compatibjilof the devices in accordance with the
YIEydzZFlI OGdzNENEQ AYyaidNHzOdA2yas yR KFa AYRAO
LINPOSaaSR (23SUKSNIAY I OO2NRIYyOS gAGK GKS
1 That they have packaged the system or procedure pack and supplécne
information to users incorporating relevant instructions from the manufacturers.
1 That appropriate methods of internal controls and inspection have been applied.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3.6 CE marking

CE stands for: ConformiEuropeénne or European Conformity. The CE mark is not a
mark indicating conformity to a Standard but rather a mark indicating conformity to the
legal requirements of European Union (EU) Directives. When a product has the CE mark,
it can be traded freely iany country within the European economic area.

Within the EU, medical devices are regulated under the Medical Device Regulation (EU)
2017/745. Compliance to Medical Device Regulation is upheld by the Health Products
Regulatory Authority (HPRA). A medidevice intended to be used in HSE/HSE funded
services must be CE marked to indicate that it meets regulatory safety and performance
requirements. CE certificates are issued by independent certification organisations
called Notified Bodies.

CE symbol
The CE marking symbolises the following:

1 That the product can be freely marketed throughout all the member states of the
EU without further control.

1  The manufacturer is declaring that the product meets all the relevant provisions of
the Directives and Regulations that apply to it and that it has been assessed in

=
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accordance with them.
1  The manufacturer claims its product meets the requirements laid dasvessential
for it to be considered safe and fit for its intended purpose.

Before the CE mark can be placed on the label or packaging of a RIMD, the RIMD must
conform to the requirements of the Regulation. For low risk RIMD the manufacturer
declares thg are in conformance and for medium to higbk RIMD the manufacturer
declares conformance which is then verified by a Notified Body with the issue of a
certificate of conformance.

The Medical Devices Regulation (EU) 2017/745 clarifies the rules aratipres for
affixing the CE mark.

Summary of rules and procedures for affixing the CE mark

1 The CE marking of conformity must appear in a visible, legible and indelible form on
the device or its sterile pack, where practicable and appropriate, and on the
instructions for use.

1 The CE marking must also appear in any instructions for use and on the sales
packaging.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1 It shall be accompanied by the identification number of the Notified Body
responsible for the implementation of the procedures, etc.

1 Itis prohbited to affix marks or inscriptions which are likely to mislead third parties
with regard to the meaning or the graphics of the CE marking.

1  The CE marking should be affixed by the manufacturer or its agent within the
community.

1 The CE marking should bifixed at the end of the production control phase.

1  The CE marking shall be affixed before the device is placed on the market. It may be
followed by a pictogram or any other mark indicating a special risk or use.

T A medical device CE mark will come witloar-digit number **** below it to
indicate the specified notified body that assessed and certified it.

f ¢KS /9 YINJAYy3a aKltft O2yairaid 2F GKS AyAGAl
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Figure3.1: CE Symbol
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If a HPRA authorised, but n@®@E marked medical device is being considered for (for
clinical research or compassionate use) it is essential that informed consent is obtained
from the patient/service user involved (HSE, National Patient Safety 2028).

Available at:

https://assets.hse.ie/media/documents/NPSA _
_Medical_Device_Regtien_and_CE_Marking_aAYPMyG.pdf

3.7 Notified Body

A Notified Body is the organisation which checks whether the appropriate conformity
assessment procedures for the partisudevice have been followedtt.is a certification
organisation, which the Competent Authority, of a Member State designates to carry out
one or more of the conformity assessment procedures described in the annexes of the
legislation. In Ireland the Healthcare Products Regulatory &iigh(HPRA has

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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designated the National Standards Authority of Ireland (NSAI) to act as Notified Body for
the medical devices legislation. There are more than 60 such bodies designated by
Member States in the European Union (EU) and a manufacturer casehtmavork with

any one of these.
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4. Spaulding classification

4.1 Classification of infection risk

Failure to adequately decontaminate RIMD will increase the risk of transmission of
crossinfection between patients. Effective decontamination of RIMD is necessary to
maintain the functionality of RIMD, maintain integrity of biopsy specimens and protect
the patient from the adverse consequences of rgterile contaminants.

In 1968 Earle Spaulding devised a classification system for infection risk associated with
the decontamination of RIMD. Spaulding believed that RIMD and equipment should be
cleaned andeprocessed according to the level of risk associated with their intended
use. The three categories he described were critical, semi critical andritmal. The
appropriate level of decontamination will depend on the procedure for which the RIMI

is usel.

2
g

Table4.1: Classification of infection risk associated with the decontamination of RIMD =
(]

Risk Application Recommendation 5

Critical Items that enter sterile tissue or the Requires Sterilisation

Invasive vascular system e.g. theatseirgical

High Risk instrument set

Semicritical Items in contact with intact mucous Requires high level

Semiinvasive membranes or notintact skin or body disinfection at a

Medium Risk fluids e.g. some flexible endoscopes minimum level of

reprocessing.
Consider sterilisation i

possible.
Non-critical Items in contact with healthy skin but not| Can be processday
Norvinvasive | mucous membranes, e.g. a blood pressy cleaningand additional
Low risk cuff low level disinfection

maybe appropriate in
specific circumstanceg

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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5. Life cycle for reusable invasive medical devices

5.1 Introduction

The decontamination life cycle highlights the extent to which decontamination effects
the whole organisation and not juatreas processing RIMD. Figurg Bighlights each
stage of the decontamination process through which RIMD must pass prior to every
use Effective decontamination requires the attainment of acceptable Standards at all
stages of the adequate decontamination.

Figure5.1: Decontamination Life Cycle
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1. Suitability of decontamination facilities

1.1 Statement

Decontamination facilities are designed, constructed, maintained and controlled to
provide effective segregation of clean and dativities and to provide an environment
that minimises adventitious contamination of clean and disinfected reusable invasive
medical devices (RIMD) including flexible scopes. Additional detailed guidance is
available in Health Building Note 13 (Sterilevi®e Departments)

1.2 Rationale

It is essential that decontamination facilities are appropriately designed, maintained and
controlled. This is important in order to reduce the risk of crosstamination and to
provide a safe place of work.

1.3 Criteria
Unit design
1.3.1. The department is designed so that it is physically separated from all other
work areas.
132. ¢KS RSLINIYSYylG A& RSaAdaySR G2 Ftft2¢ aSaN
activities.

1.3.3. The department is designed to facilitate a unidirectional work flow from the
WRANI&Q | NBI (cleahroor S WOt SIFyQ | NBI

1.3.4. The department is not used for any other purpose.

1.3.5. The department is not used as a thoroughfare.

1.3.6. The department is not part of any service user treatment area.

1.3.7. There is a changing area for donningrivaear which includes shower
facilities, toilet facilities and lockers in proximity to the decontamination area

1.3.8. Access to the wash room & clean roonthiough separate dedicated gowning
rooms provided with hand hygiene facilities.

1.3.9. The wash room, clean room and steriliser unloading area are free from
Y2 LISYAYy3IAQ gAYR2¢6a> f SRIS&ASE yR dzy Ot SFyl 6

1.3.10. The wash area, clean room are designed to mininfiseambient sounddvels
within the rooms(This will require attention to the installation of equipment,
building finishetc.). Careful consideration should be given to the choice of
building finishes especially in the wash room and clean room to achawsd
absorption while meeting cleaning and microbiological requirements

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Lighting and electricity

1.3.11 Thequality of lighting is crucial in all aspects of decontamination practice and
should be appropriate for the activity carried out in each operational area and
be of good quality (750Qux).

1.3.12 Lighting, including magnification inspection lights, is requireéneh
Instruments and other items are inspected and should preferably be adjustable
Lighting must permit good working practices and visual examination of RIMD

1.3.13 There is sufficient electricity supply, computer terminal points and work
stations in the departrant.

Ventilation and temperature

1.3.14 Allrooms in the department must be mechanically ventilated and to provide a
comfortable working environment, (typically temperatures are controlled
between 1822 degrees Celsius and relativemidity is controlled within the
range 3560%). Review Appendix | Health Technical Memorandw®il03
Specialised Ventilation for Healthcare Premises (2021)

Walls, floors and ceilings

1.3.15 Walls should be protected against accidental damage from wheeddfit by
buffer rails and corner guards. The finishes on the walls and other surfaces
flush, smooth, nodinting, water resistant and able to withstand frequent
cleaning.

1.3.16 The junctions between the walls and floors is coved and flush.

1.3.17 The fitments (vinere possible) are flush with wall surfaces.

1.3.18 Throughout the processing areas, stores and circulation spaces, a uniform floor
level should be maintained. The finish should be suitable for heavy trolley
traffic. The flooring should be turned up at wallsing an integral coved
skirting. Floors are covered in a washable 13p material which is securely
sealed. The IAP room ceiling should be to clesm standard should be solid,
to prevent ingress of airborne particles or other contaminants from thince
void.

Workstations, furniture, shelving and equipment

1.3.19 All work surfaces, fittings, fixtures and furniture are made of easily cleanable
and robust material and are maintained in good condition.

1.3.20 The workstations are equipped for the preparation of single or composite
packs. They are of adequate size to accommodate the wrapping material to be
used and are height adjustable.

1.3.21 There is adequate space between workstations for equipment and staff
movenmnent.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1.3.22 The shelving in storage facilities is manufactured from-slo@dding material,
easily cleanable and with a smooth surface that will not damage packaging.

1.3.23 The shelving is of sufficient depth for all the materials to be held and is not
more than two neters high, unless special provision is made for loading and
un-loading higher shelves.

Restricted entry and movement between areas

1.3.24 The area is managed by trained staff whose sole or primary responsibility is
management of the decontamination unit.

1.3.25 Entiy to the decontamination unit is restricted to authorised personnel only.

1.3.26 Staff movement, between dirty and clean areas is not possible without passing
through a clothing change and hamdish area.

Storage facilities

1.3.27 Safe storage facilities are providéa process chemicals used in
decontaminationProvision should also be made for CDU products with special
handling/storage requirements e.g., chemical detergents.

1.3.28 Storage facilities for bulk items are provided external to the wash room,
cleanroom and inspection, assembly and packaging (IAP) room.

1.3.29 Storage facilities are provided for sterile product prior to dispatch.

1.3.30 Adequate storage is provided for required personal protective equipment
(PPE) is easily accessible in each of the work areas.

Environmental control

1.3.31 The environment imvhich clean norsterile RIMD are inspected, assembled
and packed are controlled as a clean room to ISO 1484# 1-Class 8
(manned/unmanned).

1.3.32 The clean room is monitored microbiologically. (Reference EN ISO 14698: Part
1 and EN ISO 14698art 2).

Cleaning

1.3.33 The environment in which decontaminati of (RIMD) takes place is cleaned in
accordance with policies, procedures, protocols, guidelines and schedules
agreed ly the decontaminatioead (with advice from the Consultant
Microbiologist and Infection Prevention and Control Nurse).

1.3.34 Dedicated cleaning provision (both equipment and storage) is provided for the
wash room & clean room. Cleaning equipment used shoulsklgeegated to
the specific areas of use, thus, minimising the risk of contamination from dirty
area to clean.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2. Decontamination equipment

2.1 Statement

All decontamination equipment that does not meet current Standards is identified and
upgraded or replaceth accordance with a planned replacement programme. All new
decontamination equipment is procured in conformance with extant harmonised
Standards. All decontamination equipment is validated, maintained, periodically tested
and monitored to current Standasd

2.2 Rationale

Decontamination equipment that does not meet current Standards cannot be relied
upon to meet current requirements for decontamination or to provide the required
level of assurance. Organisations must have a spedajatigp in place to consider the
full implications of procurement of decontamination equipment. Validation,
maintenance, periodic testing and monitoring are required to demonstrate complianc
of installed equipment with current Standards.

2.3 Criteria
Specialist group

The organisation has a specialist group in place to consider the decontamination
equipment in the organisation as follows:

2.3.1  Ability to meet current Standards.

2.3.2  Age and condition of equipment and availability of replacement parts.
2.3.3  Cost of maintaining and repairing the equipment.

2.3.4  Ability to interface with other equipment in the decontamination facility.
2.3.5 Ability to interface with user requirements.

2.3.6  Ability to meet the requirements of current test methods.

2.3.7  Ability to be validated ad perform to intended purpose.

2.3.8  Energy and water conservation.

Key representatives on the specialist group include:

2.3.9  Decontamination Lead.

2.3.10 Decontamination Unit Manager, e.g. Central Decontamination Unit Manager/
Endoscopy Manager.

2.3.11 Clinical Unit Manager, e.g. Theatre Manager.

2.3.12 Infection Prevention and Control.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2.3.13 Bio-medical Engineering/Clinical Engineering/Medical Physics.
2.3.14 Procurement.

The group may also include as required:

2.3.15 Technical Services.

2.3.16 Materials Management.

2.3.17 Finance Manager/Budget Holder/Business Manager.

2.3.18 Other relevant experts (Qualified Person (decontamination)/Infection
Prevention and Control Nurse/Microbiologist).

2.3.19 The specialist group identifies all decontamination equipment that needs to be
replaced.

2.3.20 The specialist group formulates a plan to replace or upgrade this equipment.

2.3.21 The plan is submitted to the senior management team and is revised annually
by the decontaminatiotead (or designated officer).

2.3.22 Thereissufficient decontamination equipment available to meet the needs of
the decontamination unit(s).

2.3.23 There are clearly defined policies, procedures, protocols and guidelines for
maintaining, testing, validating and the day to day operation of
decontaminationequipment.

2.3.24 The operational management of each item of decontamination equipment is
the defined responsibility of a named person (usually the decontamination unit
manager).

2.3.25 The validation and periodic testing is carried out by qualified personnel.

2.3.26 The walidation and periodic testing data is adequately audited quarterly by a
gualified person (decontamination).

2.3.27 The department has a register of equipment that includes as a minimum, the
date of purchase, supplier, commissioning data and cost.

Manual washing

2328 al ydzrf ¢l aKAYy3a Aad dzaSR 2yfeé 6KSy NBIj dza NB
as a pretreatment prior to reprocessing through a waskdisinfector (WD).

2.3.29 Dedicated manual cleaning equipment and accessories are available for
specified (RIMD) that cannot be cleaned in an automated cleaning process.

2.3.30 Separate sinks for washing and rinsing are provided.

2.3.31 The detergent used is one specified by the manufacttoethe manual
cleaning oRIMD

2.3.32 Means are provided to control the concentration of detergent and the
temperatureof the water in accordance with the detergent manufactu@er
instructionsfor use.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2.3.33 A drying cabinet may be provided for kait drying of manally washed RIMD
that cannot be processed through a wastiksinfector.

Ultrasonic cleaning

2.3.34 A standalone ultrasonic cleaner is provided for cleaning those RIMD which are
NBIljdzA NSR (2 068 OfSIySR o6& G(GKA& YSiK2R IO
instructions or as a prreatment for RIMD prior to processing through a
washerdisinfector.

2.3.35 The ultrasnic cleaner is equipped with the facility for automatic filling and
emptying directly to the drain.

2.3.36 The ultrasonic cleaner should be fitted with a lid which is interlocked to
prevent operation of the ultrasonic cleaner when the lid is open.

2.3.37 The detergehused is one specified by the manufacturer for the ultrasonic
cleaning of (RIMD).

2.3.38 Means are provided to control the concentration of detergent.

2339 ¢KS dzf GNIF a2yA0 Of SIYySNJ A&a dzASR Ay
instructions.

2.3.40 Theultrasonic cleaner is validated, periodically tested, maintained and
monitored in accordance with EN ISO 15888rt 1 and Part 2.

2.3.41 The temperature of the cleaning solution in the ultrasonic cleaner is
thermostatically controlled.

Washekdisinfectors

2.3.42 The specification of the washelisinfector complies with the requirements of
EN ISO 15883aps 1 &2 (washedisinfectors).

2.3.43 Washerdisinfectors are double ended with the clean side discharging into the
inspection area of the clean room.

2.3.44 Each washedisinfector is fitted with an independent process monitoring
system in accordance with EN ISO 15883, part 1.

2.3.45 When lumened devices are being reprocessed, the wadtsimfector is
provided with load carriers that permit the irrigation of the lumened device.

2.3.46 Washekdisinfectors and accessories are specified, installed, validated,
commissioned, tested and operated in accordance with EN ISO 15883, Parts
1,2 &5.

2.3.47 The washedisinfector is subject to planned preventative maintenance.

Steam steriliser
2.3.48 Thespecification of each steam steriliser complies with requirements of
EN 285 Sterilisation Steam steriliserd_arge sterilisers.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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ENISO176652024¢Sterilisation of Healthcare Products. Requirements for the
development, validation and routine control ofterilization process for
medical devices.

2.3.49 Each steam steriliser is fitted with a process monitoring system irntigoe of
the automatic controller.

2.3.50 The sterilisation hold period is at
134-137°C for not less than 3 minutes or
121-124°C for not less than 15 minutes.

2.3.51 Steam sterilisers are double ended with the loading side in the clean room.

Low temperature sterilisers (LTS)
2.3.52 Low temperature sterilisation methods are used when recommended by and
in accordance with, the RIMD (including flexible/rigid scopes, channelled and
nonOKI yyStt SR SyR2a02L)JSa IyR NRo2GAO RSQA
Loads intended for sterdation by LTS should not be reprocessed using a
steam sterilizer as they mighbt be compatible and not in keepirngjth
manufactures instructions.
2.3.53 Low temperature sterilisation is carried out using ¥apphase Hydrogen
Peroxide or Hydrogen Peroxide Gas Plasma processes.
2.3.54 Low temperature sterilisation methods are validated and subject to
periodic testing in accordance with ISO 14937. Wherel¥337 does not
detail specific periodic tests these should be undertaken in accordaitbe
YIEydzFlI OGdzNBENEQ NBO2YYSYyRFIGA2ya oaldAatlh o
the achievement offte defined process parasters including IMS data and a
satisfactory Biological Indicator).
2.3.55 Low temperature sterilisers are subject t@aphed preventative maintenance
AY | O0O2NRIFIYyOS gA0K YL ydzFY IOy ANBsNE NS NIa ( NX:
recommendedrequencies.

Drying cabinet

2.3.56 A pasghrough drying cabinet with intelocking door may be provided
between the Washroom and Clean room.

2.3.57 The drying cabinet is fitted with a temperature indicator and/or recorder
independent of the controller.

2.3.58 The drying temperature throughout the cabinet is within +5° Celsius of the set
temperature.

2.3.59 The drying cabinet is fitted with an oveemperature cutout such that if the
temperature in the cabinet exceeds the set temperature by more than 10°
Celsius the heating source is isolated.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2.3.60 The air in the cabinet is mechanically circulated and items placed throughout
the cabinet is dried uniformly.

2.3.61 The drying cabinet is subject to planned preventative maintenance and
microbiologicasampling in line with local Infection Preventionds@ontrol
guidance

Heat sealer
2.3.62 Where heat seal packaging is to be used, a rotary heat sealer is provided.
2.3.63 Heatsealing equipment used as part of the terminal packaging process is
maintained and testedi 2 Y I y dzF I OG0 dzZNBENR& LISNF2NXI yOS
2.3.64 The heat sealer is tested daily to verify the efficacy of the seal.
2.3.65 The heat sealer is subject to planned preventative maintenancevalidition

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3. Decontamination process

3.1 Statement

Reusable invasive medical devices (RIMD) e.g. surgical instruments, powered devices,
rigid and flexible endoscopes, etc. are decontaminated in accordance with the
recommendations of the manufacturers validated instructions for decontamingiRa.

EN 1ISQ7664 ancEN ISO 20417), current legislation and quality system Standards.

3.2 Rationale

RIMD must be decontaminated thoroughly to render them safe for further use. Effective
sterilisation depends on thorough cleaning, thus minimising the arhof
contamination present on RIMD before sterilisation.

3.3 Criteria

3.3.1  All stages of the decontamination process are clearly defined, documented,
controlled and recorded.

3.3.2  All processes are carried out in accordance with documeptgidies, procedres,
protocols and guidelines.

3.3.3 Al RIMD sets (including flexible scopes) are traced through the decontaominati
process to the service user.

3.3.4  Processing data are retained for the lifetime of the equipment plus eleven years.

3.3.5 There is a raglar review of all procedures and any necessary changes are
implemented by a documented change in procedures.

336 wLa5 N3 OKSO{SR IyR NBLINROS&aSR Ay | 002
instructions.

3.3.7 Al RIMD are visually inspected for cleanliness prior ease and transportation.

3.3.8 Al RIMD are inspected and/or tested for functionality prior to release and
transportation.

3.3.9 There is a formal release procedure for sterile product to ensure that only RIMD
that have been subjected to a satisfactory sterilisatoycle are released for use.

3.3.10 All product released from the decontamination unit is labelled with a clear
indication of the pack contents, the review date and a unique number which is
used to trace thedecontamination processes to which the RIMD/flexibtepe
was subjected.

3311 TKS { SNX)Y CHeéside yhehBs adigviBe that is intended to be used on one
individual during a single procedure (MDR 2017/745). A single use medical device

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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or accessory is not intended by its manufacturer to be further proceasddised
again (1ISO 20417).
TheHSE current policy is that C®do not reprocess single use devices.

Table3.1: Symbols and Meanings

Symbol Meaning

Do Not Reuse

Indicates a medical device that is intended for one sing
use only.

{ey2yeYvYa TaMSE5 2 NB2 b ang 3
2ytfte 2y0S¢o

Do Not ReSterilise
. Indicates a medical device that is not to besterilised.

Single Patient Multiple Use

e

[ ] Indicates a medical device that may be used multiple
times (multipleprocedures) on a single patient.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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4. General Principles relating to transmissible spongiform
encephalopathies (TSES)

4.1 Statement

The organisation has documented processes in place to minimize the exposure of service
users and employees to TSE agents.

4.2 Rationale

RIMDs contaminated with specific tissues from service users who have been diagnosed as
having, or who are at risk of developing, a TSE require additional control measures to
preventiatrogenic transmission of TSE

4.3 Criteria

4.3.1 The organisation has written policies, procedures, protocols and guidelines for the
identification of service users at ireased risk of developing a TSE.

4.3.2  The organisation has written policies, procedures, protocols and guidelines to
manage RIMDQor where possible, use single use equipment) that are currently
based on the Guidelines devised by:

1 The Health Protection Surveillance Centre (2019) Protocol for reporting and
Management of cases of Creutzfeldt Jakob Disease (CJD) and other
Transmissible Spongiform Encephalopathies (TSES).

1 The Advisory Committee and Dangerous Pathogens (2021) Minimising
transmission risk of CJD and vCJD in healthcare settings (Annex E,
Quarantining of surgical instruments).

T National Institute of Clinical Esitence (2020) Reducing the risk of
transmission of Creutzfelddakob disease (CJD) from surgical instruments
used for interventional procedures on higisk tissues
Available atOverview | Reducinghe risk of transmission of Creutzfetdt

Jakob disease (CJD) from surgical instruments used for interventional

procedures on highisk tissues | Guidance | NICE

4.3.3  The organisation will regularly evaluate the implementation of the policies,
procedures, protocols and guidelines to minimise the risk of iatrogenic
transmission of TSEs and develop quality improvement plans to address any
deficiencies.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1. Design of central decontamination unit facilities

1.1 Introduction

The decontamination of reusable invasive medical devices (RIMD) should take place in a
designated and controlled area. This optimises the effect of the decontamination
process, minimises contamination, provides a safe working environment and safeguards
the products.

1.2 Scope

The obijective of this recommended practice is to outline the principles of a safe working
environment for decontamination of RIMD.

1.3 Contents

Section One:  Unit design

Section Two:  Lighting and electricity

Section Three: Ventilation and temperature

Section Four:  Walls, floors and ceilings

Section Five:  Workstations, furniture, shelving and equipment
Section Six: Restricted entry and movement between areas
Section Seven: Storage facilities

Section Eight: Environmental control

Section Nine:  Cleaning

Section Ten: Other

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1.4 General Principles

Section One: Unit design

1.4.1. The department should be designed so that it is physically separated from all
other work areas.

142. ¢KS RSLI NIYSyYyid aK2dAZ R 6S RSAAIYSR (2 I ff2
activities.

1.4.3. The department should be designed to facilitate a unidirectional flow from the
WRANIG&@Q NBF (2 GKS WwWOtSIyQ | NBIO®

1.4.4. The department should not be used for any other purpose.

1.4.5. The department should not be used as a thoroughfare.

1.4.6. The department should not beapt of any service user treatment area.

1.4.7. There should be a changing area for donning work wear which includes shower,
toilet facilities and lockers in proximity to the decontamination unit.

1.4.8. Access to the wash room and the clean room should be through dedicated
gowning rooms provide with hand hygiene facilities.

1.4.9. The wash room, clean room and steriliser unloading area should be free from
W2 LISYAY3IQ gAYyR2ga> fSR3ISas | yR dzy Of

1.4.10. The wash room and clean rosshould be designed to minimise the ambient
sound levels within the rooms. (This will require attention to the installation of
equipment, building finish, etc.). Careful consideration should be given to the
choice of building finishes especially in the hva®m and clean room to achieve
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sound absorption while meeting cleaning and microbiological requirements.
Section Two: Lighting and electricity

1.4.11 The quality of lighting is crucial in all aspects of decontamination practice and
should be appropriate for thactivity carried out in each operational area and
be of good quality (75Qux).

(Note: Full spectrum lighting is desirable to reduce fatigue and facilitate inspections
relyingon colour balance e.g. corrosjon

1.4.12 Task lighting, including magnification pestion lights, is required where
instruments and other items are inspected and should preferably be adjustable
Lighting must permit good working practices and visual examination of RIMD
TasKighting and magnification should also be in situ.

1.4.13 There should be sufficient electricity supply points, computer terminal points
and work stations in the department.

Section Three: Ventilation and temperature

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1.4.14 All rooms in the department should be mechanically ventilated and controlled to
provide acomfortable working environment, (typically temperatures should be
controlled between 182°Celsius and relative humidity should be controlled
within the range 3%0%). Review Appendix I, for more informatmmm
ventilation systems for CB¥UJ

Section FourWalls, floors and ceilings

1.4.15 Wallls should be protected against accidental damage from wheeled traffic by
buffer rails and corner guards. The finishes on the walls and other surfaces
should be flush, smooth, ndinting, water resistant and able to withstand
frequent cleaning.

1.4.16 The junctions between the walls and floors should be coved and flush.

1.4.17 The fitments (where possible) should be flush with wall surfaces.

1.4.18 Throughout the processing areas, stores and circulatjmaces, a uniform floor
level should be maintained. The finish should be suitable for heavy trolley traffic.
The flooring should be turned up at walls using an integral coved skirting. Floors
should be covered in a washable nslip material which is secelly sealed. The
clean room ceiling should be to cleamom standard should be solid, to prevent
ingress of airborne particles or other contaminants from the ceiling void.

Section Five: Workstations, furniture, shelving and equipment
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1.4.19 All work surfaces, fittings, fixtures and furniture should be made of easily
cleanable and robust material and maintained in good condition.

1.4.20 The workstations should be equipped for the preparation of single or composite
packs. They should be of adequairesto accommodate the wrapping material
to be used and should be height adjustable.

1.4.21 There should be adequate space between workstations for equipment and staff
movement.

1.4.22 The shelving should be manufactured from relredding material, easily
cleanable ad with a smooth surface which will not damage packaging.

1.4.23 The shelving should be of sufficient depth for all the materials to be held and
should not be more than two metres high, unless special provision is made for
loading and udoading higher shelves.

Section Six: Restricted entry and movement between areas

1.4.24 The area should be managed by trained staff whose sole or primary
responsibility is management of the decontamination unit.

1.4.25 Entry to the decontamination unit should be restricted to authorised personnel
only.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1.4.26 Staff movement between dirty and clean areas should not be possible without
passing through a clothing change and hand wash area.

Section Seven: Storage facilities

1.4.27 Safestorage facilities should be provided for process chemicals used in
decontamination. Provision should also be made for CDU products with special
handling/storage requirements e.g., chemical detergents.

1.4.28 Storage facilities for bulk items should be providedernal to the clean room.

1.4.29 Adequate storage should be provided for required personal protective
equipment and should be easily accessible in each of the work areas.

1.4.30 Appropriate storage facilities should be provided for sterile products prior to
dispatch

Section EightCFUcontrol

1.4.31 The clean room should be controlled as a clean room to ISO 14644 Part 1, Cl
(manned/unmanned).

1.4.32 The clean room in which clean nsterile RIMD are inspected, assembled and
packed is monitored microbiologically. (Reference EN ISO 14698 Part 1 and E
ISO 14698 Part 2).

$921308.1d PapUBWIWOIY

Section Nine: Cleaning

1.4.33 The environment in which decontamination of RIMD takes@lshould be
cleaned in accordance with methods, procedures and scheduleségrethe
Decontamination Leadnd Decontamination Manager (with advice from the
Consultant Microbiologist and Infection Prevention and Control Nurse).

1.4.34 Dedicated cleaningrovision (both equipment and storage) should be provided
for the clean room and the wash room. Cleaning equipment used can be
segregated to the specific areas of use, thus, minimising the risk of
contamination from dirty area to clean.

Section Ten: Other

1.4.35 Further detailed guidance is given in Health Building Note 13

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2. Environmental cleaning

2.1 Introduction

Adequate regular cleaning of all work areas is essential for the decontamination cycle to
be effective. Environmental cleaning schedules based on policies, procedures, protocols
and guidelines must ensure that contamination from dirty areas does not congen

the clean areas. The cleaning should be monitored by regular documented inspection
and testing of the cleanliness of the environment and the cleaning equipment. Written
cleaning policies, procedures, protocols and guidelines should include methdds an
frequency of cleaning and should be approved by the appropriate local committee.

2.2 Scope

The objective of this recommended practice is to provide guidelines in relation to
environmental cleaning in decontamination facilities.
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2.3 Contents

Section One:  Cleaning equipment

Section Two:  Cleaning frequency and cleaning efficacy
Section Three: Floor cleaning equipment and method
Section Four:  Floor cleaning agents

Section Five:  Spillage kits

Section Six: Records

Section Seven: Environmental monoring

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2.4 General Principles
Section One: Cleaning Equipment

241 ¢KSNB &aK2dzZ R 6S I &aSLINIGS Of SFySNDa dziaft
2.4.2 Separate colour coded cleaning equipment should be used for the clean room

and wash room witltonsideration for local hospital cleaning policies.
2.4.3 Cleaning equipment should be regularly cleaned and maintained.

Section Two: Cleaning frequency and cleaning efficacy

2.4.4 Work surfaces should be cleaned at the start of the working day, periodically
duringthe working day and whenever necessary.

2.4.5 Entire rooms should be deep cleansed annually. Air vents and filters should be
inspected and serviced.

2.4.6 There should be documented cleaning procedures for fixtures and fittings.

2.4.7 There should be documented cleaning procedures for process equipment.

2.4.8 There should be microbial settlement monitoring by passive sampling in line
with EN 14644 Cleanrooms and associated controlled environments.

2.4.9 Efficacy of cleaning should be monitoreccnobiologically using contact media
containing neutralisers.

2.4.10 Alert and action limits should be set for microbial contamination in each area
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after a period baseline monitoring.

Section Three: Floor cleaning equipment and method
The following floor cleaning equipment and method should be used:

2.4.11 Damp mopping is preferable to dry mopping. Flat mops are recommended for
effective cleaning and these should be decontaminated in washing machines
dedicated for this purpose.

2.4.12 Vacuum cleanes are fitted with HEPA filtered exhaust.

2.4.13 Rotary scrubbers and polishers should not be used (ualésevices are first
removedfrom the area, or covered, and all horizontal work surfaces are cleaned
after floor cleaning).

2.4.14 Floors should be cleaned dadnd also cleaned when visibly soiled.

Section Four: Floor cleaning agents

2.4.15 Suitably approved detergent/chemical should be used routinely to ensure
infection prevention and control and to ensure that cleaning equipment does
not spread microbial load. Thefore, monitoring efficacy is essential.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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2.4.16 Cleaning efficacy should be monitored in line with EN 14644.

2.4.17 If visible blood/body fluids are present, disinfectants should be used following
thorough cleaning.

24185 AaAYyFSOGIyGa aK2dZ R 6S YIRS dzLJ  OO02N
healthcare organisations policies, procedures, protocols and guidelines.

24192 KSNBE RAAAYFSOGryd O2yidlFAySNA I NBE NBdza SR
should be cleaned and thorgaly rinsed with clean water prior to refilling with
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disinfectant solution at its working concentration.

Section Five: Spillage kits

2.4.20 The areas where used RIMD are received and handled should have a chlorine
based disinfectant to decontaminate blood spills.

2.4.21 The wash area should be equipped with spillage kits to contain, neutralise if
necessary and remove spillages of process chemipaildahce on the specific
requirements should be found in the Safety Data Sheet (SDS) supplied by the
process chemical manufacturer).

Section Six: Records

Records should be kept of the following:
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2.4.22 Training of the personnel carrying out the cleaning.

2.4.23 All cleaning carried out and by whom.

2.4.24 Cleaning of the cleaning equipment.

2.4.25 Periodic inspection and testing of cleanliness.

2.4.26 Any nonconformances found and the remedial action taken.

2.4.27 Written instructions/manuals agreed with the infection prevention andtcol
committee.

Section Seven: Environmental monitoring

2.4.28 Regular audits carried out by appropriately trained staff should form part of the
management of environmental cleaning. Audit frequency should be agreed
locally. Microbiological doiocontamination monitoring of the environment
within a controlled area should include the air, contact surfaces and if present,
water and compressed air or gases.

2.4.29 Microbiological sampling methods suited to locatoend purpose should be
chosen.

(Note: Alert and action limits should be set for microbial contamination in each
area, after aperiod of baseline monitorinpg.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Microbiological analysis should be undertaken by a laboratory that is accredited
by the Irish National Accreditation Boa{itNAB).
2.4.30 Air may be sampled in two ways:
a. o0& LIl aaragsS aSdatay3a 2F YAONRO6SA dzaAy3d d
contain either Tryptone Soya Agar (TSA) and Sabaroud Dextrose Agar (SDA).

Table2.1: Parameters for assessment of microbiological air qualitye W fISte! methSd

Settle Plates

Tryptone soya agar (TSA)

Sabaroud Dextrose agar
(SDA)

Target microbes

Broad range of bacteria, some
yeasts and moulds

Mainly yeasts and moulds

Exposure time 1 hours 1 -hours
Incubation temperatur{ 30-35°C 2025C
Incubation time 5 days to show moulds 5 days

Results reported as

Colonyforming units/plate

Colonyforming units/ plate

b. by active sampling using a calibrat@itrobiological air sampler

Table2.2: Parameters for assessment of microbiological air quality using an 'Active
Sampling' device

Tryptone soya agar (TSA)

Scabrous Dextrose agar
(SDA)

Target microbes

Broad range of bacteria, some
yeasts and moulds

Mainly yeasts and moulds

Exposure volume

200-1000 litres

200-1000 litres

Incubation 30-35C 20-25C
temperature
Incubation time 5 days to show moulds 5 days

Results reported as:

Colonyforming units/nm?

Colonyforming units/n?
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2.4.31 Contact surfaces may also be sampled microbiologically in a number of ways.

Flat surfaces
a. Where surfaces to be sampled are flat, contact plates can be used to directly
sample.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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(Note: Complete neutralisation of disinfectants is very important because
disinfectant carryover onto contact plates may cause a falsgative result.)

Irregular surfaces

b. Where surfaces are not flat, and contact plates cannot be used, sterile
samplingswabs can be used. These are-preistened with neutralising
buffer prior to use. Carefully remove the swab from its tube, allowing any
excess moisture to remain in the tube. Then rub the swab against a
predefined area (cm2) the sample surface using atitvgignotion, and
replace it in the tube and send to the designated laboratory for analysis.
(Note: Swabs for environmental sampling are commercially available and
these types should be used rather than swabs desifpradinical sampling.
Seek advice from the analysing laboratory regarding the supply of the
appropriate swabs and neutralising buffer

Alternative sampling procedure

(Note: Rapid screening of surfaces for microbial contamination following
cleaning can bendertaken using commercially available adenosine
triphosphate (ATP) detection or nicotinamide adenine dinucleotide (NAD)
detection tests. These tests identify where there has been a failure of cleaning
and disinfection procedures designed to minimiseabial contamination on
surfaces. Samples from surfaces are collected using swabs moistened with
treatment agents that release ATP or NAD from intact microorganisms. ATP
release is detected by bioluminescence. The more light released, the greater
the numbe of viable microorganisms on the surface sampled. NAD release is
measured by a colour change rather than light output.

2.4.33 A monitoring plan (locations) of the sampling sites should be prepared.

a. Environmental monitoring should be capable of detecting, timaly
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manner, an adverse trend in microbial populations, and facilitate the
identification of trends source(s), such as equipment failure, sanitisation
practices, personnel habits, or training deficiencies, so that they may be
promptly corrected. If themtical elements of a robust environmental
monitoring system are performed and documented regularly, environmental
control can be easily demonstrated and monitored.

Air flows

b. At the commission of an air handling unit, a scale drawing of the
decontaminaton unit should be obtained. On this should be marked all

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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points of air intake and extract. The path that airflow takes during normal
working conditions should be mapped using a small smoke generator. This
can show anomalies e.g. during filter malfunctiarcan aid in choosing
sampling sites for air quality.

Sampling sites

c. Drawings of rooms should be prepared and sampling sites marked clearly on
them using a simple numbering system such as S Series (S1, S2, S3 etc.) for
settle plate locations, C Series for contact sample locations, A Series for
active air sampling, W Serites water samples etc. The number of sites will
vary with the size of the facility. Settle plates sampling locations should be
close to areas where medical devices are handled and stored or at points of
air inflow but should not interfere with normal woflow. Active air sampling
locations should be in front of air inflows or areas of high activity. Contact
sampling locations should be critical areas such as work surfaces, control
panels and personal protective equipment.

d. A number of sampling locatiomsay be chosen and identified on the plan but
not all of these will be sampled regularly. Just a limited core number be

sampled regularly to obtain baseline values whilst some may be sampled o
rotating programme.

$92130€.1d PapUBWIWO0IY

2.4.34 A monitoring programme (frequency and timing sampling) should be prepared
This will define when the samples are to be taken. A typical programme for a
Class 8 facility are as follows:
a. settle plates carried out every three months.
b. contact plates carriedut every three months.
c. active air sampling ideally should be carried out every three months (where a
sampler is available).
d. additional sampling rounds may occur in response to unusual circumstances
e.g. breakdown in air supply, maintenance of ventlatsystem.
2.4.35 The absolute CFU value has limited scientific meaning but is used toydentif
adverse trends and deviatiorfthese should cover @avelve-month period).
a. environmental monitoring should be used as an early warning system to alert
staff when environmental quality is drifting out of control. Any formal
environmentaimonitoring system requires the establishment of alert and
action levels (threshold numbers wfble microbial colomforming units
0/ C!'aovo GKFd AYRAOFGS F FrOAtAGeQa f2aa
limited scientific meaning but is used to identify adverse trends and
deviations from a known baseline of microorganisms within contraied

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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environment. Each healthcare organisation should have its own unique
baseline patterns.

b. the limit values chosen should be based on averaged values achieved over at
least a six month amwelve-month period.

c. Alert levelq CFU levels that, when exceeded, signal a possible deviation from
normal operating baseline conditions and may not require action, but may
need to be monitored more closely.

d. Action levelg CFU levels that, that when exceeded, indicate a deviation from
normal operating baseline conditions and require immediate action.

Table2.3: Suggested microbial alert and action limit values which may be used as a
benchmark for CDUs

Contact plate CFU/plate Settle plate CFU/ plate

Class 8 Alert 5 5

Class 8 Action 30 20

2.4.36 Each healthcare organisation should hageoiwn unique baseline patterns.

2.4.37 Monitoring results should be used to plot simple graphs to determine baselines
and trends. The absolute CFU value has limgtdentific meaning but results can
be used to identify adverse trends and deviations from the baseline trends
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2.4.38 Investigation procedures and corrective actions should be prepared for response
to a breach of the action limits. Guidance may be sought framcaobiologist.

2.4.39 Risk assessment, if action limits are exceeded may include identification of
organisms. It is also important to know if disinfectants in use are effective
against these and at what concentration.

2.4.40 Investigation should include the follovwgrchecks:

a. that all control samples gave appropriate results. This could include checking
that plate media were within expiry date, were not excessively wet or dry or
contaminated prior to use.

b. do counts when area is unmanned show similar patterns?

c. any unusual activity or circumstances prior to and including sampling time.

d. any possibility of abuse of samples in transit (not inverted, open lids,

damagecdktc.).

any maintenance work undertaken e.g. changing or adjusting air filters.

any malfunction of the air handling system.

any problems with cleaning equipment.

S@a —~ o

are disinfectants or detergents free from contamination?
have shoes and PPE been checked for contamination?

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3. Decontamination equipment

3.1 Introduction

All decontamination equipment that does not meet the requirements of current
standards is identified and upgraded or replaced in accordance with a planned
replacement programme. All new decontamination equipment must be procured in
conformance with extanharmonised standards.

All decontamination equipment must be validated, maintained, periodically tested and
monitored to current standards.

3.2 Scope

The obijective of this recommended practice is to provide guidelines in relation to
decontamination equipment.

3.3 Contents

Section One: Specialist group
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Section Two: Manual washing

Section Three:Ultrasonic cleaning
Section Four: Washerdisinfectors
Section Five: Steam sterilisers

Section Six: Low temperature sterilisers
Section SevenDrying cabinets

Section Eight: Heat sealers

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3.4 General Principles

Section One: Specialist group

3.4.1 Each organisation should have a specialist group in place to consider the
decontamination equipment in the healthcare organisation with regard to the
following:

a. ability to meet current standards.

age and condition of equipment and availability of replacement parts.

cost of maintaining, repairing and replacing the equipment.

ability to interface with other equipment in the decontamination facility.

ability to interface with user requirements.

ability to meet the requirements of current test methods.

ability to be validated and perform to intended purpose.

S@e@ ~oao00CT

. energy and water conservation.
3.4.2  Key representatives on the specialist group should include:

a. Decontamination Lead

b. Decontamination Unit Manager, e.g. Endoscope Reprocessing
(Decontamination) Unit Manager.
Clinical Unit Manager, e.g. Theatre Manager.
InfectionPrevention and Control Ehager
Bio-medical Engineering/Clinical Engineering/Medical Physics.
Procurement.

~ o ao0
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3.4.3 The group may also include as required:
a. Technical Services.
b. Materials Management.
c. Finance Manager/Budget Holder/Business Manager.
d. Other relevant experts (Qualified Person

(decontamination)/Microbiologist).

3.4.4  The specialist group should identify all decontamination equipment which
needs to be replaced.

3.45 The specialist group should formulate a plan to replace or upgrade this
equipment.

3.4.6  The plan should be submitted to the senior management team and revised
annually by the decontaminatidiead (or designated officer).

3.4.7 There should be sufficient decontamination equipment available to meet the
needs of the decontamination unit(s).

3.4.8 There sbuld be clearly defined policies, procedures, protocols and guidelines
for maintaining, testing, validating and day to day operation of
decontamination equipment.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3.4.9

3.4.10

3.4.11

3.4.12

The operational management of each item of decontamination equipment
should be the definedesponsibility of a named person (usually the
decontamination unit manager).

Validation and periodic testing should be carried out by qualified personnel
(decontamination).

The validation and periodic testing data should be adequately audited
guarterly by a qualified person (decontamination).

The department should have a register of equipment that includes as a
minimum, the date of purchase, supplier, commissioning data and cost.

Section Two: Manualvashing

3.4.13

3.4.14

3.4.15

3.4.16

3.4.17

3.4.18

Section Three: Ultrasonic cleaning

3.4.19

3.4.20

3.4.21

3.4.22

3.4.23

Manual washing should be used only wHed I dzA NS R o6& Y I ydzF I Ol dzNJ
instructions or as a prreatment prior to reprocessing through a washer

disinfector.

Dedicated manual cleaning equipment and accessories should be available for

specified RIMD that cannotlcleaned in an automated cleaning process.

Separate sinks for washing and rinsing should be provided.

The detergent used should be one specified by the manufacturer as being

suitable for manual cleaningof RIMD a@@ Y LIt A6t S gAGK (GKS YlIy
instructions for the RIMD being cleaned.

Means should be provided to control the concentration of detergent and the
water. (Note: an automated dispenser is preferable.)

A pasghrough drying cabinet with intelocking dmrs may be provided for
hot-air drying of manually washed RIMD that cannot be processed through &
washer disinfector.

S22139B1d PapUSWIWOIRY

A standalone ultrasonic cleaner should be provided for cleaning those RIMD
which are required to be cleaned by this method according to the

YI ydzF I OG dzZNB NE Q A -tfeatindhbid RIMR pfidr toprddedsidg I LINB
through a washer disinfector.

The dtrasonic cleaner should be equipped with the facility for automatic filling
and emptying directly to the drain.

The ultrasonic cleaner should be fitted with a lid which is interlocked to
prevent operation of the ultrasonic cleaner when the lid is open.

The detergent used should be one specified by the manufacturer as being
suitable for the ultrasonic cleaning of RIMD.

Means should be provided to control the concentration of detergent.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

3.4.24 The ultrasonic cleaner should be used in accordance with the mahufad35 NA& Q
instructions.

3.4.25 The ultrasonic cleaner and accessories should be specified, installed, validated,
commissioned and operated in accordance with EN ISO 15883, Parts 1, 2 & 5.

3.4.26 The ultrasonic cleaner shall be subject to periodic testing in accordaitite w
EN ISO 15833, Parts 1, 2, & 5.

3.4.27 The ultrasonic cleaner should be subject to a planned preventative
YFEAYGSYylFyOS LINRPINIYYS Ay | O02NRIFIyOS 46A0K
recommendations.

Section Four: Washedisinfectors

3.4.28 The specification of the washelisinfector should comply with requirements
of EN I1SO 15883, Parts 1, 2 &5.

3.4.29 Washerdisinfectors should be double ended with the clean side discharging
into a designated area of the cleamom, inspection, assembly and packaging
room (IAP).

3.4.30 Each washedisinfector should be fitted with an independent process
monitoring system in accordance with EN ISO 15883, Part 1.

3.4.31 When lumened devices are being reprocessed, the wagdlsimfector shoud
be provided with load carriers that permit the irrigation of the lumened device.

3.4.32 Washerdisinfectors and accessories should be specified, installed, validated,
commissioned, and operated in accordancehviiN 1ISO 15883, Parts 1, 2 & 5.

3.4.33 The washedisinfector should be subject to periodic testing in accordance
with EN 1SO 15883, Parts 1& 5.

3.4.34 The washedisinfector should be subject to a planned preventative
YEAYGSYylFyOS LINPINIYYS Ay FOO0O2NRIYyOS 4AGK
recommendations.
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Section Five: Steam sterilisers

3.4.35 The specification of the steam steriliser should comply with requirements of
EN 285 and the steriliser should be fitted with andetector.

3.4.36 Each steam steriliser should be fitted with a process monitoring system
independant of the automatic controller.

3.4.37 The sterilisation hold period should be at 1B837°C for not less than 3
minutes or 121124°C for not less than 15 minutes.

3.4.38 Steam sterilisers should be double ended with the loading side in the clean
room.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3.4.39 Sterilisers andccessories should be specified, installed, commissioned, tested
and operated in accordance with the currenastiard EN 285 and EN ISO
17665:2024

3.4.40 The steam sterilisers should be subject to a planned preventative maintenance
programme in accordance witiKtS Y I y dzF I OG dzZNENE Q NBO2 YYSYR

Section Six: Low temperature sterilise(sTS)

3.4.41 Low temperature sterilisatiomethods are used when recommended by and
in accordance with the RIMD (including flexible/rigid scopes, channelled and
non-channelled endoscopgsy R NB 6 23GA O RSGAOSA&0V YI ydzFl O
Loads intendeddr sterilisation by LTS should not be reprocessed using a
steam sterilizer as they might not be compatible and not in keeping with
manufactures instructions.

3.4.42 Low temperature sterilisatioshould be carried out using vapour phase
Hydrogen Peroxide, Hydrogen Peroxide Gas Plasma processes.

(Note: The low temperature sterilisation process must be compatible with the
device for processing.)

3.4.43 Low temperaturesterilisation methods should be validated and subject to
periodic testing in accordance with EN ISO 14937. Where EN ISO 14937 do
not detail specific periodic tests these should be undertaken in accordance
GAOK YIFydzZFF O0dzZNENEQ NBO2YYSYRI (A2

3.4.44 Low temperatire sterilisers should be subject to planned preventative
YEAYUGSYlFyOS Ay | O0O2NRIFIYyOS gA0K Yl
YI ydzZFlI OG§dzZNENEQ NBEO2YYSYRSR FNBI dzS
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Section Seven: Drying cabinets

3.4.45 Where a pass through washdisinfector is not available, a paggough
drying cabinet between the wastoom and the clean room should be
provided. The doors of the drying cabinet should be interlocked to prevent
direct connection between the wash roomathe clean room, Inspection,
assembly and packaging room.

3.4.46 The drying cabinet should be fitted with a temperature indicator and/or
recorder independent of the controller.

3.4.47 The drying temperature throughout the cabinet should be within £5° Celsius of
the set temperature.

3.4.48 The drying cabinet should be fitted with an osemperature cutout such that
if the temperature in the cabinet exceeds the set temperature by more than
10° Celsius the heating source is isolated.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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3.4.49 The air in the cabinet should be mechanically circulated and items placed
throughout the cabinet should be dried uniformly.

3.4.50 The drying cabinet should be subject to a planned validation and preventative
maintenarOS LINR2 ANI YYS Ay | OO0O2NRIyOS gAGK (GKS
recommendations.

Section Eight: Heat sealers

3.4.51 Where heat seal packaging is to be used, a rot@at sealer should be
provided.
3.4.52 Heatsealing equipment used as part of the terminal packaging process should
0S YIAYOdlIAYySR yR (4SaiSR (2 YIydzZFl OGdz2NBN
3.4.53 The heat sealer should be tested daily to verify the efficacy of the seal.
3.4.54 The heat sealer should be validated to EN ISO 118&T 1 and Part-and
subject to planned preventative maintenance programme in line with
YIydzFlI OGdZNBENEQ NBO2YYSYRIGA2Yyad
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4. Procurement of reusable invasive medical devices (RIMD)

4.1 Introduction

Procurement includes all activities from requisition, through payment to disposal and is
the responsibility of all staff involved in the process. All staff engaged in procurement
related activities are required to familiarise themselves with all relevagulations. Any
procurement undertaken must meet the terms of the Health Service Executive
procurement policy.

4.2 Scope

The obijective of this recommended practice is to provide guidelines on the procurement

of RIMD and ancillary materials.
4.3 Contents

Section One:  Specialist group

Section Two:  Procurement policy

Section Three: Specification
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Section Four:  General principles

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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4.4 General Principles

Section One: Specialist group

44.1

Each healthcare organisation should have a specialist group in place to
consider medical devices and equipment in accordance withHtmsth
Products Regulatory AuthoriiHPRA) Medical Devices Regulations 2021

Section Two: Procurement policy

4.4.2

All medical devices and equipment are selected and acquired in accordance
with the Health{f SNJJA OS 9ESOdzi A 3SQ& t NP OdzNBYSy i t 3

Section Three: Specification

4.4.3

Section

4.4.4

4.4.5

4.4.6
4.4.7

4.4.8

4.4.9

There should be a detailed specification for each RIMD which complies with
current standards.

Four: General principles

Sufficient RIMD and accessories should be pwetido allow adequate time

for reprocessing in the decontamination unit(s) without adversdfgcting

throughput

A decontamination assessment should be undertaken prior to the purchase of

RIMD to ensure that the healthcare organisation has the facilities to reprocess

the RIMD in acaolance withtt5 Y I y dzF I OG dzZNBENAR Q Ay & ( NHzOG A 2
Note: The procurement group should carefully check whether and how

reprocessing can be properly conducted without having to effect fundamental and

expensive changes to the reprocessing procedure. Hence ilgiakt® consult

the decontamination unit management before making a decision. This will require

GKFdG GKS YFydzFF OGdzZNBNEQ GFfARFGSR AyadNuzOi
available prior to purchase and comply with local policies, procedures, pi®toc

and guidelines.)

Value for money issues should be considered when purchasing RIMD.

All RIMD and accessories should be CE marked as this will constitute the

YIEydzFl OGdzNBNRA |+ 44dNIF yOS GKIG F RSHAOS 6
intended.

Suppliershould be selected based on their ability to supply RIMD in

accordance with the specified requirements and ability to provide service

support over thdifetime of the RIMD, where applicable.

Where parts are singlase or have restricted use, this inforna should be

provided prior to purchasing.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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5.1 Introduction

Each RIMD should be accompanied by the information needed to use it safely and to
identify the manufacturer, taking account of the training and knowledge of the p@kent
users. This information comprises the details on the label and the data in the
instructions for use.

As far as practicable and appropriate, the information needed to use the RIMD safely
must be set out on the device itself and/or on the packaging for each unit or, where
appropriate, on the sale packaging. If individual packaging of each unit is not
practicable, the information should be set out in the leaflet supplied with one or more
devices.

5.2 Scope

The obijective of this recommended practice is to outline the information that should
accompany each RIMD to ensure the safe use of the device.

5.3 Contents
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Manufacturer

Section One: Requirements to be met by the RIMD manufacturer
Section Two: Label

Section Three:Instructions for use

Section Four: Precautions and contraindications

Section Five: Information supplied on request

Procedure for packs or sets in the central decontamination unit
Section Six: Label

Section Sevenlnstructions for use

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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5.4 General Principles

Manufacturer
Section One: Requirements to be met by the RIMD manufacturer

5.4.1 Ifthe RIMD is intended by éhmanufacturer to be reused, the following
informationshould be provided in English:

a. appropriate processes to allow reuse, including cleaning, disinfection,
packaging and (if appropriate), the methods of sterilisation of the RIMD to
be resterilised.

b. the number of reuses.

c. any restriction to the reuse.

5.4.2 Ifthe RIMD is supplied with the intention thatci&n be sterilised before use,
instructions for sterilisation methods should be provided.

5.4.3 If the manufacturer differentiates between critical and less critical areas of the
product, the identification of these areas should be provided.

5.4.4 Instructions for use should be included in the packaging of every RIMD. Where
appropriate, this informationtsould take the form of symbols. Any symbol or
identification colour used should conform to the harmonised European
Standards. In areas for which no Standards exist, the symbols and colours
should be described in the documentation supplied with the RIMD.

5.4.5 The degree of accuracy claimed for RIMD with a measuring function should be
provided.

5.4.6 If the intended purpose of the RIMD is not obvious to the user, the
manufacturer should clearly state the intended purpose on the labdliarthe
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instructions for use.

5.4.7 Detachable components of the RIMD should be identified.

5.4.8 Action to detect any potential risk posed by the RIMD and detachable
components should be provided.

5.4.9 Where parts are single use or have restricted use, this information should be
provided.

5.4.10 Technial/user training should be provided by the manufacturer araihing
records maintained.

Section Two: Label
The label should contain the following details:

5.4.11 The name or trade name and address of the manufacturer.
5.4.12 The details strictly necessary for the user to identify the RIMD and the
contents of the packaging.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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number.

5.4.14 Where appropriate, an indication of the date by which the RIMD sheild
used, in safety, stating the month and the year.

5.4.15 Where appropriate, an indication that the medical device is for single use.

54.16 IftheRIMDiscustof RSY (KS &2INRA wWHOdBM® Y
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5.4.18 Any special storage and/or handling conditions.

5.4.19 Any special operating instructions.

5.4.20 Any warnings and/or precautions to be taken.

5.4.21 Year of manufacture.

5.4.22 Batch or serial number.

5.4.23 Where applicable, method of sterilisan.

5.4.24 If the intended purpose of the device is not obvious to the user, the
manufacturer must clearly state it on the label and in the instructions for use.

Section Three: The instructions for use

The instructions for use should contain the following particulars:
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5.4.25 If the RIMD must be installed with, or connected to, other medical RIMD or
equipment in order to operate as required for its intended purpose, sufficient
details of its characteristics identify the correct RIMD or equipment to use in
order to obtain a safe combination should be provided.

5.4.26 All the information needed to verify whether the RIMD is properly installed
and can be operated correctly and safely, plus details of the nature and
frequency of the maintenance and calibration needed to ensure that the RIMD
operate properly and safely at all times should be provided.

5.4.27 Where appropriate, information to avoid certain risks in connection with the
implantation of the RIMD should be provided

5.4.28 Information regarding the risks of reciprocal interference posed by the
presence of the RIMD during specific investigations or treatment.

5.4.29 If the medical device is reusable, information on the appropriate processes to
allow reuse, including cleaning, miifection, packaging and, where
appropriate, the method of sterilisation of the RIMD to be resterilised, and any
restriction on the number of reuses.

5.4.30 Details of any further treatment or handling needed before the RIMD can be
used (for example, sterilisatn, final assembly, efc

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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5.4.31 Inthe case of RIMDs emitting radiation for medical purposes, details of the
nature, type, intensity and distribution of this radiation.

Section Four: Precautions and contraindications

The instructions for use should contain the following precautions and
contraindications:

5.4.32 Precautions should be taken in the event of changes in the performance of the
RIMD.

5.4.33 Precautions should be taken as regards exposure, in reasonably foreseeable
environmental conditions; to magnetic fields, external electrical influences,
electrostatic discharge, pressure or variations in pressure, acceleration,
thermal ignition sources, et

5.4.34 Adequate information regarding the medicinal product or products which the
RIMD in question is designed to administer, including any limitations in the
choice of substances to be delivered.

5.4.35 Precautions should be taken against any special, unusualratked to the
disposal of the RIMD.

Section Five: Information supplied on request

5.4.36 The identity or information on the test methods used.
5.4.37 If the manufacturer differentiates between critical and less critical areas of the
product, the rationale for thiglistinction.
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Procedures for packs or sets in the central decontamination unit
Section Six: Label

The label should contain the following details:

5.4.38 The name or trade name and address of the central decontamination unit.

5.4.39 The details strictly necessary for the user to identify the contents of the
packaging.

5.4.40 An indication of the date by which the RIMD should be used, in safety, stating
the month and tle year.

5.4.41 Any special storage and/or handling conditions.

5.4.42 Reference to any special operating instructions,nirggs and/or precautions
to betaken.

5.4.43 Year of manufacture.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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5.4.44 Batch or serial number.
5.4.45 Where applicable, method of sterilisation.

Section Seven: Instructions for use

5.4.46 In general, Class | and Class lla devices (see introduction) which comprise most
of the RIMD processed by a decontamination unit, do not require specific
instructions for use. Exceptionally where these are requirediesoghould be
retained by the clinical user and the central decontamination unit and should
be referenced on the label on the RIMD.
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6. Personal protective equipment

6.1 Introduction

Standard precautions and safe work practices are required to minimise the risk of
infection to both service users and healthcare workers. They include, but are not limited
to, good hygiene practices, particularly hawdshing, the usef PPE and the

appropriate handling and disposal of waste. PPE involves use of protective barriers such
as gloves, gowns, aprons, masks or protective eyewear. PPE also provides protection
against other hazards in the healthcare facility such as chenandlphysical injury. The
provision of PPE is based on a risk assessment in accordance with the Health and
Welfare at Work ActPersonal Protective Equipment at Work (Amendment) Regulations
2022.

Available athttps://enterprise.gov.ie/en/legislation/sno-325-0f-2022.html

Personal protective equipment (PPE) should be worn by personnel when
decontaminating RIMD to reduce the risk of exposure to potentially infectious mhteria
Managers should ensure that PPE is made available and all personnel including
engineering contractors and personnel responsible for ensuring the correct use and
disposal of same.
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6.2 Scope

The objective of this recommended practice is to outline the PPE that should be worn by
staff to reduce risk of exposure to potentially infectious material.

6.3 Contents

Decontamination unit

Section One: Attire

Gowning for entry to the wash area

SectionTwo: Head/hair cover

Section Three:Protection for eyes /nose and mouth
Section Four: Protection for skin and clothing
Section Five: Gloves

Section Six: Footwear

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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6.4 General Principles

Decontamination unit
Section One: Attire

6.4.1  All personnelorking in the decontamination unit should wear freshly
laundered low linting attire. (Low linting attire minimises bacterial shedding
and provides comfort and professional appearance should be selected) and
dedicded footwear.

6.4.2  Freshly laundered attire slud be changed daily or whenever it becomes
visibly soiled or wet.

6.4.3  Staff who are involved in the maintenance of decontamination equipment
should be required to wear the same type of clothing as other personnel
working in the department.

6.4.4  On leaving the decontamination unit, staff should change into their normal day
wear.

6.4.5  After use, the attire should be discarded appropriately in a designated post
container/bag.

6.4.6  Hands should be decontaminated before leaving the changing area.

6.4.7  Work attire should never be worn outside the decontamination unit.
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Gowning for entry to the wash room

Section Two: Head/hair cover

6.4.8  The first item to be donned should be a clean, siagle, low lint surgical hat
or hood that confines all hair.

6.4.9 The hat or hood should be designed so that microbial dispersal is minimised.

6.4.10 All hair should be confined as well as covered.

6.4.11 After use, headear should be discarded in the appropriate healthcare waste
stream.

6.4.12 Stud earrings may be worn and should be totally confined within the head
cover. (Note: Makeup or jewellery should not be worn in the decontamination
unit.)

Section Three: Protection for eyes /nose and mouth

6.4.13 Healthcare workers should wear single use PPE to reduce the risk of body fluid
exposure from splashing and spraying of blood or body fluids, protection for
eyes/ nose and mouth should include the follagi

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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a. face shield that covers the eyes, nose, mouth and chin.
b. fluid repellent mask and separate goggles.
c. fluid repellent mask with integrated eye shield.
6.4.14 Goggles, masks and face shields should be:
a. singleuse.
b.FAGGSR YR 62Ny | O02NRAYy3 (2 GKS YI ydzFl
c. removed immediately if moist or visibly soiled and discarded in the
appropriate healthcare waste stream.
6.4.15 Goggles, masks and face shields with integrated eye protection should be:
a. optically clear, antifog, distortion free, close fitting and shielded at the side.
(Note: Fluid repellent masks, goggles and face shields should not be
touched by hands while being worn or worn loosely around the neck.)
(Note: All PPE should be discarded in the appropriate healthcare waste
stream.)

Section Four: Protection for skin araothing

6.4.16 Healthcare workers should wear plastic aprons or impermeable gowns with
long cuffed sleeves and tudhkside-gloves during procedures that are likely to
generate splashes of blood or body fluids or during activities that may
contaminate clothing, uniformsral/or personnel with microorganisms or
infectious material.
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6.4.17 Fluid repellent attire and aprons should be changed whenever they become
visibly soiled or wet.

6.4.18 After use, fluid repellent attire and aprons should be discarded in the
appropriate healthcare was stream.
(Note: A risk assessment should be undertaken to determine whether a plastic
apron or gown should be worn.)

Section Five: Gloves

6.4.19 Healthcare workers should decontaminate their hands before and after
removing gloves by:
a. handwashing.
b. using alcohol gel.
(Note: Alcohol gel should not be used on visibly soiled hands.)

6.4.20 Wearing gloves should not replace hand washing, as gloves may have defects
that are not immediately obvious, or may become damaged during use.

6.4.21 Gloves should be:
a. used for handling contaminated RIMD, waste and when performing

environmental cleaning activities.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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b. selected and worn according to the task and if torn or perforated.
6.4.22 When removing gloves:
a. the outer surface of the gloves should not come into contachwkin.
b. avoid letting the gloves snap, as this may cause contaminates to splash into
eyes or mouth or onto skin or other personnel in the area.
6.4.23 After use, gloves should be discardadhe appropriate healthcare waste
stream.
6.4.24 It is important to remove sed gloves and decontaminate hands before
touching a clean surface such as worktops, or pens.

Section Six: Footwear

6.4.25 Healthcare workers should wear nafip enclosed footwear that can protect
them from injury or contact with sharp objects (e.qg. if sharps are dropped
accidentally).

6.4.26 Footwear should be regularly cleaned and disinfected.

6.4.27 Footwear should be appropriate to the area in which healthcare worker is
designated.
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Figure6.1: Personal protective equipment (decontamination unit)

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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7. Clean room attire and behaviour

7.1 Introduction

Protective clothing should be worn by personnel entering the clean room to
reduce the risk of adventitious contamination of the clean product. Managers
should ensure that protective clothing is made available and all personnel are
responsible for ensurinthe correct use and disposal of same.

7.2  Scope

The obijective of this recommended practice is to outline the attire to be worn
and the behaviour to be adopted by staff in the clean room to reduce the risk
of contaminating clean devices.

7.3 Contents

Section One: Attire

Section Two: Head/hair cover
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7.4  General Principles

Section One: Attire

7.4.1  Healthcare Workers (HCWSs) working in the clean room should wear a freshly
laundered scrub suit and dedicated footwear.

7.4.2  Low linting attire that minimises bacterial shedding and provides comfort and
professionabppeaance should be selected.

7.4.3  Freshly laundered surgical attire should be changed daily or whenever it
becomes visibly soiled or wet.

7.4.4  Appropriate clothing should be used by staff who are involved in the
maintenance of reprocessing equipment.

7.4.5  When working outside the decontamination area suitable cover attire should
be worn.

Section Two: Head/hair cover

7.4.6  The firstitem to be donned should be a clean, siagle, low lint surgical hat
or hood that confines all hair.
7.4.7  The hat or hood should besdigned so that microbial dispersal is minimised.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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7.4.8  All hair should be confined as well as covered. Facial hair should be neatly
shaven and covered with a beard cover.

7.4.9  After use, headgear should be discarded in the appropriate healthcare waste
stream.

7.4.10 Studearrings may be worn and should be totally confined within the head
cover.

7.4.11 Makeup, false eye lashes, nail polish (including false raild)jewellery
should not be worn in the clean room/inspection, assembly and packaging
room.
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Figure7.1: Personal protective equipment
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8. Process chemicals

8.1 Introduction

Chemicals such as detergents and disinfectants may have hazardous properties
associatedvith them (may be irritant, corrosive, flammable), e.g. bleach and ammonia if
mixed will release lethal chlorine gas. Process chemicals are potentially hazardous as
they may cause irritation to the skin, eye, respiratory tract and mucous membranes.
(Refeence: The Safety, Health and Welfare at Work Act, 2005). The Safety, Health and
Welfare at Work (General Application) Regulations2007. The Safety, Health and Welfare
at Work (Chemical Agents) Regulations, 2021.

8.2 Scope

The objective of this recommended practice is to provide guidelines for staff in relatio
to the handling of chemicals.

8.3 Contents

$921308.1d PapUBWIWOIY

Section One:  Choice of process chemicals

Section Two:  Control of process chemicals
Section Three: Material Safety Data Sheets and labels
Section Four:  Training

Section Five:  Spillage kit

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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8.4 General Principles
Section One: Choice of process chemicals

8.4.1  Process chemicals should be chosen to be compatible with:
a. the RIMD to be processed.
b. the decontamination equipment to be used and the intended use of the
RIMD.
c. the least hazardous chemical that will fulfil a process requirement should
be chosen.

Section Two: Control of process chemicals

8.4.2 The methods to be used for handling and storage of process chemicals should
be defined in written policies, procedures, protocols and guidelines.

8.4.3  Chemicals that should not be stored togettshould be clearlidentified.

8.4.4  Chemicals should not be stored above shoulder height.

8.4.5 Chemicals should be stored in locked cabinet.

Section Three: Safety Data Sheets (SDS) and labels

8.4.6  Suppliers of chemical agents should provide SDS for all chemical agents
(including cleaning agents).
8.4.7  Copies of all SDS should be available to all employees in a designated area at
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all times, so that appropriate action can be taken in case of exposure to a
hazardous substance.
8.4.8 If information is incorporated into policies, procedures, protocols and
guidelines the original wording should be used and the SDS referred to.
8.4.9 Personnel should read and follow the precautions and instructions given on
the SDS androthe label prior to handling and use.

Section Four: Training

8.4.10 All personnel who handle chemicals e.g. detergents, rinse aid, disinfectants,
etc. should be trained in following:
a. safe handling of chemicals.
b. method of cleaning process chemical spillages.
c. first aid required in the event of personal exposure.
d. correct disposal of material used.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Section Five: Spillage kit

8.4.11 In each area where chemicals are used, a spillage kit should be available to
allow safe and easy removal of spills.

8.4.12 Afirst aid eye wsh station should be available nearby or on hand.

8.4.13 Where chemicals may contact eyes/skin, consideration should be given to the
availability of chemical neutralisation within the department. (e.g. the
hypertonic, polyvalent, amphoteric compound DipHotergan be used to
neutralise and inactivate up to 600 chemicals, including spills on
environmental surfaces and inadvertent chemical contact with skin, eyes or
mucous membranes).

$92130€.1d PapUBWIWO0IY

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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9. Traceability

9.1 Introduction

Systems should be in place to record the decontamination process used on RIMD
(tracking) and link them with service users on which they have been used (tracing).

The tracking system should record the progress of sets of RIMD, or individual
supplementary RIMD, through each stage of the decontamination process and allow
retrospective demonstration that a particular set and the set contents or supplementary
RIMD has &en correctly decontaminated.

The tracing system should permit retrospective tracing of the RIMD history including the
service user on which the RIMD was used.

9.2 Scope

The objective of this recommended practice is to provide guidelines for the effective
tracking and traceability of RIMD through the decontaminationdifele ensuring that
an effective audit trail can be created to service user use.

9.3 Contents
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Section On: Processing
Section Two:  Tracing

Section Three: Unique Device Identification (UDI)

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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9.4 General Principles
Section One: Processing

9.4.1 Electronic Systems should be in place to allow the methods, operational cycles
and personnel involved in therocessing of a particular RIMD/RIMD set to be
tracked through the decontamination processes in order to permit
retrospective verification that the processavere carried out effectively.

9.4.2 Records should be maintained of:

a. the cleaning, disinfection and sterilisation process cycle used.

b. the name of the person undertaking each stage of the decontamination
process.

c. the date, time and test result.

d. details of the RIMD being processed.

e. Details of the RIMD neoonformances andquipment failures.

9.4.3  All RIMD should be individually identified with a Global Standard 1 (GS1)
Global Individual Asset Identifier (GIAI) code.

9.4.4 Manually based systems should only be used for hgch the event of IT
failure.

9.4.5 The IT systems selected to track RIMD should be capable of maintaining
traceability for items that have been loaned from commercial organisations o
other healthcare organisations utilising the unique coding of that set or item.

9.4.6 Records relatinga decontamination processes should be maintained for the
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lifetime of the RIMD/decontamination equipment plus eleven years.

Section Two: Tracing

9.4.7  Electronic Systems should be implemented to enable the identification of
service users on whom the RIMD/RIMD set have been used. This is important
so that the relevant service users can be identified in the event of exposure to
potential risk.

Section Thee: UDI (Unique Device Identification)

A new feature of the Regulations is the unique device identification (UDI) system (MDR
Article 27), which will apply to all devices placed on the EU market. The UDI will be a
barcode, a QR code or any other machieadable code. This will enhance the
identification and traceability of devices and the effectiveness of yoatket safety

related activities through targeted field safety corrective actions and better monitoring
by competent authorities. Economic operators shall be able to identify any health

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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institution or healthcare professional to which they have directly supplied a device (MDR
Article 25).

9.4.8 A UDI is a unique identifier for the trade item that is created through a globally
accepted device identification and coding standard, in the form efri@s of
numeric or alphanumeric characters.

9.4.9 The UDI system will facilitate easier traceability of medical devices, significantly
enhance the effectiveness of the peastarket safetyrelated activities for
devices and allow for better monitoring by competeauthorities. It will also
help to reduce medical errors and to fight against falsified devices

9.4.10 Under Article 27(9) of the MDR, healthcare institutions are required to store
and keep the UDIs of the Classntiplantable devices they have supplied, or
with which they have been supplied. The Regulations oblige Member States to
encourage (and may require) healthcare institutions to store and keep the
UDIs of the devices with which they have been supplied, iretgpeof their
class.

9.4.11 The HSE in collaboration with the Department of Health and HSE stakeholders
is in the process of developing and testing electronic tracking systems for Class
lIl implantable medical devices.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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10. Choice of decontaminatiomprocess

10.1 Introduction

To prevent cross infection, all RIMD that come into contact with the service user or
surgical field should be systematically decontaminated after each surgical procedure and
attention must be given to all potential sources of contamination. All decontaima
processes must be validated.

10.2Scope

The obijective of this recommended practice is to provide guidelines on the choice of
decontamination processes.

10.3 Contents

Section One: General principles
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10.4 General Principles

Section One: General principles

10.4.1 RIMD should be reprocessed to a level appropriate for their intended use. The
appropriate level depends on the body sites where the RIMD will be used and
the risk associated with a particular procedure.

10.4.2 The minimum levelsf processing and storage requirements for RIMD, based
on three risk categories of use, are shown in the SfiaglClassification (see
Page 19)In brief, the minimum levels of reprocessing are as follows for
different types of site:

a. Critical sitet RIMD should be sterile at the time of use. This means RIMD
should be single use, should be steam sterilised (for RIMD thatagable
of withstanding heat), or should have undergone low temperature
sterilisation.

b. Semicritical sitet RIMD should be single use or sterilised after each use. If
this is not possible, higlevel disinfection is the minimum level of
reprocessing that is acceptable.

c. Noncritical sitet cleaning alone is generally sufficient for all noticai
items after every individual use, although either intermediate or-level
disinfection may be appropriate in specific circumstances.

10.4.3 Decontamination processes should be chosen to be compatible with the RIMD
to be processed.

10.4.4 Decontamination process should be chosen to be capable of providing not
less than the standard of decontamination required for the clinical procedures
to be undertaken.
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10.4.5 Decontamination processes should be chosen to be capable of providing the
throughput required to maintairthe desired level of clinical service.

10.4.6 Decontamination processes should be chosen to be amenable to independent
verification of the decontamination standards achieved.

10.4.7 The decontamination methods selected should be economical and effective.

10.4.8 The decontarination methods used should be compatible with recommended
methods of validation.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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11. Transportatiort return of used items for reprocessing

11.1Introduction

All RIMD are considered to be soiled and contaminated after each use and can be a
potential source of infection. Contaminated RIMD should be handled, collected and
transported in a manner that avoids dissemination of contamination. Transport of soiled
RIMDto the decontamination area should be accomplished as soon as possible after
use. If delay is unavoidable, the user must make sure that the item is safely contained
and secured to await collection.

11.2Scope

The obijective of this recommended practice is to provide guidelines in relation to the
transportation of contaminated RIMD.

11.3Contents

Section One:  European Agreement Concerning the International Carridge
Dangerous Goods by Road 2023
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Section Two:  Cortainers and trolleys

Section Three: Staff

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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11.4General Principles

Section One: European Agreement Carriage of Dangerous Goods by Road 2023.

11.4.1 The ADR 2023 (European Agreement Concerning the International Carriage of
Dangerous Goods by Roatates that:

For the purposes of ADR, infectious substances are substances which are
known or are reasonably expected to contain pathogens. Pathogens are
defined as microorganisms (including bacteria, viruses, rickettsiae, parasites,
fungi) and other agets such as prions, which can cause disease in humans or
animals (2.2.62.1.1).

Substances in a form that any present pathogens have been neutralized or
inactivated such that they no longer pose a health risk are not subject to the
ADR unless they me#he criteria for inclusion in another class (2.2.62.1.5.3 &
2.2.62.1.5.9)

Therefore the following advice should be adhered to when transporting
contaminated RIMD for reprocessing.

Scenario 1:

If the contaminated RIMD have been cleaned and thermally disinfected so that
the infectious hazard has been nullified then the RIMD are not subject to the
LINPPAaAz2ya 2F (KS W51 y3ISNRdza D22Ra
there are no further rgquirements when transporting the RIMD by road.

Recommended Practices
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ADR 2.2.62.1.5.3

Substances in a form that any present pathogens have been neutralised or
inactivated such that they no longer pose a health risk are not subject to
W1 INBSYSyld 2y 5Fy3ISNRdza D22R&a o0& w2l R®

Scenario 2

The RIMD have not been cleaned and thermally disinfected and contain
infectious substances or poses a risk to the health of personnel involved in the
carriage of such RIMD, then the RIMD mustraasported in accordance with
2.2.62.1.5.9 of the Regulation. Packaging systems must meet the requirements
of 4.1.1.1 and 4.1.1.2 of the regulation (see link to the Regulation below).

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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https://unece.org/sies/default/files/202301/ADR2023 Volle.pdf

The Health and Safety Authority (HSA) provided an Exemption on 03/2016 that
allowed the carriage of uncleaned Reusable Invasive Medical Devices (RIMD)
by road, in packaging that was not tested to meet the critefiavithstanding

the required 1.2 m drop test. The exemption applied to both transport boxes
and transport trollies. In 2018 the HSA exemption expired and will not be
renewed. For guidance on transport packaging see the link below.

https://assets.hse.ie/media/documents/Transport _of uncleaned_reusable_in

vasive_medical_devices by road safety alert.pdf

Section Two: Containers and trolleys

11.4.2 Contaminated RIMD should be placed in closed, sealed, secure
containers/trolleys (transport containers) and transported to the wash room as
soon as possible after use. Transport containers should protect both the

product during transit and the handler fromadvertent contamination.
11.4.3 Bins with lids and closed sterilisation container systems are among the types
containers that may be used to transport contaminated items.
11.4.4 Impermeable bags should be used also to contain RIMD within the containe
11.4.5 Containes should be selected based on the characteristics of the items being
transported; inparticular,they should be:

$921308.1d PapUBWIWOIY

a. leakproof.

b. rigid, to contain RIMD, preventing them becoming a hazard to anyone
handling the goods and to protect them against accidentahage.
capable of being closed securely.

lockable, where appropriate, to prevent tampering.

clearly labelled to identify the user and the contents where applicable.
robust enough to prevent RIMD being damaged in transit.

have the ability to be easily cleaned, disinfected and dried, or discarded (as

@ = o oo

appropriate) using agreed methods.

11.4.6 Designated containers should be used for the collection of RIMD, unless the
central decontamination unit is equipped with a wastisinfecta for
cleaning and thermal disinfection of containers after each use.

11.4.7 RIMD/RIMD sets should be separated from healthcare risk waste at the point
of use.

11.4.8 Sharps should be removed and placed into approved containers conforming to
European Union (Preventicof Sharps Injuries in the Healthcare Sector)
Regulations 2014.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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11.4.9 Reusable textiles should be held in appropriate linen bags and returned to the
laundry service.

11.4.10 Allfluids, e.g. blood, bodily fluids, cleaning and antiseptic solutions should be
disposed obefore placing RIMD in transport containers.

11.4.11 All transportation equipment has to be cleaned in accordance with local policy.

Section Three: Staff

11.4.12 Personnel should be trained to handle, collect and transport contaminated
RIMD/ RIMD sets and should wear personal protective equipment (PPE) in
accordance with local safety policies, procedures, protocols and guidelines.

11.4.13 Policies, procedures, protocols and guidelines for transportation (return of
used items for reprocessing) of contaminated RIMD/RIMD sets should be
developed, reviewed periodically, and readily available within the department.

Figurell.l Transportation- return of used items for reprocessing

Recommended Practices

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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12. Sorting and disassembly of contaminated reusable invasivedical
devices (RIMD)
12.1Introduction

Effective and timely decontamination of RIMD should be performed where feasible.
Sorting,disassembly and cleaning should be performed in a manner that minimises risk
to those performing the task

12.2 Scope

The obijective of this recommended practice is to provide guidelines in relation to the
sorting and disassembly of contaminated RIMD.

12.3 Contents

Section One: Sorting of items in the decontamination area prior to cleaning

Section Two: Disassembly of RIMD

S3213981d PapPUSIWIWOIRY
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12.4General Principles

Section One: Sorting of items in the decontamination area prior to cleaning

12.4.1 On receipt at the decontamination area, RIMD should be sorted according to
the selected method of cleaning, e.g. manual cleaning process or automated
Ot SIFyAy3a LINRPOS&dad ¢KS YIydzZFI OGdNBNEQ Aya
followed in order to ensure the RIMD is not damaged and is cleaned
adequately.
12.4.2 Policies, procedures, protocols and guidelines should be developed for the
handling, sorting and disassembly of RIMD.
12.4.3 There should be written policies, procedures, protocols and guidelines for
handling specialised items.
1244 | F NB YR KIYyRfAy3a 2F wLa5 akKz2dZ R 6S Ay
instructions and healthcare organisation policies, procedures, protocols and
guidelines.

Section Two: Disassembly of RIMD
To facilitate effective cleaning, the following activitdeuld be completed:

12.45 Open RIMD box locks.

12.4.6 Place RIMD in mesh basket in a manner which ensures effective cleaning of
RIMD. Do not place RIMD one on top of the oth@verloaded baskets will
result in ineffective cleaning.

12.4.7 Arrange RIMD in an orderly fashion in mesh trays so that all surfaces are
exposed to the action of an automated cleaner, if used. lace each jointed
RIMD in the open position in the mesh basket.

12.4.8 If extra mesh baskets are required for cleaning purposesd®IMD set, a
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marker should be placed in the extra baskets to identify the set name and
number.

12.4.9 Place heavy retractors and/or other heavy RIMD on the bottom or in a
separate tray.

12.4.10 Secure small and light items with a hold down screen or by other means, t
ensure they are not free to move around during the cleaning process. Place
scissors, lightweight RIMD, and microsurgical RIMD next.

12.4.11 Receivers and gallipots should not be placed over RIMD, as they may interfere
with the cleaning process.

12.4.12 Separate all slrp RIMD from general RIMD. This is to ensure ease of
identification for personnel assembling the RIMD after cleaning, in order to
prevent sharps injury.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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12.4.13 For RIMD with one or more lumens, each lumen should be connected to the
appropriate flushing systemrpvided for that purpose.

Figurel2.1: Sorting and disassembly of contaminated RIMD
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13. Cleaning (including preleaning)

13.1Introduction

Cleaning is an essential prerequisite for all effective disinfection and sterilisation
processes, as organic residue may prevent the disinfectant or sterilant from contacting
the item being processed and may also bind and inactivate chemical disinfectants
(Muscarella, 1998). If the item cannot be cleaned, it cannot be disinfected or sterilised.
The process must not be used for items intended for singk only.

13.2Scope

The obijective of this recommended practice is to provide guidelines in relation to
cleaning of contaminated RIMD. Cleaning is the initial and most crucial step in breaking
the chain of disease transmission.

13.3Contents
SectionOne: al ydzFlF OGdzZNENBQ Ay adaNUzOGA2ya
Section Two:  Automated versus manual cleaning
Section Three: Initial cleaning
Section Four: Automated cleaning

Section Five:  Manual cleaning
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13.4 General Principles
{SOGA2Y hySY al ydzFlI OGdzZNENEQ Ay aldNHzOUA2Z2Yy A
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cleaning and decontamination and to determine whether the RIMD will
tolerate immersion.

1342 wlLab5 &aK2dzZ R 06S Of SIySRY KIFIYyRfSR YR AyalL
AYaiNHzOGA2yad al ydzFl Ongediod®Ndre) cleaning i NHzOG A 2 v
andhandling of RIMD and powered equipment. The instructions for cleaning
and sterilisation should be such that if correctly fakal the device can be
reused,without causing injury to the service user orrpennel using the RIMD.

(1SO17664).

Section Two: Automated versus manual cleaning

13.4.3 The use of mechanical cleaners such as wadlsinfectors and ultrasonic
tanks is preferred tehe manual cleaning of items.

13.4.4 The advantage of using automated cleaning equipment is that it provides an
efficient, validated, reproducible process which can be more easily controllec

than manual methods.
13.4.5 Automated processes are generally more convenient and also provide
protection for the user in reducing exposure to contaminated RIMD and

$92130€.1d PapUSBWIWO0IY

chemicals.

Section Three: Initial cleaning

13.4.6 Manual Cleaning (see section five) may be used where it is apparent that there
is gross soiling on RIMD that it would be preferable to remove before
automated cleaning takes place.

Section Four: Automated cleaning
Washerdisinfectors

13.4.7 All washerdisinfedors used for decontamination of RIMD should conform to
EN ISO 15883 Parts 1, 2 and 5. The water for the final rinse stage should be
purified water (prepared by reverse osmosis or deionisation) as this gives the
lowest levels of process residuals.

13.4.8 Factos to be considered when determining if the RIMD is compatible with the
washerdisinfector:

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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b. if the RIMD can be immersed in water. Or subject to a high pressure water
spray as appropriate for the type of washdisinfector beirg used.

€. maximum operating temperature.

d. mechanical damage which may occur from the impact of the water jets or
other items in the load.

e. the compatibility of the process chemicals.

Equipment

13.4.9 See decontamination equipment pagé.

General Principles

13.4.10 Ensure the washedisinfector and all services are operational. The washer
disinfector should not start if any anomalies are present.

13.4.11 Wearing protective clothing, load the rack/machine ensuring that the loading
configuration does not impede the cleansing process and that the rotary spray
arms can rotate.

13.4.12 Only use load carrier and racks with the items for which they were intended.

13.4.13 Keepa record of each RIMD/RIMD set processed in each wakibmfector
and each cycle in order to trace the RIMD/RIMD set tglothe
decontamination process.

13.4.14 Load the load carrier into the washdrsinfector.

13.4.15 Secure the door (if fitted), select and starethycle.

13.4.16 On completion of the cycle ensure that all stages and parameters have been
achieved. When the automated cleaning process is complete all the RIMD

Recommended Practices

processed should be inspected.

13.4.17 A typical cycle comprises the following phases:

a. cold rinse.

b. warm wash.

c. rinse.

d. disinfection rinse.
e. drying.

13.4.18 Information should be recorded for each wastktsinfector cycle.
Documentation is required for every washdisinfector cycle and should
contain the following:

a. washerdisinfector identification or serial number.
b. cycle number.
c. type of washemdisinfector.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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d.
e.
f.

g.
h.

type of cycle used.

date and time of start of cycle.

load content e.g. general RIMD set, stitch set, mayo scissors.

critical parameters for the specific wherdisinfector cycle.

2LISNF 62NRa yIFYSo

results of washedisinfector process.

j- signature of a qualified decontamination technician/operative confirming

whether or not the process cycle was within recommended parameters.
k. any notes or observation fohe process cycle.
13.4.19 All records should be maintained for a period of time equivalent to the life
time of the equipment plus eleven years.
13.4.20 Cycles which were aborted should be documented with the action taken in a
log book.
13.4.21 Where singleended washedisinfectors are used adequate segregation of
unprocessed goods from processed goods should take place.
13.4.22 Thermal disinfection conditions are defined as A0 values (see EN ISO 1588
Part 1)
a. Each operating cycle shall includéharmal disinfection stage for which the
time at the load, internal surfaces of thearthber and the load carrier are

maintained at the disinfection temperature that gives an A0 of at least 60(
on all surfaces of the load to be disinfected when testedccordance with
clause 6.3 EN I1SO 158Bart 2 For thermal disinfection of RIMD an AO of
not less than 600 is required.

b. All washerdisinfectors complying with EN ISO 158Bart 2 must have the
capability to facilitate disinfection times and temperags to give an A0

S321398I1d PapUSIWIWOIRY

value up to a maximum value of not less than 3000.
c. Typical timetemperature relationships providing these values are shown in
table 13.1below.

Table13.1: Automated washerdisinfector temperature bands (refEN ISO 15883 art 1)

Aovalue Temperature Minimum Holding Time
(Minutes)
600 90 -95 1

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

Validation

13.4.23 Validation, maintenance, periodic testing and record keeping are necessary to
demonstrate that the washedisinfector is functioning correctly and that it will
producecleaned and diinfected loads consistently.

13.4.24 The effectiveness of the disinfection process cannot be verified retrospectively
by inspection or testing of the product, and can only be guaranteed if correct
conditions are created throughout the washeisinfector chamber and the
load during every cycle.

13.4.25 Validation is the documented procedure for obtaining, recording and
interpreting the results needed to show that a process will consistently yield a
product complying with preletermined specifications.

It is considered as a process which comprises of:

a. commissioning (installation qualification and operational qualification).
b. performance qualification.

C. periodic testing.

d. annual and revalidation tests.

Commissioning

13.4.26 This is the process of obtaining and documenting evidence that the equipment
has been supplied and installed in accordance with its specifications by the
supplier, that it is safe to operate (installation qualification) and that it
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functions within predetrmined limits when operated in accordance with the
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It consists of:
Installation qualification tests

13.4.27 Verification of calibration of washatisinfector RIMD, automatic control test,
water quality tests, water supply temperature and water supply pressure.

Operational qualification tests

13.4.28 Safety checks, automatic control test, verification of calibrabbwasher
disinfector RIMD, water system, drainage, venting system, doors and door
interlocks, fault interlock, water vapour discharge test, aerosol discharge test,
chemical additive dosing tests, load carriers, test for air quality, cleaning
efficacy test chamber wall and load carrier temperature tests, ever

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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temperature cutout test, thermometric tests for thermal disinfection, load
dryness test and sound pressure.

13.4.29 These tests should be carried out when a new wasliwnfector is purchased
or when a used washaetisinfector has been relocated to another premises.

13.4.30 The tests should be carried out before the wasH&infector is used for the
first time. Installatiorand commissioning checks and tests should be
performed by a qualified person (decontamination) or other person with
specialist technical training in commissioning of wasttisinfector. Data from
the commissioning tests provide assurance that washingaafficonditions
are attained through most loads i.e. the wastisinfector is functioning
correctly.

13.4.31 Even though the manufacturer should have tested a waslisnfector before
it left the factory, there is no guarantee that it will function correctly following
delivery. Therefore, it should be tested before use to ensure that it is working

correctly ands performing correctly to specification.

Performance qualification

13.4.32 Performance qualification in compliance with 1588&aurt 2 is required to show
that washing/efficacy conditions are attained even for loads and test loads t
are assessed by the ugerbe difficult to clean/disinfect. Performance

$92130€.1d PapUdWIWO0IY

gualification is indicated for initial use of a new/ relocated wastlisinfector

or when the load profile changes (e.g. new RIMD). It should be carried out by a
Test Person or other suitably qualified perg@wthorised Engineer in
Decontamination (AED).

These tests consist of:

a. thermometric tests for a full load of items not previously represented by
the reference load.

b. load dryness test (of RIMD requiring reprocessing).

c. cleaning efficacy test. Farternal surfaces of processed cannulated devices
ISO15882 clause 4.4 & 6.2

d. process residue test.

e. Temperature of internal suatces of processed devices eay. dnaesthetic
and respiratory tubing, lumen devices and powered devices, the
temperature requrements for the inner surfaces shall be deemed to have
been achieved 1ISO158&3clause 4.4 & 6.3.3 Temperature probes inserted
inside.E.g.Phaco Handpieces & DaVinci robotic instrume¥tification of
flow & pressure through lumen & powered devices15S8832 clause 4.4,
5.1.1,51.2&6.33

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Periodic testing

13.4.33 After validation and when the washelisinfector has been passed for use, it is
subject to a schedule of periodic tests at daily, weekly quarterly and yearly
intervals.

13.4.34 The daily, weekly and quarterly tests supply evidence that the washer
disinfector is still operating within the limits established during commissioning.

13.4.35 Annual tests (revalidation procedure) prove that the data collected during
commissioning and performae qualification are still valid. Revalidation may
also be required under certain circumstances.

13.4.36 Periodic tests consist of the following:

a. Daily. Spray arm rotation, spray nozzles, removes and clean strainers and
filters.

b. Weekly. Automatic control test, safety checks, daily tests, water
conductivity and cleaning efficacy test (residual soil detection).

c. Quarterly tests Weekly safety checks, automatic control test, verification
of calibration of RIMD, thermometriest for thermal disinfection and
cleaning efficacy test.

d. Annual tests Yearly safety checks, automatic control test, verification of
calibration of RIMD, water system, drainage, doors, door interlocks, fault
interlocks, water vapour discharge, aeros@aharge, chemical additive
dosing, load carriers, air quality, cleaning efficacy, @&arperature cut
out, thermometric tests for thermal disinfection, load dryness test and
process residues.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Table13.2: The following table identifies the minimum level of periodic testing that should
be undertaken for washedisinfectors

Test

Daily Tests

1. Check spray arms rotation for free movement

2. Check spray nozzles for blockage (paying particular attention to those fitted to carri

3. Remove and clean strainers and filters etc.

Weekly Tests
1. Weekly Safety Check

2. Carry out daily tests

3. Water conductivity (final rinse stage)

4. Automatic control test recommended

5. Cleaning Efficacy test by residual soil detection

Quarterly tests

1. Weekly safety checks

2. Automatic control tests
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3. Verification of calibration of WD instruments

4. Thermometric test for thermal disinfection

5. Cleaning efficacy test

Yearly and revalidation tests (Requalification in EN 15883 terminology)

1. Yearly safety checks

. Automatic control tests

2
3. Verification of calibration of WD instruments
4

. Water system

-chemical purity

-bacterial endotoxins and TVC

5. Drainage

-free draining

-efficacy of discharge

6. Doors and door interlocks

-cycle start

-in-cycle

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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-failed cycle

7. Fault interlock

8. Water vapour discharge test (fluid emission)

9. Chemical additive dosing tests

-reproducibility

-low level detection

10 Load carrierns alignment

11. Test for air quality

12. Cleaning Efficacy test

13. Over temperature cubut test

14. Thermometric test for Thermal disinfection

15. Load dryness test

16. Process residueschemical additives (for performance-grialification only if required)

13.4.37 Monitoring and control, cycle variables should be monitored to ensure that the
specified parameters are obtained for each cycle. The critical cycle variables
are temperature, time, detergent concentration and water pressure or flow
rate. Validation, routie monitoring and control should be carried out in
accordance with documented procedures in accordance with European
standard EN I1SO 15883, Part 2.

13.4.38 Preventative maintenance should be planned and performed in accordance
with International Standards EN IS6883Part 1 and EN ISO 158%%art 2
FYR GKS YIydzZFF O0GdzNENEQ NBO2YYSYRIUGA2Yyaod

13.4.39 The procedure for each planned maintenance task and the frequency at which
it is carried out should be specified and documented.

13.4.40 The washedisinfector should not be used to press RIMD until all
maintenance tasks have been completed satisfactorily and recorded.
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13.4.41 A qualified person (decontamination) should review the maintenance plan
maintenance procedures and maintenance records periodically.
13.4.42 Maintenance records for washaisinfector and the repair log book should be
maintained for each washetisinfector.
13.4.43 Planned preventative maintenance should be undertaken in accordance with
9dzNRB LISFY &0l YyRINRAZ YIydzZFlI O0GdzZNBENEQ AyadN
procedure, protocol and guidelines, including:
a. inspecting and cleaning all filters.
b. dismantling and cleaning spy arms and nozzles.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

c. efficacy tests during operational conditions.

Figurel3.1 WasherDisinfector

$92110B1d PapUAWWIOIAY
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Figurel3.2 Loading the washedisinfector

Recommended Practices

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Ultrasonic Cleaners

13.4.44 Ultrasonic cleaners work by the use of high intensity, high frequency sound
waves which cause soil to be dislodged from the RIMD, or to be sufficiently
loosened to be removed during the rinsing process. Plastics and other similar
materials cannot be succsfsllly processed by this method. Cemented glass
syringes and lenses will be damaged if repeatedly subjected to this process.
¢KS YIydzZFl OGdzZNBENEQ AyaldNHOGAZ2Yya aK2dzZ R 0
suitability of RIMD for ultrasonic cleaning.

Equipment Required

13.4.45 See decontamination equipment, pagb.

General Principles

13.4.46 Staff should wear personal protective equipment at all times while handling
contaminated RIMD and working with the ultrasonic cleaner.

13447 CAtf GKS Glryl G2 GKS YI ydzFl O dzNB NE&
as recommended by the manufacturer.

13.4.48 Bring the solution up to the operating temperature.

13.4.49 Degas the water as recommended by the manufacturer.

13.4.50 Place the opened/dismantled RIMD into the basket.

13.4.51 Ensure all RIMD are fully immersed.

13.4.52 If the RIMD is not for further cleaning, e.g. automated cleaning, record the
following:

method used.

solution dilution and temperature.

healthcare worker carrying out procedure.

date.

ultrasonic cleaner identification or serial number.

13.4.53 Place the basket of RIMD into the tank. Never put RIMD directly onto the base
of an ultrasonic washer.

13.4.54 Close the lid and initiate the cleaning cycle.

13.4.55 After the cycle has been completed, remove the basket from the tank and
rinse the items with clean, potable watgmunless the machine has an
automatic rinse stage, or the load is to be transferred directly into a washer

S3J139B1d PapUSWIWOIRY
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disinfector for further processing.
13.4.56 The ultrasonic washer should be drained, cleaned, dried, covered and left dry

FYR SYLXie dzydAf FdzZNIKSNI) dzaSz & LISNI GKS
13.4.57 Combine only RIMD made of similar metals in the ultrasonic cleaner to avoid

ion transfer. lon transfer magesult in RIMD etching and pitting.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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13.4.58 Avoid placing chromlated RIMD in the unit because the mechanical
vibrations can cause the plating to flake.

13.4.59 Itis recommended that the tank be emptied regularly. This should be at
intervals not exceeding four hourst when the water is visibly soiled.

Validation

13.4.60 Validation, maintenance, periodic testing and record keeping are necessary to
demonstrate that the ultrasonic cleaner is functioning correctly.

13.4.61 Validation is the documented procedure for obtaining, recording and
interpreting the results needed to show that a process will consistently yield a
product complying with preletermined specifications. It is considered as a
process which comprises:
a. commesioning (installation qualification and operational qualification).
b. performance qualification.
c. periodic testing.
d. annual and revalidation tests.

Commissioning
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13.4.62 This is the process of obtaining and documenting evidence that the equipment
has been suppdid and installed in accordance with its specifications by the
supplier, that it is safe to operate (installation qualification) and that it
functions within predetermined limits when operated in accordance with the
Y ydzFl O dzNBNDRa 2 Li&atibnal gudliEcatiory).d 0 NHzOG A2y a ¢ 2

Commissioning consists of:
Installation qualification tests

13.4.63 Verification of calibration, automatic control test, water quality tasts
hardness, and water supply temperature.

Operational qualification tests

13.4.64 Weekly safety checks, verification of calibration, automatic control test,
cleaning efficacy test, water system, drainage, doors and door interlocks, fault
interlock, aerosol discharge, chemical additive dosing, chamber wall and load
carrier temperature tsts, overtemperature cutout test, thermometric test
for thermal disinfection, load dryness test, test for ultrasound activity and
sound pressure.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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13.4.65 These tests should be carried out when a new ultrasonic cleaner is purchased
or when a used ultrasonic cleaner has been relocated to another premise.

13.4.66 Installation and commissioning checks and tests should be performed by a
gualified person (decontaminatn) or other person with specialist technical
training in commissioning of ultrasonic cleaner.

13.4.67 Even though the manufacturer should have tested the ultrasonic cleaner
before it left the factory, there is no guarantee that it will function correctly
following delivery. Therefore, it should be tested before use to ensure that it is
working correctly

Performance qualification

13.4.68 Performance qualification is required to show that washing/efficacy conditions
are attained even for loads and test loads that are assessed by the user to be
difficult to clean. Performance qualification is indicated for initial use of a
new/relocated ultasonic cleaner or when there is a requirement to process a
new type of product. It should be carried out by a Test Person or other suitak
gualified person (decontamination).

These tests consist of:

$92130€.1d PapUSBWIWO0IY

a. cleaning efficacy test, load dryness test and pssceesidues test.
b. load dryness test.
C. process residue test.

Periodic testing

13.4.69 After validation and when the ultrasonic cleaner has been passed for use, it is
subject to a schedule of periodic tests and daily, wegklgrterly and yearly
intervals.

13.4.70 The daily, weekly and quarterly tests supply evidence that the ultrasonic
cleaner is still operating within the limits established during commissioning.

13.4.71 Annual tests (revalidation procedure) prove that the data collected during
commissioning and performance qualification are still valid. Revalidation may
also be required under certain circumstances.

These tests consist of:

a. Daily: Remove and clean strainers and filters.

b. Weekly. Daily tests, automatic control test (if using an automated
ultrasonic cleaner) safety checks, and cleaning efficacy test (residual soil
detection).

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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c. Quarterly tests Weekly safety checks, automatic contiest, verification
of calibration of RIMD, test for ultrasonic activity and cleaning efficacy test.
d. Annual tests Weekly safety checks, automatic control test, verification of
calibration of RIMD, water system, drainage, doors and door interlocks,
faultinterlock, aerosol discharge, chemical additive dosing, load carriers, air
quality, cleaning efficacy, chamber wall and load carrier temperature test,
overtemperature cuout test, thermometric test for thermal disinfection,
load dryness test, test for udsonic activity and sound pressure test.

Tablel13.3:Periodic tests for Ultrasonic cleaners

Test EN ISO 15883
Dalily tests

1. Remove and clean strainers and filters etc. N/A

Weekly tests

1. Weekly safety checks N/A

2. Carry out daily tests N/A

3. Automatic control test recommended 6.13

4. Cleaning efficacy test by residual soil detection 6.10.3

Quarterly tests

1. Weekly safety checks N/A

2. Automatic control test (if using an automated ultrasonic cleaner) | 6.13

3. Verification of calibration of WD instruments 6.6.1
4. Test for ultrasonic activity* 6
5. Cleaning efficacy test 6.10.2 6.10.3

6. Water Quality

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Test EN ISO 15883
Yearly and revalidation tests (Requalification in EN 15883 terminology)
1. Yearly safety checks N/A
2. Automatic control tests 6.13
3. Verification of calibration of WD instruments 6.6.1
4. Water system
-chemical purity 6.4.2.2
-bacterial endotoxins 6.4.2.3
5. Drainage
-free draining 6.5.2,6.54

-efficacy of discharge

6. Doors and door interlocks

-cycle start 6.3.1
-in-cycle 6.3.2,6.3.3
-failed cycle 6.3.7
7. Fault interlock 6.3.5,6.3.6
8. Water vapour discharge test (fluid emission) 6.5.3
9. Chemical additive dosing tests
-reproducibility 6.9.1
-low level detection 6.9.2
10. Load carrieralignment (if load carriers are used) 6.7.1
11. Test for air quality (if a ventilation system is fitted) 6.11
12. Cleaning efficacy test 6.10.2, 6.10.3
13. Over temperature cubut test (if using an automated ultrasonic cleang 6.8.5
14. Thermometric test for thermal disinfection (if a disinfection stage is | 6.8
fitted)
15. Load dryness test (if a drying stage is fitted) 6.12
16. Test for ultrasonic activity* N/A

*(Note: EN 1SO 15883 does not contain a test for ultrasonic activity. A test method is

provided within this document.)
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Monitoring and control

13.4.72 Validation, routine monitoring and control should be carried out in accordance
with documented procedures &85 02 YYSY RSR o6& GKS YU ydzFl Of
instructions. It is recommended that a soil test and a residual protein test
should be performed as part of the weekly tests to establish the efficacy of the
gl AKSNERQ Of SryAy3d LINPOSaadertakeSto T2t 26AYy 3
establish that there is ultrasonic action in the tank.

Maintenance

13.4.73 Preventative maintenance should be planned and performed in accordance
GAGK R20dzyYSyiSR LINROSRdzZNBa Fa NBO2YYSYyRS
recommendations.
13.4.74 The procedure for each planned maintenance task and the frequency at which
it is carried out should be specified and documented.
13.4.75 The ultrasonic cleaner should not be used to process RIMD until all
maintenance tasks have been completed satisfactorily @ednded.
13.4.76 A qualified person (decontamination) should review the maintenance plan,
main procedures and maintenance records periodically.

Test for Ultrasonic Activity (reference SHTM-01 Part D)
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13.4.77 The activity of an ultrasonic cleaner may be tested byeiuesion pattern
which is created on aluminium foil exposed in a bath for a short period. Note:
the activity will not be uniform throughout the bath. Tests carried out during
commissioning (IQ/OQ) are intended to establish the variation in activity at
different positions and levels within the bath and the time required to obtain a
characteristic erosiopattern. Theexposure time will depend on the thickness
of the foil, the hardness of the foil, the operating frequency, the watt density
and the temperature of the ultrasonic bath.

Equipment

13.4.78 Aluminium foil nominal thickness 0.04®.025 mm.
13.4.79 Steriliser indicator tape

13.4.80 Stopwatch.

13.4.81 Ruler/tape measure graduated in mm.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Method

13.4.82 Measure the depth of the bath from the level of the lid to the bottom of the
bath.

13.4.83 Cut strips of foil 15mm to 20mm wide and 120 (+ depth of bath) mm long.

13.484 /  NNB 2dzi GKS YI ydzFf |l appzdgngad NBSO2YYSYyRSR

13.4.85 Ensure that the water in the tank is at the required level, that the amount of
chemical additive specified by the manufacturer has been added and that the
water in the tank is at the specifiegerating temperature.

13.4.86 Using strips of steriliser indicator tape across the top of the bath, suspend nine
strips of the prepared foil in the bath in a 3 x 3 grid.

13.4.87 The rolled end of each foil strip acts as a sinker weight to maintain the foil in
approximately vertical position. The sinker weight should not be more than
10mm above, but not touching the bottom of the bath.

13.4.88 Operate the bath for the predetermined eapure time.

13.4.89 Remove the strips from the bath, blot dry and examine.

13.4.90 The zones of maximum erosion should be at similar positions on all nine foils
and each should be eroded to a similar extent (on visual inspection). File the
strips.

$921308.1d PapUBWIWOIY

13.4.91 On retesting, the exént of the erosion and the erosion pattern should have
remained consistent with those originally determined during commissioning.

Section Five: Manual cleaning
Immersion
Introduction

13.4.92 The use of automated cleaning methods may be cemdicated for washing
certain delicate or complex RIMD. These RIMD should be carefully hand
6FaKSR YR NAYASR I 0O02NRAY3 G2 GKS YIydzF

Equipment required

13.4.93 A separate sink (not a hafygiene sink), or a receptacle which will hold
sufficient volume of water/detergent so that the item of equipment to be
cleaned can be fully immersed.

13.4.94 Dirty putdown area adjacent to the wash sink adjacent to a washed RIMD put
down area, adjacent to thense sink adjacent to the rinsed RIMbutdown
area. (See figure 13below).

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figure13.3 Sink required for manual cleaning

13.4.95 A validated method of dispensing a measured quantity of detergent.

13.4.96 A method of controlling temperature of the water in the wash and rinse sinks:
thermostatic mixer taps are preferred.

13497 ! ¢ N¥ RSGSNHSyG aztdziazyod o6C2tt26 YI ydzF
and temperature).

13.4.98 A selection of brushes in a range of diasrstand lengths for cleaning both
the external surfaces and the internal surfaces of RIMD.

13.4.99 After cleaning, manually washed RIMD that are not to be further processed
through the washedisinfector should be dried.

13.4.100RIMD may be placed in a drying cabinet. Where a drying cabinet is not
available a clen disposable linfree, absorbent wipe should be used.

Recommended Practices

General Principles

13.4.101Healthcare workers should wear personal protective equipment at all times
while handling contaminated RIMD.

13.4.102The sink should be filled with potable watera predetermined levekt the
specified temperature and with the appropriate amount of detergent (as per
YIydzFlI OGdZNBENEQ AYyailiNHzOOGA2yaouod ¢KS aiyl a
cleaning of RIMD and not for any other purpose.

13.4.103Detergents used should be specifically designed to clean RIMD.

13.4.104Detergent dilution and water temperature should be in accordance with the
YIydzZFlF OGdzZNENEQ AYyadNHzOGA2ya FyR f20Ff LR
guidelines.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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13.4.105Consideration should be givea the use of an enzymatic detergent to
facilitate the cleaning of RIMD with channels or complex parts.

13.4.106Carefully immerse the item in the solution in order to displace trapped air; it is
important to ensure that the cleaning solution reaches all surfagelsiding
those of lumened RIMD.

13.4.107Remove all visible soiling from the RIMD, including lumens and valves. Remove
stubborn staining by using a nafrasive scouring pad or soaking in an
approved stairemoving solution.

13.4.108Flush all lumened RIMD with a4gtin (discharge under water).

13.4.109Rinse the item finally in warfto-hot water (unless contrindicated).

13.4.110Dry mechanically in a drying cabinet or hand dry with a cleanfréetcloth.
(Note: items should not be left to dry in ambient air.)

13.4.111Inspect RIMD and equipment to establish that they are clean before further
processing or storage.

13.4.112Thoroughly wash and dry receptacles before storing angse

13.4.113Cleaning brushes should be identified for cleaning only and should be washe
thermally disiriected, and stored dry.

13.4.114Arecord should be kept of each RIMD/RIMD set that has been manually
cleaned.

13.4.115The records should contain:
a. name of RIMD/RIMD set.

name of processor.

date.

$921308.1d PapUBWIWOIY

type of cleaning.
type of detergent and detergent dilution used.

®© oo

Monitoring and control

13.4.116Validated process control requires that the process can be replicated precisely;
this is only possible with an automated process. Where aagomated
process is used, every effort should be made to control all the variables that
affect the process.

13.4.117Formanual washing, these include:
a. staff training/competence.

water temperature.

detergent concentration.

nature of soil.

method of soil removal.

-0 o0 0C

accessibility of fluid to item.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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(Note: If either the cleaning solution or rinse water becowigibly soid or
contaminated, it should be changed and the process repeated.)

Maintenance

13.4.118Regularly inspect all receptacles, sinks, surfaces including water supply and
drains, for damage. Preventative maintenance should be planned and
performed for all equipment and utilities in accordance with documented
procedures as recommended by the mar@fa dZNENB Q Ay a G NHzOGA 2y a ®

Non-immersion

13.4.119Nonimmersion manual cleaning methods are appropriate for certain RIMD as
some RIMD may become compromised by soaking in aqueous solutions, e.g.
electrical, powered RIMD. Cleaning information about the methods to be used
for specific devices should be sdiigrom individual RIMD manufacturers.

Equipment required

13.41200 g N RSGSNHEHSyG az2tdziazyod Cc2ftt26 YI ydzFl
temperature.
13.4.121RIMD may be placed in a drying cabinet. Where a drying cabinet is not
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available a clean disposabletlinee, absorbent wipe should be used.

General Principles

13.4.122If the item is electrical, ensure that it is disconnected from the mains supply
before commencing the cleaning procedure.

13.4.123Wearing protective clothing immerse the cleaning cloth in the detergent
solution and wring thoroughly.

13.4.124Commencing with the upper surface of the RIMD, wipe thoroughly ensuring
that the detergent solution does not enter electrical components.

13.4.125Periodically rinse the cloth in clean water and repeat the previous two steps.

13.4.126Remwe detergent solution using clean, damp, Harting cloth.

13.4.127RIMD should be placed in a drying cabinet. Where a drying cabinet is not
available, a clean disposable lint free absorbent wipe should be used.

Monitoring and control
13.4.128Validated process control requires that the process can be replicated precisely;
this is only possible with an automated process. Where aawdomated

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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process is used, every effort should be made to control all the variables that
affect the process.

For manual washing, these include:

staff training/competence.
water temperature.
detergent concentration.
nature of soil.

method of soil removal.

-~ o a0 o

accessibility of fluid to item.

$301308.1d pPapusWIWOdIaY
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14. Disinfection

14 .1 Introduction

Disinfection is a process that inactivates infectious agents, using either thermal (moist or
dry heat) or chemical means. The level of disinfection achieved depends on the
temperature, exposure time and/or type of chemical disinfectant used.

14.2 Scope

The obijective of this recommended practice is to provide guidelines in relation to
disinfection of RIMD.

14.3Contents

Section One: Level of disinfection

Section Two:  Disinfection process
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14.4 General Principles

Section One: Level of disinfection

14.4.1 Highlevel disinfectiort this is the minimum treatment recommended for
reprocessing RIMD that cannot be sterilised, for use in ®eitical sites or
when there are specific concerns regarding contamination of surfaces with
species of mycobacteria, for @xple, mycobacterium tuberculosis.

14.4.2 Lowlevel disinfectiort this is the minimum treatment recommended for
reprocessing RIMD for use in noncritical sites.

Section Two: Disinfection process

14.4.3 Thermal disinfection using a minimum AO value of 600 can be\zhia a
thermal washecdisinfector by choosing the appropriate cycle.

14.4.4 Chemical disinfection can be achieved with a compatible RikDe
disinfectant ofthe required level, used alone or in conjunction with a chemical
washecrdisinfector, most frequentlyised to clean and disinfect flexible
endoscopes.

14.4.5 Disinfection should be carried out using a thermal disinfection process
whenever practicable. Chemical disinfection should be employed only when
required bythe RIMY | Y dzF | OG dzZNBNE Q Ay a i NHzOG A 2

Thermal Disinfection

14.4.6 If items can withstand heat and moisture and do not require sterilisation, the
thermal disinfection using moist heat with using temperatures and contact
time with a minimum AO Mae of 600 is the simplest, most efficient and cost
effective method of disinfection.
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Equipment required
14.4.7 Automated equipment, such as washkdisinfectors are recommended for use
in thermal disinfection processes.
14.4.8 The level of disinfection depends on the water temperature and the exposure
time. Thermal washedisinfectors can be programmed to deliver a range of
disinfection levels, depending on the cycle selected (i.e. set temperature and
exposure times).
14.49 Themanudf OG dZNBENE Q AyaidNMzOlAz2ya akKz2dzZ R 0SS F2f
level of disinfection.

Monitoring and control
14.4.10 Whenever practicable, disinfection should be carried out using a validated
disinfection process using automated equipment (e.g. waslgnfector).

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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14.4.11 Thermal disinfection equipment should be provided with means to
independently monitor and/or record the time for which the load was exposed
to the required temperature.

14.4.12 The thermal disinfection process should provide adequate assurance of the
required microbial lethality.
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15. Drying

15.1Introduction

Drying minimises rusting, staining and reduces the risk of recontamination during
inspection and assembly of RIMD. Residual moisture interferes with the sterilisation
process, and can damage RIMD.

15.2Scope

The objective of this recommended practice iptovide guidelines in relation to the
drying of RIMD.

15.3 Contents
Section One: Equipment
Section Two: Procedure

Section Three: Monitoring and control

Section Four: Maintenance
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15.4 General Principles

Section One: Equipment

15.4.1 See decontamination equipment pagé.

Section Two: General Principles

15.4.2 RIMD should be placed in a drying cabinet. Where a drying cabinet is not
available a clean disposable linte cloth should be used.

15.4.3 Care should be taken not to exceed the temperature tolerances advised by the
manufacturer.

15.4.4 Dry the RIMD in a sloping position to facilitate drainage.

Section Three: Monitoring and control

15.4.5 Manual drying should be avoided unless a singe lint free cloth is used.

15.4.6 Items should not be left to dry in ambient air.

15.4.7 Alcohol or other flammable liquids should not be used as drying agents, other
than in automated equipment designed for this purpose, e.g. some endoscope
washekr, disinfectors.

Section Four: Maintenance

15.4.8 Preventative maintenance should be planned and panfed for all equipment
and utilities in accordance with documented procedures as recommended by
GKS YIydzZF OGdzZNENEQ AyadNHOUGAZ2YEAD

15.4.9 The procedure for each planned maintenance task and the frequency at which
it is carried out should be specified and documehte

15.4.10 A qualified person (decontamination) should review the maintenance plan,
maintenance procedures and maintenance records periodically.

15.4.11 Drying cabinet maintenance and repair log book should be maintained for each
dryer.

15.4.12 dryer should not be used to pcess RIMD until all maintenance tasks have
been completed satisfactorily and recorded.

15.4.13 Records of all maintenance, validation and servicing should be maintained in
accordance with ISO 13485.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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16. Post cleaning inspection and function testing

16.1 Introduction

Inspection, maintenance and testing of RIMD should be carried out by trained persons in

I O0O2NRIFIYyOS gAUGK GKS YIydzZFlF OGdzZNBNBRQ AyadNHzOGA
ensure that they are intact and that there are no chips, worn spots, flaking or other

damage. The functionality of all RIMD should be tested or checked before being

packaged for further processing or storage. The area where inspection takes place

should be designated and controlled to optimise the effect of the sterilisation process

and minmise contamination of the RIMD/RIMD sets.

16.2Scope

The objective of this recommended practice is to provide guidelines in relation to the
post cleaning inspection and function testing of RIMD.

16.3 Contents

Section One: Equipment
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Section Two: Procedure

Section Three: Documentation post automated cleaning
Section Four: Inspection and function testing
Section Five:  Monitoring and control

Section Six;: Maintenance

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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16.4 General Principles

Section One: Equipment

16.4.1 Work bench.

16.4.2 Magnifying glass ahoblique of stereemicroscope.
16.4.3 Light source.

16.4.4 Diathermy pin hole detector.

Section Two: General Principles

When the automated disinfection process is complete, the following should be
carried out:

16.4.5 Check that the Independent monitoring system for the cycle conforms to the
information established during validation and that all recorded variables are
within the parameters permitted.

16.4.6 Check that the operating cycle is in accordance with grexgication for the
load used.

16.4.7 Check that arms rotate. If arms do not rotate, loads should be rejected as the
load has not been exposed to the water spray effectively.

16.4.8 Make a visual inspection of the load in order to ensure that there is no obvious
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damage, staining or residue.

16.4.9 If the load is damaged, this may be due to the configuration of the load, i.e.
rotating arm may be hitting off the RIMD or RIMD may not be coibfawith
automated washing.

16.4.10 If staining and/or residue are present, this may be due to the configuration of
the load, overloaded cart or malfunction in the washing cycle.

16.4.11 Make a visual inspection of the load for dryness.

16.4.12 Where a load may not be propgrtleaned the load is rejected and returned
for re-cleaning.

16.4.13 Unless there is clear indication why a small percentage of RIMD in a load were
not cleaned, the entire load should be returned forpecessing.

16.4.14 Where a small percentage of the load is susplee items are rejected and
returned for recleaning.

16.4.15 Where one instrument in a set is rejected the whole set must be sent back for
re-cleaning.

16.4.16 Any load or items rejected should be documented as acmrformance; this
non- conformance should also be@dumented into the washedisinfector log
book for further investigation.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Section Three: Documentation post automated cleaning

16.4.17 All documentation for automated cleaning should contain the following

information:

a. washetrdisinfector serial or identification number.

b. cycle number.

c. type of washemisinfector.

d. type of cycle used.

e. date and time of start of cycle.

f. load content, e.g. general RIMD, stitch set, mayo scissors.

g. critical parameters for the specific washdisinfector cycle.

h. operators name. =

i. results of washedisinfector process. §

j. signature of an authorised qualified person (decontamination) confirming 3
whether or not the process cycle was within recommendeguired §
parametersestablished during validation parameters. ;

k. any notes or observation for the process cycle. §

o

16.4.18 All records should be maintained for a period of time equivalent to the life
time of the equipment plus eleven years.

16.4.19 Before commencingspectionthe person carrying out inspection should

ensure that:

a.

RIMD/RIMD set has been recorded as being through the specific cleaning
process.

. if there is no record of cleaning the RIMD/RIMD set is rejected and returned

for re-cleaning. Iltems which have been matly cleaned should also be
recorded as being cleaned through the manual cleaning process.

the signature of identified responsible person confirming that the cycle has
passed.

Section Four: Inspection and function testing

16.4.20 Each RIMD set should be inspected separately.

16.4.21 Box joints, serrations and crevices, should be critically inspected for

cleanliness.

16.4.22 Hinges (on RIMD such as artery forceps and clamps) should be checked for
ease of movement.

16.4.23 Jaws and teeth should be checked for alignment.
16.4.24 Ratchets should be checked for security.
16.4.25 Ratchets should close easily and hold firmly.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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16.4.26 Any damaged, incomplete or malfunctioning RIMD should be reported
immediately to the supervisor.

16.4.27 Cannulated RIMD should be checked to ensure channel is patent.

16.428 ¢ St Sa021L)Sa yR tA3IKG OFroftSa akKz2dZ R 65 7Td
instructions.

16.4.29 Each RIMD set should be checked for completeness and defects.

16.4.30 Hinges (on RIMD such as artery foregmd clamps) should be checked for
ease of movement.

16.4.31 RIMD that have an outer insulation coating, for example diathermy forceps
etc., require close inspection to ensure that the insulation remains intact.
Insulated RIMD should be checked using a diathgrimyoint tester.

Damaged surfaces not only will allow dirt and bacteria to collect, but can also
be potentially dangerous for both staff and service users.

16.4.32 Each RIMD should be checked that there is free movement of all parts and that
joints do not stick A water based lubricant may be used if required.

16.4.33 Each RIMD should be checked that the edges of clamping RIMD meet, with no
overlap and that teeth mesh together.

16.4.34 Each RIMD should be checked that all screws on jointed RIMD are tight and
have not becomedose during the cleaning process.

16.4.35 The diathermy pin hole detector should be used in accordance with the
YIEydzFlF OGdzNENEQ AyailiNdHzOdAzya (G2 SyadiNB &t
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Section Five: Monitoring and control

16.4.36 The user should be aware of the factors that matgr the efficacy of the
method:
a. staff training/competence.
b. age of the RIMD.

Section Six: Maintenance

16.4.37 Preventative maintenance is to be planned and performed for all equipment,

(e.g. light source and pin hole detector) in accordance with documented

LINE OSRdzZNBa +Fa NBO2YYSYRSR o6& (GKS YIlIydzZFI O
16.4.38 Records of all maintenance, validation as®tvicing should be maintained in

accordance with EN ISO 13485.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figurel6.1 Post cleaning inspection
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17. Assembly

17.1Introduction

The purpose of assembly and checking is to ensure that:

1 All RIMD are present in accordance with RIMD list.
g1ttt wLa5 FINB aaSyof SR O2NNBOiGfe& Ay | 002 NRI
1 Al RIMD are placed in the correct tray in a manner that ensures ease of use by the

user.

The area where assembly and checking takes place should be designated and controlled
to optimise the effect of the sterilisation process and minimise contaminaifahe
RIMD/ RIMD sets.

17.2Scope

The obijective of this recommended practice is to provide guidelines in relation to the
assembly of RIMD.

17.3Contents

Section One:  Equipment

Section Two:  Procedure
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Section Three: RIMD set weight

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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17.4General Principles

Section One: Equipment

174.1

RIMD list.

17.4.2 Accessories, e.g. tray liner.

17.4.3

RIMD protectors, type 6 chemical indicators.

Section Two: General Principles

1744 wlLab5 aKz2dzZ R 0SS FdaSyoftSR Ay I O0O02NRIyOS 4

17.4.5

17.4.6

17.4.7

17.4.8

17.4.9
17.4.10

17.4.11

17.4.12

17.4.13

17.4.14

17.4.15

17.4.16

17.4.17

instructions, prior to packaging and/or further reprocessing.
In preparing RIMD for wrapping and sterilisation, it is essential that all surfaces

are presented to the sterilisation media (i@id S YO ® 2 KSNB (G KS Y yd:
instructions indicate that RIMD to be sterilised are disassembled, it is essential

that they are presented in this state.

For RIMD with ratchets, they should be closed on the first ratchet only, to
ensure steam can penette to all surfaces or follow manufactures

instructions

Similar RIMD should be kept together when placing in tray, e.g. artery forcep
can be placed on an RIMD pin together.
The RIMD tray should be selected so that the RIMD can preferably be placet

one single layer.

Tray liners should be placed in the base of the RIMD tray.

RIMD should be spread evenly by weight over the tray surface, this helps
prevent condensate flowingpgether.

Each RIMD should be checked against the RIMD list specific to the tray bein

S32139B1d PapUaWIWOIRY

assembled.
Plastic items should be evenly placed in the tray; avoid collecting them in one
area.

Ensure sharp RIMD are assembled correctly to avoid penetratiore afuter
packaging.

Protectors to be placed on sharp RIMD should be validated for steam
penetration.

Ensure delicate RIMD are placed in tray in a manner which will not cause
damage to the RIMD.

Any RIMD which is missing from a tray should be reported to supervisor for
further action and norconformance documented.

Any extra RIMD found while assembling tray should be reported to supervisor
for further action and norconformance documented.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Secton Three: RIMD set weight

17.4.18 The ability of a given sterilisation cycle to produce a dry load is largely
dependent on the configuration and thermal mass of the load.

17.4.19 The condensate is produced as the steam heats the load, the heat from the
load is used tdoil-off the condensate during the vacuum drying stage. The
mass specific heat and thermal conductivity determine the efficacy of this
process for any particular set of RIMD.

17.4.20 The configuration of sets of RIMD required to permit dry loads should be
establshed during performance qualification testing of the steam steriliser.

17.4.21 The validated configurations should be documented as specifications for use
during packaging.

Figurel7.1 Assembly

Recommended Practices

Y
AR,
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18. Packaging

18.1 Introduction

RIMD require packaging prior to sterilisation. The packaging material and packaging
techniques are designed to hold and protect the RIMD in order to facilitate sterilisation
and to maintain sterility. The material selected depends on whatiqular method of
sterilisation is recommended and must comply with EN 868, Pat®&dand ISO 11607
Parts 1 and 2.

18.2Scope

The obijective of this recommended practice is to provide guidelines in relation to the
packaging of RIMD.

18.3 Contents

Section One:  General principles

Section Two:  Packaging systems
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Section Three: Packaging materials

Section Four:  Single use packagn
Section Five:  Types of packaging
Section Six: Packaging techniques
Section Seven: Sealing of packs and bags
Section Eight: Labelling

Section Nine:  Monitoring and control

Section Ten: Maintenance

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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18.4General Principles

Section One: General principles

18.4.1 The choice and type of wrapping material will depend on the type of
sterilisation process used.

18.4.2 Materials used should comply with EN ISO 116@hd EN ISO 116@7and EN
868 Parts 210, inclusive. RIMD may be packagedrg of the following
products: papers/norswovens, polypropylene, containers, and plastic/paper
pouches.

18.4.3 When selecting a packaging system each specific products capability to meet
predetermined requirements and criteria should be evaluated.

18.4.4 The appropriate size of wrapping material should be chosen to attain adequate
coverage of the item being packaged.

18.4.5 Hollowware, RIMD or dressings should not be placed in textile (linen) packs as
difficulty may be experienced in drgrthe combined pack materials and
sterilisation may be compromised as the temperature increases in these
materials at different rates.

18.4.6 Single use wraps should be used once only and should be discarded after use in
the appropriate healthcare waste stream.

18.4.7 RIMD packs should be packed in a manner that prevents damage to delicate
items.
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18.4.8 Trays used for packaging RIMD should be perforated to allow for penetration
of the sterilant.

18.4.9 Hollowware items packaged together should be separated bypwnous
material © permit efficient steam circulation.

18.4.10 Hollowware should be packaged so that all openings face the same direction.

18.4.11 Only the minimum of raw materials commensurate with daily production
should be held within the clean room.

18.4.12 Compatibility of the packagingaterial with the sterilisation process should be
established.

18.4.13 If chemical indicators are used inside the pack, they should conform to EN ISO
111401 and should be compatible with the pack.

18.4.14 Sequential wrapping using two barrigipe wrappers is recommended as it
provides a torturous pathway to impede microbial migration.

Section Two: Packaging systems
Packaging systems should:

18.4.15 Be appropriate to the items being sterilised, i.e.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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permit identification of contents.

permit complete and secured enclosure of items.

protect package contents from physical damage.

permit delivery of contents without contamination.

maintain sterility of package contents until opened.

should facilitateaseptic technique at all times including opening of package.

~ o oo T p

18.4.36 Be appropriate to the method of sterilisation, i.e.

Be of the following

a. provide adequate seal integrity.

b. provide an adequate barrier to particulate matter and fluids.

c. be compatible with and able to withstand physical conditions of the
sterilisation process.

d. allow penetration and removal of sterilant.

e. maintain integrity of the pack.

f. permit use of material compatible (i.e. nalegradable) with the
sterilisation process.

$921308.1d PapUBWIWOIY
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a. resistant to punctures, tears and other damage which may break the barri
and cause contamination.

b. resistant b penetration by microorganisms from the surrounding

environment.

free of holes.

be free of toxic ingredients.

low-linting.

tamper proof and able to seal only once.

@ ™o oo

. provide an adequate barrier to particulate matter and fluids.

Section Three: Packaging materials
Packaging materials should:

18.4.38 Be stored at room temperature 18°C to 22°C and at a relative humidity of 35%
to 70%. Temperature and humidity equilibrium of packaging material is
important to maintan the integrity of the poduct.

18.4.39 Not be stored adjacent to external walls or other surfaces which may be at a
lower temperature or a higher temperature than the ambient temperature of
the store room.

18.4.40 Be stored on shelves and clear of the floor.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

18.4.41 Be rotated to ensure it does nokeeed its shellife.

Section Four: Single use packaging

18.4.42 The medical device regulations include a requirement that sterile RIMD should
be designed, manufactured and packed in a-nemsable pack and/or
according to appropriate procedures to ensure that they are sterile. There is
thus a clearly stated preferender singleuse packaging as the primary
packaging for sterile RIMD.

Section Five: Types of packaging
Papers and noswovens

18.4.43 Both papers, which are made from cellulose fibres, andwoxens made
from a combination of cellulosic and synthetic fibres, may be used. Both types
are suitable for porouwtoad steam sterilisation and most gas processes
because they are permeable to aiteam and other gases.

18.4.44 Plain papers may be used as wraps or preformed into bags or pouches. The
bags and pouches may be plain sided or may be gusseted to accommodate
bulky items.

18.4.45 Nonwovens are generally less effective as a microbial barrier and ey to
be used in, or as one of, two layers; they are however generally softer with
better handling and drape characteristics.
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Containers
Rigid reusable containers:

18.4.46 Should be easily disassembled for cleaning, drying and storage.

18.4.47 Should be suitable for the method of sterilisation being used.

18.4.48 Should be compatible to the cleaning method and cleaning agent being used.

18.4.49 Should be suitable to the storage configuration.

18.4.50 Should have locking devices which are tamperproof and non redealab

18.4.51 Should be packed in a manner which allows for penetration of the sterilising
agent.

18.4.52 Lid and contents should be removable without the risk of contamination of the
contents.

18.4.53 Rigid containers should have filter and/or valve systems that are securmand
proper working order before sterilisation.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

18.4.54 Hiter plate should be examined for integrity both before installation and after
the sterilisation process.

18.4.55 If the filter is damaged or dislodged or has holes, tears, or punctures, the
contents should be caidered contaminated. It is recommended that only
components of the rigid container system specified by the manufacturer and
compatible with the system should be used.

18.4.56 The integrity of the rigid container system is essential to permit sterilisation of
the package contents, maintain sterility of contents until the package is
opened, and permit delivery of contents without contamination.

18.4.57 Loosened rivets, improperly mainteed valves, worn gaskets or dents
compromises to the integrity of the container system, will compromise the
sterilisation process and may not permit the contents to remain sterile or be
delivered aseptically.

18.4.58 When reusable containers are being evaluatieis important that the
sterilisation, cleaning, inspection, maintenance and storage procedures and
methods are also evaluated for their ability to be consistentiused and for
their compatibility with the process being used.

18.4.59 Containers should be @deed between each use; automated cleaning is the

$92130€.1d PapUBWIWO0IY

preferred method of cleaning.

Section Six: Packaging techniques

18.4.60 RIMD may be packaged in any combination of flat wrapping material (sheets,
bags, pouches, or reels) or containers to maintain the integrity of the product.
Devices wrapped with sheet material using either the envelope or parcel fold
technique.

18.4.61 RIMD shou be wrapped in a manner which minimises the risk of
contamination during opening and removal of contents.

Flat wrapping material
Equipment required

18.4.62 Packaging material.

18.4.63 Sterilisation chemical indicator tape.
18.4.64 Marking pen.

18.4.65 Label (where applicable).

18.4.66 Tray liners.

Procedure (parcefold wrapping method)

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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18.4.67 Select appropriate packaging material and place on work top.

18.4.68 The RIMD set is placed on the wrap, approximately in the centre of the
packaging material.

18.4.69 Verify the accuracy of the RIMD identification label with the RIMD/RIMD set,
(i.e. corresponds to RIMD checklist, internal tray lagt,). The checklist is to
be folded with the ink facing inwards and the checklist is to be placed between
the two layersof tray wrap to avoid ink transfer onto the RIMD.

18.4.70 The long edge of the tray should be aligned parallel to the long edge of the
wrap.

18.4.71 One of the long edges of the wrap is folded over the pack contents to the base
of the tray, and the edge of the wrap is turned back on itself.

18.4.72 The opposite side of the wrap is then folded over the pack contents to overlap
the centre line (and the siddraady folded over the pack contents), and the
edge is turned back on itself.

18.4.73 The ends beyond the short side of the contents are then folded to a point and
each is then folded over the contents.

18.4.74 The same procedure may then be repeated for an outer wjap(s

18.4.75 The wrap is secured in position using sterilisation indicator tape.
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18.4.76 Itis important to wrap the item securely to avoid gapping, bellowing and air
pockets from forming which could compromise sterility.
18.4.77 RIMD identification label is placed on outsideap.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figurel8.1 Parceifold wrapping method
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Procedure (envelope wrapping method)

18.4.78 Select appropriate packaging material and place on work top.
18.4.79 The RIMD set is placed on the wrap diagonally and slightly off the centre line.
18.4.80 Verify the accuracy of the RIMD identification label with the RIMD/RIMD set
(i.e. corresponds to the RIMD checklist, tray internal ladtel). The checklist
is to be folded with the ink facing inwards and the checklist is to be placed
between the two lagrs of tray wrap to avoid ink transfer onto the RIMD.
18.4.81 The section of the wrap with the shorter corrier-pack length is folded over
the contents by bringing the corner to the centre.
18.4.82 This is repeated with the corners to the right and left of the first folded corner.
18.4.83 In each case the corner is turned back to provide a flap for opening.
18.4.84 Finally the larger fold is brought over the top and tucked in under the earlier
folds with a corneprotruding, to facilitate aseptic opening.
18.4.85 The same procedure may then be repeated for an outer wrap(s).
18.4.86 The wrap is secured in position using sterilisation chemical indicator tape.
18.4.87 Itis important to wrap the item securely to avoid gapping, bellovand air
pockets from forming which could compromise sterility.
18.4.88 RIMD identification label is placed on the outside wrap.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figurel8.2 Envelope wrapping method
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Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Pouches and bags (requiring folding)

18.4.89 Folding is the simplest method to obtain a satisfactory closure for both
pouches and bags, although it may not be a convenient method for high
volume production.

Equipment required

18.4.90 Pouches and/or bags.

18.4.91 Sterilisation chemical indicator tape.
18.4.92 Marking pen.

18.4.93 Label (where applicable).

Procedure

18.4.94 The corners at the open end of the pouch are folded diagonally to give mitred
corners.

18.4.95 The top of the pouch is then folded over three times in succession.

18.4.96 The same procedure may then be repeated for an outer wrap(s).

18.4.97 The pouch is secured in place with sterilisation chemical indicator tape. It is
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important to wrap the item securely to avoghpping, bellowing and air
pockets from forming wich could compromise sterility.

18.4.98 When double wrapping using paper/plastic heat seal pouches the paper
portion should be placed together to ensure penetration and removal of the
sterilant, air and moistureThis also enables the RIMD to be viewed.

18.4.99 Itis important to wrap the item securely to avoid gapping, bellowing and air
pockets from forming which could compromise sterility.
18.4.100RIMD identification label is placed on the outside wrap.

Seltseal pouches

18.4.101Whenclosingse SI t ol 3a F2tt 26 YI ydzFl OlGdzZNBENBEQ A

Paper and paper/plastic pouches using heat seal
General principles

18.4.102The melting point of the headeal will effectively limit the maximum
temperature at which the pack can beags Heatseal packaging should not
be used at temperatures above or below those specified by the packaging
manufacturer.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

18.4.103Packaging intended for heat sealing may be film coated; grids lacquered, or
have an adhesive band.

18.4.104Heat seal pouches should be sehiesing suitable heat sealing equipment.

18.4.105Heat seal pouches should be hermetically sealed.

18.4.106Heat seal pouches should provide a seal of proven integrity and not allow
resealing.

18.4.107Before commencing wrapping procedure ensure that work area and packaging
equipment are clean.

18.4.108Check size of edges for easy aseptic opening by user.

Equipment required

18.4.109Heatseal pouches.

18.4.110Heat sealer.

18.4.111Marking pen.

18.4.112Label.

18.4.113Chemical indicator (where applicable).
18.4.114Instrument tip protector (where applicable).

$92130€.1d PapUBWIWO0IY

Procedure

18.4.115Select appropriate size heat seal pouch.

18.4.116Place RIMD into pouch.

18.4.117Ensure that creases in the packaging material are removed as this can result in
inadequate or uneven seal.

18.4.118As much air as possible should be removed ftbepouches before sealing.
Air acts as a barrier to heat and moisture. Expansion of air during the
sterilisation process may cause the bag to rupturéryithe sterilisation
process.

18.4.119Place open end of pouch in heat sealer.

18.4.120Apply heat and pressure toéhsurface of the open end of the heat seal pouch.

18.4.121Checks should be made that the seal is complete, especially over the gusset
folds of the pouches.

18.4.122A weak point in the heaseal of paper bags may often be found in the corners
where the paper is folded lek on itself and in gusseted packs where four
thicknesses of material become two. This latter problem can be minimised by
reverse folding the gusset in the area to be heat sealed, before sealing.

18.4.123The heatsealing process should be undertaken witlre. Creases in the
packagingnaterial can result in inadequate or uneven seal.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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18.4.124When double wrapping using heat seal pouches taekpges should be used
in sucha way as to avoid folding the inner package to fit into the outer
package.

18.4.125Edges of inneneat seal pouches should not be foldasl air maybe entrapped
in thefolds and inhibit sterilisation.

18.4.126When double wrapping using paper/plastic heatl pouches the paper
portion should be placed together to ensure penetration and oxal of the
sterilant, air andmoisture. This also enables the RIMD to be viewed.

18.4.127When loading paper/plastic pouches into the idliser the packages should be
placed in the same direction, (i.e. paper/plastic, paper/plastic). Do not place
two plastic surfaces together as ptic impedes the movement of theterilant
into and out of the package.

18.4.128If one heat seal pouch is placed inside another, care should be taken to select
the appropriate sequential sizing.

18.4.1291t is important to wrap the RIMD securely toasd gapping, bellowig and air
pockets from forming which could compromise sterility.

18.4.130Use adhesive RIMD identification label, do not write on the paper side of the
pouch.

18.4.131RIMD identification label is placed on the outside packaging.

Recommended Practices

Figurel8.3: Using the heat seal

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figurel8.4 Heat seal pouch

Section Seven: Sealing of packs and bags

18.4.132The purpose of sealing is to maintain pack integrity, this can be achieved by
use of heat sealers, sterilising chemical indicator tape and seal secures.
Chemical indicators tape should meet EN ISO 11140 Part 1.

$92130€.1d PapUSBWIWO0IY

Accessories used to close or secure pagés should be able to perform the
following:

18.4.133Allow sterilisation.
18.4.134Avoid constriction of the package.
18.4.135Maintain package integrity.
(Note: The accessories should also be recommended by the manufacturer.)

The following accessories should not be used:

18.4.136Tape (other than sterilisation chemical indicator tape).
18.4.137Safety pins.

18.4.138Paper clips.

18.4.139Staples.

Sterilising indicator tape
Sterilising indicator should be:

18.4.140Specific to the method of sterilisation being dsand which will change colour
when exposed to the relevant sterilisation agent.

18.4.141Pressure sensitive.

18.4.142Nontoxic, adhere to clean surfaces and leave no adhesive residue on removal.

18.4.143Compatible with the wrapping material used.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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18.4.144Heat stable.
18.4.145Moisture-stable and permeable to the steriligiragent.

Section Eight: Labelling

18.4.146Packages to be sterilised should be labelled before sterilisation.

18.4.147The information of the label should include the following:
a. name of product.
b. use by date or/and sterilisation date.
c. where appropriate the word sterile.

18.4.148Label information should be documented on sterilisation chemical indicator
tape or label and not on the packaging material. Plastic/paper pouches can be
labelled on the plastic portion.

18.4.149Marking pen used to label thgack should be indelib] nonbleeding, and nen
toxic. $arp tipped water based or ball type pens should netused as these
maycompromise the integrity of the pack.

18.4.150Label fixed to the surface of the packaging should be able to withstand
exposureto the sterilisation process.

18.4.151Palicies, procedures, protocols and guidelines for wrapping and labelling and
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sealing of RIMD to be sterilised should be developed, reviewed periodically,

and readily available within the departémt.

Section Nine: Monitoring and control
The following should be monitored during labelling:

18.4.152General appearance of the packaging material.

18.4.153Whether packages are complete.

18.4.154Whether the correct products and packaging material are used.

18.4.155Whether the labelling is correct on the product.

18.4.156Whether the sealing is correct.

18.4.157Whether the correct performance of packaging equipment, i.e. temperature
gauge readingn heat sealing equipment.

18.4.158Material should be checked for tears, flaws and holes.

18.4.159Cmtainers seals and filters should be checked.

18.4.160Containers should be checked for dints which may interfere with maintaining
sterility.

Section Ten: Maintenance

18.4.161Reusable containers should be subject to thermometric performance tests.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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18.4.162Containers should be validated periodically for reuse according to
YIydzFlF OGdZNBNEQ AyaiNHzOGA2y&ad
18.4.163Planned preventative maintenance should be undertaken in accordaitbe
European{ G I YR NR&X YI ydzFl OGdzZNENEQ Ay aidNHzOGA?2
procedures protocolsand guidelines.
18.4.164Heat seal efficiency, integrity and strength test should be performed on each
heat sealer daily.
18.4.165Routine monitoring of processed heat sealed products should be undertaken
by checkindhe quality of the output.
18.4.166Heat sealers shoulde serviced yearly. This service includes temperature
calibration andheat seal integrity and strength of seal.
18.4.167Preventative maintenance should be planned and performed for all
equipment, and utilities in accordance with documented procedures as
NEO2YYSYRSR o0& (GKS YIydzFl O dzZNENAEQ
18.4.168The procedure for each planned maintenance task and the frequency at whig
it is carried out should be specified and documented.
18.4.169The heat sealer should not be used to process RIMD until all maintenance te
have been completed satisfactorily and recorded.
18.4.170Records of all maintenance, validation and servicing should be nraeatédr
a periodof time equivalent to the lifdime of the equipment plus eleven years.
18.4.171A nominated qualified person (decontamination) should review the

$92130€.1d PapUSBWIWO0IY

maintenanceplan maintenance procedures and maintenance records
periodically.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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19. Sterilisation

19.1 Introduction

Sterilisation is a process including the use of a physical or chemical procedure to destroy
all microbial life including high resistant bacterial spores. The function of sterilisation is
to inactivate the microbiological contaminants and téby transform the norsterile

products into sterile ones. To be effective, cleaning must precede sterilisation.

19.2 Scope

The obijective of this recommended practice is to provide guidelines in relation to the
sterilisation of RIMD.

19.3 Contents

Section One:  Types of sterilisers

Section Two:  Choice of sterilisation process

Section Three: Steam sterilisation

Section Four: Loading the loading trolley prior to sterilisation
Section Five:  Loading the steriliser

Section Six: Steam sterilisation of RIMD

Section Seven: Criteria for release of processed RIMD
Section Eight:  Sterilisation records

Section Nine:  Validation

Section Ten:  Monitoring and control

Section Eleven: Maintenance

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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19.4 General Principles

Section One: Types of sterilisers

19.4.1 Sterilisers can be divided into those based on exposure to elevated
temperature (thermal processes) and those based on exposure to microbicidal
chemical agents. (low temperature processes).

19.4.2 Thermal processes include dry heat (not covered in this docunaaaithigh
temperature steam sterilisation. The steam sterilisers intended to be used for
sterilisation of wrapped RIMD are referred to as porous load sterilisers.

19.4.3 Low temperature processes Hydrogen Peroxide and Hydrogen Peroxide Gas
Plasma.

19.4.4 The preferrednethod of low temperature sterilisation is vapour phase
Hydrogen Peroxide, Hydrogen Peroxide Gas Plasma.

Section Two: Choice of sterilisation process

19.4.5 High temperature steam sterilisation at 1-3870C for a minimum of three
minutes in a porous load steriliser is generally the method of sterilisation use
for RIMD.

19.4.6 A lower temperature steam sterilisation process may be required for

SJ139B1d PapUSWIWO0IRY

sterilisation of RIMD
19.4.7 Low temperature vapour phase Hydrogen Peroxide, Hydrogen Peroxide Gas

Plasma stadlisation may be required fasterilisation of RIMD (including

Tt SEAO0Ef SKNAIAR &a0215a Ay | O0O2NRIyOS 6AGK
19.4.8 Hydrogen Peroxide Plasma, Hydrogen Peroxide Gas Plasma is the preferred

low temperature sterilisation method because, compared with EO and LTSF,

the installation and health and safety requirements are greatly reduced.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figurel9.1: Steriliser
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& Tablel2.1: Sterilisation temperatures, steam pressures and hold times

E
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E Minimum Corresponding Maximum Minimum

§ Sterilisation Steam Permissible Sterilisation

& Temperature Pressure Temperature Hold time
121°C 1.03 bar gauge 124C 15 minutes
134C 2.30 bar gauge 137°C 3 minutes

0b23GSY ¢KS YIydzZFI O dzZNBNRAE AyadaNdzOiAazya F2N w
will often specify steam sterilisation cycles that are different from the standard cycle

given above, e.g. 1320C for ten minutes. In most cases these RIMD can be processed

through the standard cycle but confirmation should be obtained from the RIMD

manufacturer.)

Section Three: Steam sterilisation

19.4.9 Effective steam sterilisation requires the removal offedm all parts of the
chamberand load so that steam can reach all loé tsurfaces to bseterilised.

19.4.10 For hollow devices, tubing and wrapped goods, natural displacement cannot
be relied upon to remove the air effectively and a forced air removal system is
required.

19.4.11 Porous load sterilisers provide an operating cycle whickdragd air removal
and a drying stage after the sterilisation stage.

19.4.12 The operating cycle of a porous load steriliser generally has five stages:

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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air removal.

steam admission.
sterilisation holding time.
vacuum drying.

filtered air admission.

® 2 0 T o

Section Four: Loading the loading trolley prior to sterilisation

Equipment

19.4.13 See decontamination equipment, pagb.

19.4.14 Loading trolley.

19.4.15 IT based/Manual tracking system and accessories, i.e. paper, pen, scanner.
19.4.16 Batch control labeller.

19.4.17 Personal protective equipment(heat resistant gloves).

General Principles

19.4.18 Healthcare workers should wear personal protective equipment.
19.4.19 Healthcare workers should ensure that that all items within the load are

$921308.1d PapUBWIWOIY

compatible with the process to which they are to be exposed.

19.4.20 Loading should allow for free circulation of steam around each pack and eac
item.

19.4.21 RIMD should be loaded within the baderies of the loading cart so that they
do not touch the chamber walls or fall off.

19.4.22 Heavy RIMD should be placed below the light RIMD to avoid the condensate
wetting the light RIMD.

19.4.23 Hollowware should be placed upsidewn or tilted, to prevent collectioof
condensate.

19.4.24 When loading paper/plastic pouches into the steriliser the packages should be
placed in the same direction (i.e. paper/plastic, paper/plastic). Do not place
two plastic surfaces together as plastic impedes the movement of the air and
steam into and out ofhe package.

19.4.25 Containers should be loaded onto the trolley such that an air space is formed
between each container layer.

19.4.26 When using the basket system healthcare workers should ensure that the
appropriate size basket is used. Select the height of thedtaskthat there
will always be a few centimetre air gap between the pack and the basket
above.

19.4.27 When loading, healthcare workers should ensure that each RIMD is labelled.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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19.4.28 When loading is complete, each item on the loading trolley should be recorded
usingthe IT (or manual) tracking system.

Section Five: Loading the steriliser

19.4.29 Healthcare workers should load the steriliser using the loading trolley.
19.4.30 Healthcare workers should never let the RIMD touch the chamber walls since it
may cause the RIMD to becernwet.
19.4.31 Doors should be open only when loading and unloading. An open door will
cause the chamber to cool down and may cause condensation during the
subsequent process.
19.432 al ydzF I OGdzZNBENBRQ AyaidNdzOGAz2ya |yR LINRG202f
followedfor loading.
19.4.33 Overloading of sterilisers may compromise the process.

Figure2: Loading thesteriliser
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Section Six: Steam sterilisation of RIMD

19.4.34 Healthcare workers should wear personal protective equipment.

19.4.35 Healthcare workers should ensure that all necessary tests and maintenance
have been carried out satisfactorily before using the steriliser. Healthcare
workers should ensure that the cycle reder(s) has sufficient paper and ink
to record the cycle.

19.4.36 Healthcare workers should ensure that the correct operating cycle has been
selected.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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(Note: Test cycles such as a Bowie and Dick test and leaksatannotbe
used for sterilising products.)

19.4.37 Healthcare workers should initiate the cycle in accordance with the steriliser
YIydzFlF OGdZNBENEQ AYyaiNHzOGA2Yy & D

19.4.38 Where single door steriliser is in use a system should be in place to ensure
segregation of notsterile and sterile RIMD.

19.4.39 When cycle is completdé steriliser will indicate either a pass cycle or a fail
cycle.

19.4.40 The fail cycle may require a special key to open the steriliser door.

19.4.41 On a pass cycle, the load should be removed and held in quarantine in the
cooling area until the sterile produce releagrocedure has been completed.

Section Seven: Criteria for release of processed RIMD

19.4.42 In order to release processed RIMD evidence is required that the sterilisatio
cycle was satisfactory, i.e. within the limits established during validation, and
that the load items are undamaged and fit for use. There should be a
documented policy, procade, protocol and guideline specifying the actions to
be taken and the criteria to be met in accepting the sterilisation cycle and
releasing product as sterile. The sterilisation release procedure should only

$921308.1d PapUBWIWOIY

carried out by healthcare workers who have berained to undertake this
task and have been authorised to do so by the decontamination unit manage

Sterilisation cycle verification

19.4.43 The cycle records should be examined to confirm that the cycle variables were
within the limits established as satisfactory during validation.

This should include:

the number and extent of air removal pulses.

the temperature and duration of the sterilisation plateau period.

the depth and duration of the drying vacuum.

the data should be read from the independent recorder not from the

a0 o p

automatic controller record.

19.4.44 Any cycle not meeting the criteria, althougidicated as a pass by the
automatic controller, should be rejected. The load should be repacked and
sterilised and the steriliser removed from service until the cause of the fault
has been established and remedied.

19.4.45 A failure of the cycle recording deviskould also be a cause to reject the
sterilisation cycle.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figure3: Cycle records
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Inspection of sterilised load

19.4.46 Each item sterilised should be inspected to ensure that:

a. chemical process indicators have changed colour as described in the
AYRAOIFG2NI) YIydzFlI OGdZNBENEQ AyaidNdHzOGA2yao
indicate sterilisation; they are evidence only that the load has been exposed
to the sterilising process).

b. the packaging is in place and undamaged (i.e. seals, taped joints have not
come undone, packs are not torn).

c. the packaging is dry and free from dampness.

d. all labels are intact and legible.

19.4.47 Any load RIMD not meeting these criteria should be rejected and quarantined,
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non-conformance must be recorded and the RIMD returned to the clean room
for repackaging and sterilisation.

Section Eight: Sterilisation records

19.4.48 Sterilisation cycle records shlal contain thefollowing information for each
sterilisation cycle:
a. steriliser identification or serial number.
b. the cycle number and batch number if applicable.
c. name of the loading operator and unloading operator.
d. type of cycle used.
e. date and time of start of cycle.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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f. contents of the load.

g. chart record and/or prirfout from steriliser cycle.

h. signature of identified responsible person, confirming whether or not the
process cycle was within recommended parameters and authorising release
or rejection of load contents.

19.4.49 Any notes or observation for the process cycle.

19.4.50 Read out results of physical, chemical or biological indicators that are used.

19.4.51 All records should be retained for the lifetime of the steriliser plus eleven
years.

Section Nine: Validation

19.4.52 Sterilisation cannot be confirmed by inspection and testing of the product.
Thus the sterilisation processes have to be validated before use, the
performance of the process monitored routinely and the equipment
maintained.

19.4.53 Validation, maintenance, periodic testing and record keeping are necessary
demonstrate that a steam steriliser is functioning correctly and that it will
produce sterilised loads consistently. The purpose of routine monitoring and
control is to demonstrie that a validated and specified sterilisation process

$921308.1d PapUBWIWOIY

has been completed successfully during every cycle.

19.4.54 Validation is the documented procedure for obtaining, recording and
interpreting the results needed to show that a process will consistently gield
product complying with preletermined specifications.

It is comprised of:

a. commissioning (installation qualification and operational qualification).
b. performance qualification.

C. periodic testing.

d. revalidation.

(Note: Confirmation that the steriliser continues to function correctly is
provided by periodic testing and revalidation.)

Commissioning

19.4.55 Installation qualification is the process of obtaining and documenting evidence
that the equipment has been supplied and installed in accordance with its
specifications by the supplier and that it is safe to operate.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Installation checks and tests:

a. preliminary checks.
b. electrical checks.

c. functional checks.
d. response to faults.

Operational qualification

19.4.56 The process of obtaining and documenting evidence that the equipment
functions within predetermined limits when operated in accordance with the
YIydzFlF OGdzZNBEND& 2LISNI GAy3 AyaiNdzOdAz2yao

It consists of:

a. air leakage test.

b. thermometric test.

c. calibration.

d. steam penetration test.

19.4.57 These tests should be carried out when a new steriliser is purchased or when a
used steriliser has been relocated to another premises.
19.4.58 The tests should be carried out before the sterilisersiedifor the first time.
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19.4.59 Installation and operational checks and tests should be performed by a person
with specialist technical training in testing of sterilisers.

19.4.60 Data from the installation and operational tests provide evidence that the
steriliser isfunctioning correctly.

Performance Qualification

19.4.61 Performance qualification is required to show that sterilising conditions are
attained for loads and test loads that are assessed by the user to be difficult to
sterilise. Performance qualification is required for initial use of a
new/relocated sterilisenr when the load profile changes (e.g. new RIMD). It
should be carried out by a Test Person (or other suitably qualified person).

These tests consist of:

air leakage tests (automatic).

thermometric tests of all RIMD to be processed.

steam penetration and complete sterilant contact of all test loads.
load dryness test (of RIMD requiring reprocessing).
microbiological tests.

® o 0 T o
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19.4.62 The decontamination unit manager should identify all the types of load to be
sterilised agree worstaseloadgo be tested. The performance qualification
test protocol and data should be audited by the qualified person
(decontamination).

Periodic testing

19.4.63 Periodic testing consists of a programme of tests that are intended to
RSY2y &GN GS GKIG GKS AGSNAfAASNEQ LISNF2N

19.4.64 The appropriate tests should be carried out at daily, weekly, quarterly and
annual ntervals.

19.4.65 A Test Person or qualified person (decontamination) should draw up a
schedule for periodic testing. It is the responsibility of the Test Person or
gualified person (decontamination) and the decontamination unit manager to
ensure that these tests are perfoed.

S2J139B1d PapUSWIWOIRY

Daily Test Steam Penetration Test /Bowie and Dick (EN ISO 11140)

19.4.66 The steam penetration test is intended to show that steam will penetrate
rapidly and evenly into a test device that is at least as difficult to sterilise as the
intended load. The testevice contains an indicator that responds only when
steam penetration is adequate (usually it changes cotcamd should do so
completely). If a cycle is provided specifically to test the effectiveness of steam
penetration, it should have the same a@mnoval stage as used during routine
sterilisation cycles.

Test procedure

19.4.67 A standard test device should be placed in an otherwise empty chamber, in the
position specified by the manufacturer.

19.4.68 At the end of the process the test device is removed from the chamber.

19.4.69 The test device is checked for a pass or fail in accordance with the

YIydzFlF OGdZNBNDRa AyailiNdHzOiA2yad ¢KS GSaid NB

19.4.70 If the test is failed, the test should be repedt If the repeat test fails, contact
the appropriate personnel and record results. A machine that fails to meet the
requirements of this test should not be used until the fault has been rectified
and the test satisfactorily completed.

19.4.71 The sterilisation temperature for the operating cycle to be tested should be
selectedg this should be the highest temperature compatible with the load.
The cycle should be commenced.

19.4.72 A batch (cycle) process record should be made in the steriliser log book.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Figure4.4: BowieDick test

Weekly tests

19.4.73 The user should perform safety checks before starting the sequence of weekly
tests. The schedule of weekly tests is summarised in T&kbelow.
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Table19.2 Summary of weekly tests for steam sterilisers
(Note: All tests can be combined into one test)

Weekly Checks/Tests

Safety Checks

Vacuum Leak Test (automatic)

Air Detector Function test

Automatic Control test

BowieDick test for Steam penetration

Safety checks

19.4.74 These tests are intended to ensure the steriliser is both safe to use and to test.
They consist of:

a. examining the door seal for signs of deterioration or leaks.
b. checking the security and performance of door safety devices.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Note: No attempt should be made to open the door while the chamber is
pressurised. Any defects should be corrected before attempting to perform the
weekly tests pbefore using the steriliser.

Vacuum leak test

19.4.75 The air leakage test is intended to check that air does not leak into the
steriliser during periods of vacuum, at a rate that is greater than that specified
by the steriliser manufacturer.

19.4.76 Air leaking into the chamber can impair steam penetration into the load and
prevent sterilisation and/or recontaminate the damp load during the drying
phase.

19.4.77 Air is first removed from the chamber until the pressure is the lowest achieved
in all of the cyles available on the steriliser and then the vacuum source is
isolated and all valves connected to the chamber are closed.

19.4.78 The absolute pressure is measured at the end of the vacuum stage. Any
subsequent rise in the chamber pressure will be caused by air leaking4into it
and the rate of pressure rise in the chamber is measured.

19.4.79 Ideally the steriliser should be equipped with an automated test cycle so that
the user can do the test. If there is not an automatic test facility, a Test Persc
or qualified person (decontamination) should do the test using special,
calibrated RIMD.

The pass/fail criteria are:

S22139R1d PapUSWIWOIRY

19.4.80 The absolute pressure at the end of the air removal stage should be within t
limits specified by the manufacturer. After an initiaminute equilibration
period the rate of pressure rise should not be greater than 1.3 mbar per
minute over al0-minute period.

19.4.81 If the test is failed, the test should be repeated. If the repeat test fails, contact
the appropriate personnel and record results. A machine that fails to meet the
requirements of this test should not be used until thalfehas been rectified
and the test satisfactorily completed.

Air detector function test

19.4.82 The air detection system should be tested weekly to demonstrate that it is
functioning correctly. There is such a wide variety of steam sterilisers that
there is not a standard air detection system and each steriliser manufacturer
should therefore specifthe test method to demonstrate that the automatic
air detection system is functioning correctly.

Note: Where it is not possible to fit an air detector to an existing steriliser an
alternative method of assuring steam penetration during each cycle ugh (s
as a suitable process challenge device verified as valid for the product being

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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processed in the steriliser) shall be used. Further guidance is availablé&Si® EN
17665:2024.

Automatic control test

19.4.83 The purpose of this test is to verify that all theepgtional components of the
steam steriliser are satisfactory and that no anomalies are observed.

19.4.84 The test requires the temperature and pressure profiles, and the elapsed time
of the cycle to be compared with the values obtained when the steriliser was
validated to be working correctly, e.g. immediately after the Test Person or
gualified person (decontamination) had tested it using calibrated RIMD.

19.4.85 The test should be performed using the sterilising cycle with the highest
temperature compatible with théoad. The following parameters should be
noted during the sterilising (holding) stage of the cycle:

a. chamber temperatures and pressures, their maximum values and duration
in minutes and seconds.

b. the values on the cycle record should be compared with those on the
master process record.

c. the test can be considered satisfactory if at the end of the cycle the
following has been achieved:

1 the chamber temperature and pressure is within the limitshaf
appropriate band, for the duration of the holding time, as specified in
table 192
T I @Aadzadf RAALILFE 2F wWOaOftS O2YLX SGSQ

' no mechanical or other anomaly is observed.
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Test procedure for automatic control test of a steriliser with a cycécorder

19.4.86 The recorder should make a batch process printout. The elapsed time and
indicated chamber temperature and pressure at the approximate midpoint of
the plateau period should be noted.

19.4.87 All the parameters recorded should be compared with the parameter results
obtained during validation.

Quarterly tests

19.4.88 These require specialised test equipment and only a person e.g. a Test Person
or qualified person (decontamination) who has the necegsaining,
experience, skills and equipment should perform them.

19.4.89 The tests are intended to confirm that the data generated during
commissioning validation remain consistent and accurate. Quarterly tests for
steam sterilisers are summarised in tab@3

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Table19.3 Summary of quarterly tests for steam sterilisers

Test Description

Safety Checks

Vacuum Leak Test

Vacuum leak Test (temperature and pressure sensors connected)

Automatic Control test

Verification of Calibration of Steriliser Instruments

Thermostatic Test for a Small Load

Vacuum Leak Test (automatic) (sensors removed)

Air Detector Function (automatic)
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BowieDick Test for Steam Penetration

Annual Tests

19.4.90 These require specialised test equipment and only a person e.g. a Test Person
or qualified person (decontamination) who has the necessary training,
experience, skills and equipment should perform them.

19.4.91 The annual tests are intended to confirm that the@generated during
validation remain consistent and accurate. Annual tests for steam sterilisers
are summarised in tabl#9.4.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Table19.4 Summaryof annual tests for steam sterilisers (EN285)

Test description

Safety Checks

Vacuum Leak Test (automatic)

Vacuum leak test (temperature and pressure sensors connected)

Automatic Control Test

Verification of Calibration of Steriliser Instruments

Steam Norcondensable Gas Test

Steam Supeheat Test

Air Detector Performance Test for a Small Load

Air Detector Performance Test for a Full Load

Steam Dryness Test

Thermometric Test for a Small Load

Thermometric Test for a Full Load

Test Performance Requalification (as required)

Vacuum leak Test (automatic) (sensors removed)

Air Detector Function Test (automatic)

BowieDick test for Steam Penetration

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Section Ten: Monitoring and control

19.4.92 134°C is the preferred sterilisation temperature. For RIMD, which may be
damaged at 134°C, any of the other lower temperature bands may be used.
19.4.93 There should be evidence through measurements, supplemented as necessary
by biological indicators or chemidatlicators that the sterilisation process was
within defined tolerance.
19.4.94 Routine monitoring and testing should be carried out in accordance with documented
procedures in line with EN 1SO 176884

19.4.95 Section Eleven: Maintenance

19.4.96 Preventative maintenance should be planned and performed in accordance
with documentedLIN2 OSRdzNBa Ay fAYS gAGK YIydzFIl Olc
and standards.

19.4.97 The procedure for each planned maintenance task and the frequency at which
it is carriedout should be specified and documented.

19.4.98 The steriliser should not be used to process RIMD until all maintenance tasks
have beercompleted satisfactorily and recorded.

19.4.99 Records of all tests, checks and maintenance should be retained as specifiec
EN ISQ76652024

19.4.100A nominated qualified person (AED Authorised Engineer in Decontamination

should review the maintenance plan maintenance procedures and

$92130€.d PapUBWIWO0IY

maintenance records periodically.
19.4.101A record of mechanical testing, repairs and preventative maintenance should

be recordedn a logbook for each steriliser. Records should be maintained in a

designated storage area for the lifetime of the steriliser @leven years
19.4.102Revalidation may besguired after steriliser relocation, engineering work,

repair workrepair work, software control function modifications and when

required bythe decontaminatiorunit manager.

Some examples of requirement for revalidation are:

a. adjustment to steam controls.

b. adjustment to microprocessor controls.

c. adjustment to control parts

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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20. Low temperature sterilisation

20.1Introduction

Low temperature sterilisation may be required for sterilisation of RIMD (including
Ft SEAG0f Sk NARIAR a02LSa Ay I O02NRIFIYyOS 6AGK YI

20.2Scope

The objective of this remnmended practice is to presebest practice guidance on
sterilisation by vaporied hydrogen peroxide of edical devices within the (CDU).

20.3Contents

Section One:  General principles

Section Two:  Validation

Section Three: Periodic testing

Section Four: Chemical and Biological Indicators

Section Five:  Sterilisation of RIMD (including flexible/rigid scopes)
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Section Six: Sterile product release

Section Seven: Storage and use

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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20.4General Principles

Section One: General principles

20.4.1 Twodifferent methods of low temperature sterilisation are available for use in
healthcare organisation; vapour phase hydrogen peroxide (VHP) and hydrogen
peroxide gas plasma.

20.4.2 Hydrogen peroxide based methods are preferred

20.4.3 Low temperature sterilisation methodshould only be used for:

a. RIMD (including flexible/rigid scopes/ channelled and-nbannelled
endoscope and robotic devices) specifically identified by the RIMD
manufacturer or steriliser manufacturer as suitable for processing in the
steriliser, or

b. RIMD (including flexible/rigid scopes channelled and-cloannelled
endoscope and robotic devices) made of materials of a size and
configuration (e.g. length and diameter of lumen) within the criteria
specified by the steriliser manufacturer.

Loads intendd for steriligtion by LTS should not be reprocessed using a
steam sterilizer as they might not be compatible and not in keeping with
manufactures instructions.
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(Note: Documentation of items that can and cannot be processed should
obtained from the RIN (scope) and steriliser manufacturers.)

20.4.4 RIMD (flexible/rigid scope channelled and rdrannelled endoscope and
robotic devices) to be processed in a low temperature steriliser must be
scrupulously clean and thoroughly dried prior to sterilisation. (Jtesence of
residual soiling or droplets of water may seriously &inphe sterilisation
process).

20.4.5 The packaging used to contain RIMD (flexible/rigid scope) to be sterilised must
be compatible with the process. Only products designed for use with the
particular process should be used.

Section Two: Validation

20.4.6 The effectiveness of the sterilisation mess cannot be verified retrospectively
by inspection or testing of the product, and can only be guaranteed if
sterilising conditions are created throughout the steriliser chamber and the
load during every cycle. The release of the sterile product shaulmhizthe
basis of defined release criteria, which should include all or some of the
following:

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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1. Satisfactory completion of a full cycle and the achievement of the defined
process parameters including IMS data;

2. Satisfactory Biological Indicator (Bl)Rmocess Challenge Device (PCD) test
results;

3. Satisfactory product or package integrity including label information;

4. Any other tests as defined by internal quality procedures such as
satisfactory H202 residual results.

20.4.7 Validation, maintenance, periodicgeng and record keeping are necessary to
demonstrate that the steriliser is functioning correctly and that it will produce
sterilised loads consistently.

20.4.8 Validation is the documented procedure for obtaining, recording and
interpreting the results needed to show that a process will consistently yield a
product complying with preletermined specifications.

It consists of:

a. commissioning (installation qualification and operational qualification).
b. performance qualification.

c. periodic testing.

d. revalidation.

(Note: Confirmation that the steriliser continues to function correctly is
provided by periodic testing and revalidatip
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20.4.9 Revalidation is required annually and whenever any major change is made to
the steriliser, sterilisation cycle or nature of the loads to be sterilised.

20.4.10 Validation and revalidation should be carried out in accordance with the
requirements of EN ISO 14937.

20.4.11 A gualified person (AED Authorised Engineer in Decontamination) with specific
training on the process to be validated should advise on the validation
programme and audit the data obtained.

Section Three: Periodic testing

20.4.12 Periodic testing consists of a programme of tests that are intended to
demonstrate that the performance of the steriliser remains within the limits
established during validation.

20.4.13 The tests and checks specified by the steriliser manufacturer should be carried
out at the intervals specified by the steriliser manufacturer. (This will normally
require detailed functional and calibration tests and checks at intervals of 3, 6,
or 12 months.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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20.4.14 A qualified person (AED Authorised Engineer in Decontamination) should
review and approve the schedule for periodic testing.

20.4.15 It is the responsibility of the operational manager to ensure that these tests
are performed and that the results were satisfactory before allowing the
continued use of the steriliser.

Section Four: Chemical and biological indicators

Chemical indicatos

20.4.16 Chemical indicators are designed to show by a change of colour whether
specified conditions have been attained.

20.4.17 Chemical indicators should meet the requirements of relevant standards (e.g.
EN ISO 11140).

20418 ¢ KS (@&8LJS dzaSR aK2dzZ R 6S Ay I O002NRI
recommendations.

20419 ¢ KS AYRAOF(G2N) YIydzZFlI OGdzZNBNRA AyadN
relation to use and storage.

20.4.20 The use of an inappropriate indicator may give dangeraméjeading results;
indicator performance can be adversely affected by the storage conditod
methods of use.

20.4.21 Indicators should not be used beyond their expiry date.

20.4.22 Two types of chemical indicator are commonly used:

S3213981d PapPUSIWIWOIRY

Process indicators:

20.4.23 These indicators are intended to distinguish processed items from
unprocessed items. They do not indicate that the item is sterile.

Integrating indicators and/or emulating indicators:

These indicators are intended to monitor the attainment of two orreno

critical variables in the sterilisation process, either by a graduated response or
a defined end point reactiorlhese types of indicators are not currently
available for hydrogen peroxide processes.

Biological indicators

20.4.24 Biological indicators are degned to show by the survival of a test
microorganism whether specified sterilisation conditions have been attained.
The spores of the type Geobacillus stearothermophilus are the most resistant
test germ to the sterilisation methods used inthe CDU. Thésu 2 F . mQa T2 NJ

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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temperature sterilisation processes, complies with the normative
requirements of EN 1SO 14937 and ISO 11138 Part 1.

20.4.25 Biological indicators must meet the requirements of EN ISO 11138 Part 1.

20.4.26 New technologies regarding Bl ensure that testults can be available prior to
releasing an item from a low temperature steriliser. Satisfactory completion of
a cycle and the achievement of the defined process parameters including IMS
data and asatisfactory Biological Indicator will support prodvekease from a
low temperature steriliser.

20.4.27 When used for validation studies they should always be regarded as additional
to the physical measurement of the critical control variables (e.g. temperature,
pressure, sterilant concentration and time).

Section Five: Sterilisation of RIMD (including flexible/rigid scopes)

20.4.28 Wear personal protective equipment.

20.4.29 Ensure that any checks and test that are to be carried out prior to sterilisation
have been complete and were satisfactory.

20.4.30 Where single door steriliser is in use a system must be in place to ensure
segregation of nossterile and sterile RIMD (includinigXible/rigid scopes).

20.4.31 The steriliser door/s should be kept closed when the steriliser is not in use.

20.4.32 Select the validated cycle programme suitable for the load being processed.

20.4.33 Ensure the load is suitable for the process to which it will be exposed.

20.4.34 Manufacturers written instructions for operating the steriliser should be
followed.

Section Six: Sterile product release

In order to release processed RIMD (including flexible/rigid scopes) as sterile evidence is
required to ensure that the sterilisatiocycle was completed satisfactorily.

Parametric release

20.4.35 When the cycle is complete post sterilisation inspection is carried out to verify
that the sterilisation cycle has completed with defined, validated critical
parameters (VCP) including IMS data ansatisfactory Biological Indicator
test.

20.4.36 Parameter release should show evidence that the RIMD (including
flexible/rigid scopes) were subjected to a process and have met all processing
variables achieved during performance qualification.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

Non-parametric release

20.4.37

20.4.38

20.4.39

20.4.40

20.4.41

20.4.42
20.4.43

20.4.44

20.4.45
20.4.46

20.4.47

When it is not possible to measure the value of all the critical variables
throughout the sterilisation cycle, a ngrarametric release method must be
used. Norparametric release involves verifying that the required values were
met during the sterilisatio cycle for those variables that can be measured and,
in addition, using biological indicators. The load cannot be released until
biological indicators that were placed in the load before sterilisation have been
removed from the load at the end of the stser cycle and incubated under
the conditions, and for the time, specified by the manufacturer of the
biological indicator.

In both parametric and neparametric release postterilisation inspection is
carried out b ensure that the values of the recorded cycle variables (e.g.
temperature, pressure, time) are checked to ensure that they are within the
limits determined as satisfactory during validation.

Failure of one or more of the cycle variables to meet the sjgecvalue(s)

must lead to the steriliser load being transferred to the clean room to be
repacked and sterilised.

The cause of failure should be investigated and documented.

A steriliser cycle in which there is no record from the automatic controter
from the independent recorder should be regarded as a sterilisation failure.
The chemical process indicator has undergone the expected colour change.
The integrity of the outer wrap and its seals has not been compromised, e.g.
torn wrap, sealing ta@ undone).

The packed RIMD (including flexible/rigid scopes) are dry.

The labelling remains in place and legible.

If the integrity of the packaging or labelling is compromised the sterilised load
is regarded as noaterile. The RIMD (including flexible/rigid scopes) must be
reprocessed and the cause of the failure investigated and documented.

A record of mechanicaésting, repairs and preventative maintenance should

be recorded in a logbook for each steriliser. Records should be maintained in a
designated storage area for the lifetime of the steriliser plus eleven years.

Section Seven: Storage and use

20.4.48

Sterile RIMKincluding flexible/rigid scopes) should be stored in a clean, dry
area, which is secure, dust free and above floor level with controlled
temperature and relative humidity settings.

$921308.1d PapUBWIWOIY
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20.4.49 Packs should be labed with the contents, the date of sterilisation aad
unique identifier from which all stages of the decontamination process to
which it was subjected may be traced.

20.4.50 Packs should be stored so that they are used in sequential order, i.e. the oldest
first.

20.4.51 Packs should be inspected for damage beforeytaee opened. If there is any
sign of damage to the packaging, the contents should be returned to the
decontamination unit to be resterilised before they are used.

(7]
()]
=
-
o
©
jod
a.
o
(7]
©
(=
(V]
£
£
o
o
(]
o

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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21. Storage

21.1Introduction

Alldecontaminated RIMD must be stored in such a way that their integrity and microbial
state is maintained (e.g. sterile, hidgwvel disinfected). RIMD packs should be stored in

a clean, dry environment and protected from sharp objects that may damage the
packaging. Temperature and relative humidity in the storage area is controlled.

21.2Scope

The obijective of this recommended practice is to provide guidelines in relation to the
storage of RIMD.

21.3Contents

Section One:  Storage areas
Section Two:  Storage equipment
Section Three: Shelf life/rotation of stock

Section Four:  Nonconforming stock
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Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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21.4General Principles

Section One: Storage areas

The storage area should be appropriately designed to prevent damage to packs and to
allow for the strict rotation of stocks. The design should be conducive to good inventory
management. All materials and processed goods should be stored in designatedeurpo
built storage areas enabling different classifications of stored goods to be segregated
and maintained in appropriate environmental conditions.

There are two types of storage area:

a. the processed goods store.
b. the raw materials store.

Processed goods store

21.4.3 The processed goods store should be located adjacent to the cooling bay in the
sterilisation area and with access to the despatch area. This store is for RIMD
produced by the department and RIMD which haeet commercially
manufactured and sterilised.
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(Note: Storage areas should be kept secure and access should be restricted to
authorised personnel.)

21.4.4 The outer packaging (shipper carton) should be removed from RIMD which
have been commercially manufacturadd sterilised; if stored in the same
store as those RIMD which have been produced by the department.

21.4.5 Raw materials should not be stored in the processed goods store.

21.4.6 Loose, processed RIMD should be stored sepérditom those packed in
cases.

21.4.7 Storageareas should be kept secure and access should be restricted to
authorised personnel.

21.4.8 Sterile materials should be stored at least 20 to 80 centimetres from the floor,
at least 18 inches from the ceiling, and at least 5 centimetres from outside
walls.

21.4.9 Theitems should be positioned so that packaging is not crushed, bent,
compressed, or punctured and so that their steyiis not otherwise
compromised.

21.4.10 Medical and surgical process goods should not to be stored next to or under
sinks, under exposed water sewer pipes, or in any location where they can
become wet.

21.4.11 Processed goods should be stored on appropriate designated shelving.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Raw materials store

21.4.12 The storage area is for the reception, storage and supply of atsterile
materials including textileand where appropriate, bulk cased supplies of
commercially stdtised RIMD.

21.4.13 The raw materials store should be located between the gomteption and
the clean room.

21.4.14 Materials should be segregated and stored separately according to their
specific requiements.

21.4.15 Sterile RIMD should not be stored in this area (unless supplies are bulk cased).

21.4.16 Single items should be stored separately from those in cases.

21.4.17 Storage areas should be kept secure and access restricted.

Section Two: Storage equipment

General principles

21.4.18 Sterile items should not be stored anywhere but on, or in, designated shelvi
counters, or containers, because other areas may not be sufficiently clean, a
window sills collect condensate that forrdse to differences in temperate
between inside and outside.

21.4.19 Adequate space is needed around sterile materials to allow for air circulation
in the room, to prevent contamination during cleaning of floors, and to
prevent contact between sterile items ankdg condensation that may form on

S3213981d PapUSIWIWOIRY

the interior surfaces of outside walls.

21.4.20 Compression of packages can force air and microorganisms into the package
contents, cause seals to burst, or puncture the packaging, all of which lead to
contamination. Sterile itesithat become wet are considered contaminated
becaug moisture brings with it micrerganisms from the air and surfaces.

21.4.21 RIMD made of polymeric materials (especially latex) should not be stored
adjacent to electric switch gear, laser printers, photdeog or other sources
of ozone. (Ozone can cause rapid degradation of these materials).

Shelving and racking

21.4.22 Shelves and racking should afford adequate space to store the required stock
in line with local supply policy and production demands.

21.4.23 Shelving and racking should be purpose built, easily cleaned and maintained.

21.4.24 There should be enough space between shelves and racking to allow an
adequate passageway between fixtures.

21.4.25 Shelving or racking should enable items to be clearly labelled.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Closeal or covered cabinets

21.4.26 Closed or covered cabinets are recommended for the storage of seldech
sterile supplies.

21.4.27 Closed cabinets limit dust accumulation, discourage handling, and minimise
inadvertent contact with sterile items.

Section Three: Shelf life/rotation of stock

21.4.28 General factors which influence shelf life are event related and include the

following:

a. packaging materials.

b. storage and handling conditions.

c. likelihood of product material deterioration.
d. package design.

21.4.29 Each central decontamination unit should develop a system of stock rotation
based on the date of sterilisation. Good management practices demand that
stock be maintained at adequate levels.

21430 ! & | AaNMHzZA S 2F (GKdzYoé X LINPRdAzOG 6KAOK KU
months should be deemed to be a product of ogtwcking and an assessment
undertaken as to its future need.

21.4.31 There are occasions where devices must form part of emergency stoclksand
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a result may not be used within this time frame. Procedures should be put in
place to ensure that these products are subject to a reprocessing regime over
time.

Section Four: Nonconforming Stock

21.4.32 A package should be considered nonconforming, i.e.sterile and not
suitable for use when:
a. itis incorrectly wrapped.
b. it is damaged or opened.
c. the product is outside the expiry date.

21.4.33 The sterilisation process indicator does not confirm that the pack has been
subject to an appropriate sterilisation process.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

Figure5: Storage
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22. Transportationg of sterile items

22.1Introduction

Sterile RIMD should be transported in a manner that will not compromise their status.
Loss of sterility is event related and depends on the extent and nature of handling,
environmental conditions during transportation and storage, and thalitpof the
packaging material.

22.2Scope

The obijective of this procedure is to provide guidelines in relation to the transportation
of sterile RIMD.

22.3Contents

Section One:  General principles

Section Two:  External transportation
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22.4General Principles

Section One: General principles

22.4.1 Sterile RIMD should be transported in clean dwgditions in a manner that
provides segregation from sources of water and contamination, and provides
mechanical protection to prevent damage to devices and flexible packaging.

22.4.2 Sterile RIMD should be cooled before they can be transported.

22.4.3 Sterile RIMD should be transported insga solid walled containers, or in
covered or enclosed carts with solidttom shelves to protect them from
exposure to environmental contaminaragong the transportation route.

Section Two: External transportation

22.4.4 Where sterile RIMD are transported in vehicles the vehicles should be
dedicated to the purpose, should provide appropriate segregation for the
transport of sterile and used RIMD and the loading area should be construct
so that it is easily cleanable.

22.4.5 Where small quantities of sterile RIMD are to be transferred or where it is on
occasionally required, they may be transported in a socially clean general
purpose vehicle provided they are contained within a closed solid walled
container.
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Figue 22.1: Transportation of sterile items
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23. Water supply for washedisinfectors

23.1Introduction

The quality of water used at all stages in the cleaning process is critical to the successful
outcome of the process, as the water is the last product to make contact with the RIMD
prior to the user procedure.

23.2Scope

The objective of this recommended practice is to provide guidelines in relation to

provision of water of optimum quality for each stage of the cleaning process.

Hospital water systems have frequently been identified as a source of nosocomial
infection and steps should be taken to minimise the risk. The requirements and

governance structures as detailed Guidelines for the Prevention and Control of Infect
from Water Systems in Healthcare Facilities should be taken into consideration and
reviewed with the members of the Environmental Monitoring Committee (EMC).

23.3Contents
SectionOne
SectionTwa
SectionThree

SectionFour.

General Requirements

S32139B1d PapPUSIWIWOIRY

Water Treatment
GeneralRequirements

Water Quality

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

23.4General Principles

Section One: General requirements

23.4.1 At each stage in the cleaning process the water quality should be compatible
with:
a. the materials of construction of the washdrsinfector (WD).
b. the RIMD to be processed.
c. the process chemical to be used.
d. the process requirements of that particular stage.

SectionTwo: Water treatment

23.4.2 The methods of water treatment generally used on water supplies for
washerdisinfectors is reverse osmosis.

Water Softeners

23.4.3 Water softeners are generally used as a-freatment to reverse osmosis
systems.

Reverse osmosis
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23.4.4 Reverse osmosis treatment systems remove dissolved contaminants from

water by passing the water, under pressure, through a sgenineable
membrane against an osmotic gradient. The process will also remove organic
material, bacterial endotoxins and micro@mjsms.

23.4.5 When appropriate measures are taken to maintain the microbial quality of the
water during storage and distribution, the water should be endotédxée and
has a negligible microbial population. However, the microbiological quality of
the water candeteriorate following storage due to microbial proliferation.

Appropriate measures include:

a. a continuous recirculation system.

b. filtration, e.g. through a 0.22 mm filter to remove microbial contaminants.
c. treatment of the circulating water to ensure that proliferation of microbial
contamination is inhibited (either by use of elevated temperature (e.g.
>60°C) or by the use of UV irradiation (wavelength 260 £ 10nm; 2). m

and by periodic disinfection (elated water temperature e.g. >800 C)

Water supply and distribution after purification

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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23.4.6 The pipe work used to supply the various grades of water should be
appropriate to the quality of water carried. Orbitally welded stainless steel
pipes or clean pex angreferred for all qualities of purified water.

23.4.7 All pipe work should be installed with a continuous fall towards the discharge
point so that it is free draining. It should be free from dead ends and other
areas where water may become stagnant.

23.4.8 Regular disinfection of the storage and distribution system should be
undertaken and the efficacy of such control procedures should be subject to
microbiological testing.

23.4.9 It may be helpful if microbiological results from weekly tests are plotted on a
gapgk (G2 3IAGS | GNBYR® ¢KAa gAff ff26 GKS
distinguished for a particular situation.

23.4.10 Investigation of unusual, or unsatisfactory results are then undertaken if the
results demand (e.qg. if routine results are below 10cfu/100ml and some of the
results are above 10cfu/100ml.

23.4.11 If a bacterial count is obtained from test water the identificatmfrbacterial
species is advised and the results presented to the Microbiologist or Infectio

Prevention and Control team for consideration.
23.4.12 This information may aid identification of the contamination source and assis
with any subsequent advice.

$3J1308.1d pPapuUsWIWOdIaY

Section Three:General Requirements

23.4.13 The key quality elements to be considered are:
a. hardness.
b. temperature.
c. ionic contaminants (e.g. heavy metals, chlorides, phosphates, silicates, iron,
total dissolved solids and collective conductivity).
d. microbialpopulation. e.g. Total Viable Count (TMblony Forming Units
(cfu)/100ml.
e. bacterial endotoxins.
f. pH
23.4.14 The water supply should be controlled to ensure that it consistently of the
required quality.

Section Four: Water quality
Hardness

23.4.15 Water hardness is caused by the presence of dissolved salts alitlne
earths (calcium, magnesium and strontium) which come owsbbition and

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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deposit as haranineral layers (limescale) when water is heated or
evaporated.

23.4.16 The deposition of limecale on electrical heating elements or heat exchange
components, within pipes and around the edges of spray nozzles will seriously
impair the performance of a washelisinfector.

23.4.17 Hard water will cause scaling on the edges of spagzles even when fed with
only cold water.

23.4.18 Using hard water in the thermal disinfection and final rinse stages of the WD
cycle is one of the major causes of white powdery deposits on load items.
These are unsightly and act as a focus for soiling atwhtamination of the
item in use. In some applications (e.g. with optical systems) such deposits may
seriously impair the utility of the item.

23.4.19 When hard water is used in the process of reverse osmosis (RO), it can cause
the RO to reduce the quality and quantity of water required for the washer
disinfector (WD).

23.4.20 The hardness is normally removed by a water softgtiés can then be used
to pre-treat the water prior to washedisinfector system.

23.4.21 The hardness for RO water should be less than 50 CaCO3(mg/L) and the
maximum permitted values for other stages is 200 CaCO3(mg/L).

Temperature

23.4.22 The temperature at which water is supplied to each stage of the process has a
major effect on the efficacy of the process.

23.4.23 Water at too high a temperature during the initial flushing stage may lead to
GKS O2F3dzZA A2y 27T LIN®Di@iSakepus soll tgtRe (i K dza
surface of the load items. EN ISO 15883 recommends that the initial
temperature should not exceed 45°C. The initial flushing stage should be
supplied with water from a cold supply.

23.4.24 When enzymatic cleaners are used the water teng@re must be maintained
close to the optimum temperature specified by the manufacturer; too high a
temperature will inactivate the enzymes, too low and they may not activate.

23.4.25 The maximum temperature of rinsing water must be compatible with the
items beng processed; many items used in medical practice are temperature
sensitive or may be damaged by thermal shock.

lonic contaminants

23.4.26 lonic contaminants in the water may react with materials such as stainless
steel.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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23.4.27 Water used for stainless steel RIMDbald have a chloride concentration less
than 120 mg/l @ to minimise the risk of corrosion.

23.4.28 Tarnishing of stainless steel RIMD, shown by blue, brown or iridescent surface
coloration, occurs when heavy metal iogsuch as iron, manganese or copper
¢ are present in the process water. In hot water (over 75°C) magnesium ions
and silicates can causénmilar discoloration.

23.4.29 lonic contaminants conduct electricity, because pure water has a high
resistance to electrical current, the measurement of electrical conductivity can
provide an accurate assessment of ionic concentration. Conductivity is
describedn micro Siemens and is measured by a conductivity meter and
probes. In washedisinfector, the guideline limit for conductivity is no greater
than 30 microsiemens.

Microbial population

23.4.30 The microbial population in the water used in the wasHesinfector,
particularly in the final rinse stage of process cycle should not increase the
bioburden of the load items.

23.4.31 For items which are intended to be used without further processing (e.qg.
flexible endoscopes processed in an endoscope wadisamfector) the nature
and extent of the microbial population in the final rinse water should not
present a potential hazard to the service user, either through infection or by
leading to an erroneous diagsis.

$92139€.1d PapuUsWWOoIaY

Bacterial endotoxins

23.4.32 Bacterial endotoxins are thermostable compounds derived from the cell walls
of bacteria which, when introduced into the human body, can cause a-fever
like reaction and other adverse effects. They are not readily inactivatdaa
temperatures used for disinfection or sterilisation.

23.4.33 Water used for the final stages of processing in a WD, where there is a
significantrisk of residual water remaining on the load items, should not
contain more than 0.25 endotoxin units/ml when the WD is being used to
process surgically invasive items or those which are intended to come into
contact with parenteral solutions.

pH

23.4.34 The rehtive acidic or alkaline level of a solution is measured by pH. The pH is a
measure of hydrogen ion concentration in the water. A pH of less than 7.0 is
acidic and a pH of more than 7.0 is alkaline. The pH for a wali$iafector,

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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tested at source, shoulde between 5.5 & 8.0, any outlining values may
indicate crossover of detergent or disinfectant.

(Note: All of the above parameters should be monitored on a reguteonth
basis, to ensure the water quality does not breach the recommended
guidelines.)

Section 3 Water Quality

Table3.1: Suggested bacterial counts as indicators of RO water quality (EN 15883)

Microbiology
Aerobic colony count in . .
100 mL at 35C for 72 hr Interpretation/action Colour grade
Less than 9 Satisfactory " Green
Unsatisfactory
Over 10 - undertake risk assessment and | ™ Orange

carry out corrective action

Unacceptable
Over 100 - undertake risk assessment and | Il Reg
carry out corrective action

Table23.24: Water Quality for washedisinfector

Washerdisinfector Water Quality
Process stage
Preferred Acceptable
Flush Cold soft/mains Cold mains
Wash Reverse osmosis Hot soft/mains
Rinse Reverse osmosis Reverse osmosis
Thermal disinfection | Reverse osmosis Reverse osmosis

*Endoscope washer disinfector only

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Table23.3 Water quality for cleaning RIMD

Washedisinfector Water Quality
Process stage
Preferred Acceptable
Manual wash Reverse osmosis @43%C Soft/mains @ 385°C
Manual rinse Reverse osmosis Soft/maing
Ultrasonic wash Reverse osmosis @53%C Soft/mains @ 355°C

$92130€.1d PapUBWIWO0IY
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24. Textiles and noawvovens

24.1Introduction

Textiles (reusable) and nowovens (singlaise) may be used as drapes, gowns and
wrapping materials. Drapes should provide a safe effective means of protecting service
users and healthcare workers. (Reference EN 13795).

24.2Scope

The objective of this recommended practice is to provide guidelines in relation to the
use and processing of textiles and Aeovens in a central decontamination unit.

24 .3 Contents

Section One:  General principles
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24 .4 General Principles

Section One: General principles

2441

24.4.2

24.4.3

2444

24.45

24.4.6
24.4.7

24.4.8

Reusable textile drapes and gowns should not be inspected, folded and
packed in the same area as clean RIMD.

If it is intended to process raesable textiles through a central decontamination
unit a separate clean room must be provided to deal with thesable textiles
because of their high particulate generation rate.

Singleuse (disposable) drapes and gowme preferred.

Singleuse (disposable) drapes and gowns may be provided within an RIMD set
if this is convenient to the endser.

If it is intended to sterilise water repellent singlee (disposable) drapes in a
steamsteriliser it will be necessary to specify the folding method and to carry
out performance qualification tests during validation in order to establish that
there is steam penetration to all surfaces of the drape.

Reusable textiles should not be used as wrapping materials for RIMD sets.
Singleuse (disposable) drapes and gowns should be disposed of within the
healthcare risk waste in the clinical unit.

$921308.1d PapUBWIWOIY

Singleuse (nonawoven) wrapping materials may be retained wsed RIMD
being returned to the central decontamination unit to provide added
protection. Any singleise (nonwoven) wrapping materials returned with used
RIMD should be discarded as healthcare risk waste.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

25. Single use invasive medical devices

25.1Introduction

A single use invasive medical device (SIMD) is defined as a device intended by the
manufacturer to be used on one service user during one procedure. The device is not
intended for reprocessing and/or use on another service user or on the samvice

user at another time.

¢ KS { SN) devicéimyeansS a dizdcs at is intended to be used on one individual
during a single procedure (MDR 2017/745).

¢ KS {SN)Y WYiN&nskpraa&s carkied 8uDon a used device in order to allow
its safe reuse including cleanjmlisinfection sterilisation and related procedureas
well as testing and restoring the technical and functional safety of the used device.

Reprocessing anfdirther use of singlaise devices may only take place where permitted
by national law and only in accordance with Article 17 of the MDR 2017/745.

25.2Scope
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The objective of this recommended practice is to provide guidelines in relation to SIMD.

25.3Contents

Section One:  General principles

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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25.4General Principles

Section One: General principles

25.4.1 To avoid crossontamination between service users, SIMD should be used
wherever this is practical.

25.4.2 Singleuse items should be used for a single service user and not reused on
subsequent service users.

25.4.3 Devicesintended forsingizd S | y R f -dx®B3 @ SRée WaR Y IAY ISy dzF I O
should be immediately disposed of after use.

25.4.4 Decontamination unit managers who disregard this information and prepare
single use products for further use, are transferring legal liability for the safe
performance of the product from the manufacturer to themselves, or to the
organisation that employs them and have become the manufacturer of the
device.

Single use invasive medical device

25.4.5 The symbol for single use instruments is as given in EN ISG-152221
2546 {@dy2yeéYa F2NJ aR2 y2i0 NBdzaSé¢ | NB aa
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Figure25.1: Do not reprocess symbol

Symbol Meaning

Do Not Reuse

Indicates a medical device that is intended
for one single usenly.

{ey2yeéYa TaMSES 2 NB2
dzaS¢ FyR adza8S 2yt e

Do Not ReSterilise

Indicates a medical device that is not to be
] re-sterilised.

Non-sterile

Indicates a medical device that has not beg
subjected to a sterilisation process
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25.5 Implantable single use devises

¢ KS

a5w HaAMTKTNnp adrasSa GKFG Py WLYLXIFyYydlFotS

that are partially or wholly absorbed which is intended:

25.5.1

25.5.2
25.5.3

2554

1 To be totally introduced into the human body, or to replace=githelial
surface of the eye, by clinical intervention and which is intended to remain
in place after the procedure.

1 Any device intended to be partially introduced into the human body by
clinical intervention and intended to remain in place after gfvecedure for
at least 30 days shall also be deemed to implantable device.

Implants may be supplied sterile or nsterile and are all labelled as single
use. Nonsterile implants must be decontaminateddaned, disinfcted and
sterilisSRO LINA2NJ 2 dzaS Ay | OO0O2NRI yOS
instructions. Instructions for Use (IFU) document must be provided by the no
sterile implant manufacturer/supplier.

Article 18

Implant card and information to be spfied to the patient with implantable
device.

$921308.1d PapUBWIWOIY

The following implants shall be exempted from the obligations laid down in
this Article: sutures, staples, dental fillings, dental braces, tooth crowns,
screws, wedges, plates, wires, pins, clips and conngecldre Commission is
empowered to adopt delegated acts in accordance with Article 115 to amend
this list by adding other types of implants to it or by removing implants
therefrom.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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26. Transfer of used reusable invasiveedical devices (RIMD) to third
parties
26.1Introduction

Anyone who inspects, services, repairs or transports RIMD, either on healthcare
organisation premises or elsewhere, has a right to expect that the RIMD have been
appropriately treated so as to remove minimise the risk of infection or other hazards

26.2Scope

The objective of this recommended practice is to provide guidelines in relation to the
transfer of RIMD to third parties for the inspection, service, repaidigposal of RIMD.

26.3Contents

Section One:  General principles
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26.4General Principles

Section One: General principles

26.4.1

26.4.2

26.4.3

26.4.4

26.4.5

26.4.6

All RIMD intended for inspection, service, repair, or disposal must be
decontaminated before despatch and must be accompanied by a certificate
stating the method by which they were decontaminated.

lff wLab5 Ydzad 0SS RSO2yidGlFYAYyFGSR Ay I O002N
instructions.

If items are dispatched to suppliers, or presented for service or inspection on

hospital premises without a declaration of contamination status and without

prior agreementthe recipient may refuse to handle such items until they have

been decontaminated and a declaration provided. This may result in delays

and/or additional costs.

RIMD that are being scrapped should be transported and destroyed by known,

reliable contractors who will certify their destruction.

When RIMD are returned after being repaired, the RIMD must be
decontaminated and, where relevant, replaced in the origRD set.
Each RIMD set should be checked or completeness as per healthcare
organisation policy, procedure, protocol and guideline.

o
o
o
o
3
3
o
3
Q.
(]
o
)
=
[V
(o]
=p
(]
(1]
(%]

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.




HSE Standards and Recommended Practices for Central Decontamination Units. QPSD-D-003-2. V3.0

27. Loan reusable invasive medical devices

27.1 Introduction

RIMD may be loanetd a healthcare organisation so that a particular procedure can be
performed. The RIMD may be borrowed either from manufacturers or other healthcare
organisation and are returned after use. This practice increases the risks associated with
the decontamindéion and reprocessing of such devices because the organisation may

not be familiar with the RIMD or the required decontamination process. Items on loan
should be managed in line with HSE policy, procedure, protocol and guidelines and the
Voluntary AgencieRisk Management Forum Recommended Best Practice for Use of
Reusable Invasivdedical Devices on Trial or on Loan to/from Other Hospitals and /or
Companies/ Suppliers.

https://www.hse.ie/eng/about/who/ngpsd/gpsimprovement/01 #vharmfframework
loaningand-borrowingrimd-october2021

27.2Scope

The objective of this recommended practice is to provide guidelines in relation to the
transfer of RIMD to third parties for the repair, loan and disposal of RIMD.
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27.3Contents

Section One:  General principles

Section Two:  Procedure for loaning and borrowing RIMD

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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27.4General Principles

Section One: General principles

27.4.1 Borrowed RIMDnust be accompanied by relevant reprocessing instructions
(including dissemble and reassemble instructions where relevant) and a list of
contents. The supporting documentation relating to the RIMD must be in a
form that can accompany the set throughout themntamination cycle. In
addition,each set of RIMD must be entered into the relevant tracking system
to ensure that should an adverse incident occur, full traceability can be
achieved.

27.4.2 All loan RIMD must be packed in mesh trays (no plastic tridngsg should be
no sharp edges or projections. The mesh tray must have a format conform D
or ISO or derive from that format (maximum H x L x W: 48*25*10 cm
respectively 46*32*10 cm). For exceptionally long instruments it is allowed tg
use a tray with a mximum length of 52 cm.

$92130€.1d PapUSBWIWO0IY

27.4.3 Only one layer of instruments is allowed per tray. The tray must be filled in
such a way that all instruments can be reached easily by water and deterge
and spray shadow must be avoided.

27.4.4 The weight of the tray must not exceeddsk

27.4.5 All borrowed RIMD must be accompanied by a decontamination certificate and
be checked on receipt for completeness and functionality and signed off
accordingly.

27.4.6 RIMD on loan/trial must be registered, including ownership, service history,
current locaton, service responsibility and instructions for use.

27.4.7 ltis the responsibility of the user to ensure that a full record of use for the
RIMD will be available from the loan organisation, and that the usage history is
both available and complete.

Section Two: Procedure for loaning and borrowing RIMD Requests

27.4.8 All requests for the loan of RIMD must be made directly by clinical manager of
the unit intending to use the RIMD.

27.4.9 When agreement has been reached that the RIMD may be borrowed, the
managerof the central decontamination unit that will be responsible for
decontamination must be informed.

27.4.10 All loan items must be received at least 2 working days before required
procedure takes place. This is to ensure enough time is given to process the set
& to ensure all items are present & correct and in good working order.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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27.4.11 If the parameters are not suibde for our parameters it is the responsibility of
the loan company to ensure appropriate information is given in order for the
CDU to reprocess the RIMD.

27.4.12 If an RIMD is challenging the reprocessing, the loan company must provide
additional information on how to reprocess it through CDU or the RIMD should
not/must not be decontaminated.

Documentation

27.4.13 The owner of the RIMD being loaned is responsible for ensuring that the

loaned RIMD are accompanied by the following documentation:

a. the tray of RIMD or single RIMD is tracked using a globally accepted Global
Standards 1 (GS1 code).

b. contents list.

c. decontamination certificate and including the autoclave number and cycle
number.

d. reprocessing instructions, including disassembly and reassembly, where
relevant.

e. instruction for use.

f. the above data is presented in an accessible and appropriate manor so that
it can be used throughout the reprocessing cycle.

Log book

27.4.14 Details of all RIMD which are loaned to/borrowed from other institutions
should be entered into a log book detailing:

name and description of the RIMD.

RIMD identification number(s).

name of the person to whom the RIMD is being loaned to/borrowed from.

identity of the institution providing/receiving the RIMD.

identity of the person who is making the loan.

date of loan.

expected date of return.

S@e@ "o a0 oy

confirmation that the relevant supporting documentation required to track
reprocess and use the RIMD have been received and are available to all
person departments requirement that information.

i. the unique identifier permitting traceability of the decontamirati cycle(s)
for the RIMD prior to useslobal Standard 1 (GS1) GIAI code.

Arrangements for return of RIMD

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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27.4.15 Arrangements for the return of RIMD must be made directly by the person
who borrowed the RIMD within the defined time period agreed.

27.4.16 Responsibilit for logging the safe and complete return of the RIMD rests with
the designated person to whom the RIMD are returned.

27.4.17 The return date, the name of the institution and the person returning the
RIMD should be recorded. This should be at least 2 working days after the
procedure to ensure all items are present & correct.

Internal Tracking of Loan RIMD sets and singles

27.4.18 Theunique reference supplied by the loan organisation should be used to track
the set/items through the decontamination cycle and subsequent use on a
service user to ensure traceability.

27.4.19 The contents within the tray of RIMD or details relating to a suppleargn
item should be entered in full into the tracking system.

27.4.20 The required supporting documentation should be made available at all poin
of the decontamination process to ensure that the RIMD is dismantled,
LINEPOSaaSR FyR NBFraaSyof SR Ay | O02N
recommendations. If the loan item/sets abeingused sterile from another
entity, it is the responsibility of the theatre department to ensure there is an

$92130€.1d PapUBWIWO0IY

indemnity form signed by the surgeon to say they are aware the set was not
processed in the organisation & they are happy to use the loan item/bét. T
should only happen in an emergency situation.

27.4.21 Any deviation from local policy should be based on risk assessment and
managed via internal governance structures. Corrective action plans should be
put in place with ongoing review to ensure compliargafe practices and that
learning is shared.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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28. Action on nonrrconforming product

28.1Introduction

To ensure service user safety and compliance with the Safety, Health and Welfare at
Work Act, 2005 the organisation must establish procedures to expedite the retrieval of
reprocessed items that are suspected to be +sterile, contaminated or otherwise

defective and to ensure appropriate folleup actions. Followip actions may include
quarantine of the RIMD, notification of clinicians and surveillance of service users as well
as remedial action to prevent any recurrence.

28.2Scope

The objective of this recommended practice is to provide guidelines in relation to action
on nonconforming product.

28.3Contents

Section One:  Palicies, procedures, protocol and guidelines
Section Two:  Recall procedure

Section Three: Recall order
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Section Four:  Recall report

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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28.4 General Principles

Section One: Policies, procedures, protocols and guidelines

28.4.1 Written policies, procedures, protocols and guidelines for the recall of
nonconforming product should be developed, available and implemeinted
the healthcare organisation.

28.4.2 Where any occurrence gives cause for concern that the required assurance of
sterility, functionality and freedom from contamination has not been met, the
infection control nurse and risk manager should be notified so that fellpw
surveillance of service users can be conducted.

28.4.3 The nature and seriousness of the fault and the risk category of the product
will determine whether it will be necessary to issue an advisory notice or to
institute a recall. These factors will also determine the speed and extent of the
action.

Section Wo: Recall procedure

28.4.4 Arecall policy, procedure, protocol and guideline should:
a. be written.
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b. outline the circumstances for issuing a recall order.

c. designate the person(s) authorised to issue a recall order.

d. designate the person(s) responsible for reporting on the execution of a
recall order.

Section Three: Recall order

28.4.5 Arrecall order should:

a. be written.

b. identify by sterilisation lot number the products to be recalled.

c. identify the persons or departments to whom the order is addressed.

d. require the recording in terms of kind and quantity of the products
obtained in the recall.

e. specify the action to be taken by the person or persons receiving the order
(e.g. destructioror return of product).

Section Four: Recall report

28.4.6 A-report of a recall order should:
a. ldentify the circumstances that prompted the recall or order.
b. specify the corrective action(s) taken to prevent a recurrence.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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c. state, in terms of the total numberf@roducts intended to be recalled, the
percentage of products actually located in the recall.
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Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Resources

Appendix1: Ventilation Systems in the CDU

All rooms in the department must be mechanically ventilated and to provide a comfortable
working environment, (typically temperatures are controlled betweer228legrees Celsius
and relative humidity is controlled within the range-86%). Air will needotbe introduced

and removed so as to efficiently ventilate the entire workspace with air flowing from the
cleaner areas to the less clean areas of the facility.

The ventilation system should be designed and operated to ensure that contaminants arising

from the decontamination process are removed within the facility, and that airborne

contaminants are excluded from the point that the decontaminated RIMDS are stbhede
202S0GA0Sa oAttt 0S I OKASOSR 020K o0& &dzZllL)X eAy3d -
them at a positive pressure with respect to surrounding areas, and by extracting air from the

less clean areas, and maintaining them at a negativespreswith respect to surrounding

areas. Contaminants arising from the decontamination machines themselves must be as far as

is practical, captured at source, and removed before they enter the workplace. Ventilation

should be provided by an Alitandling Uri(AHU) that conforms to the standards set out in

the UK Health Technical Memorandum-@B.

An AHU is required for CDU. TheAandling Unit should have the facility to heat, cool, and

filter the air delivered to the working space. If the AHU does nppfy air of the correct

quality, then an additional filter may be required in the branch duct to achieve the quality

NBIljdzZA NSR® ! AN aK2dzf R 06S FAfG4SNBR o6& |y WwWCt (8&LX
with energy recovery between the extract attte supply via the insertion of a plate heat

exchanger or rusaround coil, a thermal wheel should not be used. The decontamination

facility willneed 10 air changes per hour to dilute possible airborne contamination. An AHU
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that support CDUs must be capalmf supporting a clean room that meets the requirements of
ISO 14644 Class 8 when at rest. In many cases this could be achieved using F7 filtration but
may need HEPA filtration in some locations. They should have minimum of 20 air changes per
hour and gpressure differential with adjoining rooms of +10 Pascals.

Processing and storage areas will require mechanical ventilation. Alesfined ventilation

system can mitigate the airborne risks to Staff. It should: supply sufficient unvitiated air to:

T dilute the possible air contaminants;

1 have air terminals located to efficiently scour the ventilated space;

T move the air from the clean to the less clean space and/or out of the building;

1 supply the air at high level and remove it at low level so thatlireathing zone of staff
is in a clean airflow path.

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.
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Appendix 2: Abbreviations

AORN Association of Perioperative Registered Nurses

AER Automated Endoscope Reprocessor

ATP Adenosine Triphosphate

CE Conformité Européenne

Cbu Central Decontamination Unit

CEO Chief Executive Offc

CIS Clinical Indemnity Scheme

EEC European Economic Community

EN European Norm

EU European Union

ERU Endoscopy Reprocessing Unit

EWD Endoscope Washéisinfector ’g’
HSA Health and Safety Authority g
HBN Health Building Note g
HCAI Healthcare Associated Infection %
HCW Health Care Worker é
HIQA Health Information Quality Authority g
HSE Health Service Executive -
IMB Irish Medicines Board

ISO International Standard®rganisation

LCD Liquid Chemical Disinfector

NAD Nicotinamide Adenine Dinucleotide

NSAI National Standards Authority of Ireland

PPE Personal Protective Equipment

PPPG Policy, procedure, protocol and guideline

RIMD Reusable Invasive Medical Devices

SDA Sabaroud Dextrose Agar

SDS Safety Data Sheets

TSA Tryptose Soya Agar

TSE Transmissible Spongiform Encephalopathies

WD Washerdisinfector

Note: The lifecycle diagram used in this document i€®wn Copyright. Sourc@ Department of Health, United Kingdom.































